
STATE OF CALIFORNIA - STATE AND CONSUMER SERVICES AGENCY  GRAY DAVIS, Governor  
CALIFORNIA BUILDING STANDARDS COMMISSION 
2525 Natomas Park Drive, Suite 130                                                                                                                                                  
Sacramento, CA 95833-2936 
www.bsc.ca.gov 
(916) 263-0916 
FAX  (916) 263-0959 

 
 
 
 
 

Thank you for visiting the California Building Standards Commission’s Web Site 
 

This document is the 

October 1, 2002 Errata 
To The 

2001 Edition of the California Code of Regulations 
Title 24, Part 4 

The California Mechanical Code 
 

 
Should you decide to print these 64 pages, we strongly 
suggest that you do so on buff colored paper so that you will 
quickly recognize them as errata pages. 
 
 
This page and the next “cover page” are single sided.  
Thereafter, all pages are double sided for placement into your 
copy of the 2001 California Mechanical Code. 
 
Sorry, we cannot provide a seven-hole punch for your pages. 



 

 

 
California Mechanical Code 

(Part 4, Title 24, California Code of Regulations) 
 

October 1, 2002 Errata 
 

It is suggested that the section number as well as the page number be checked when inserting 
this material and removing the superseded material.  In case of doubt, rely on the section 
numbers rather than the page numbers since the section numbers must run consecutively. 
 
It is further suggested that the superseded material be retained with this revision record sheet 
so that the prior wording of any section can be easily ascertained. 
 
Please keep the removed pages with this revision record for future reference. 

 
 
 

Remove Old White Pages 
 

xiii – xiv 
xv – xvi 

xvii – xviii 
xix – xx 

xxiii – xxiv 
1 – 2 
3 – 4 
5 – 6 
7 – 8 

9 – 10 
11 – 12 
13 – 14 
15 – 16 
17 – 18 
19 – 20 
21 – 22 
25 – 26 
29 - 30 
31 – 32 
55 – 56 
35 – 36 
51 – 52 
53 – 54 
91 – 92 
93 – 94 

125 – 126 
133 – 134 
141 – 142 
151 - 152 
251 – 252 

History Note Appendix 
 
 

 

 
 

Insert New Buff Colored Pages 
 

xiii – xiv 
xv – xvi 

xvii – xviii 
xix – xx 

xxiii – xxiv 
1 – 2 
3 – 4 
5 – 6 
7 – 8 

9 – 10 
11 – 12 
13 – 14 
15 – 16 
17 – 18 
19 – 20 
21 – 22 
25 – 26 
29 - 30 
31 – 32 
55 – 56   
35 – 36 
51 – 52 
53 – 54 
91 – 92 
93 – 94 

125 – 126 
133 – 134 
141 – 142 
151 - 152 
251 – 252 

History Note Appendix 



xiiiOctober 1, 2002 Errata

MATRIX ADOPTION TABLES

Adopts only those section which are listed below:
If there is an "X" under a particular state agency's acronym on this row, it means that particular state

agency is adopting only specific model code or state-amended sections within this chapter.  There will be an
"X" in the column under the agency's acronym, as well as an "X" by each section that the agency has adopted.  

Legend of Abbreviations of Adopting State Agencies

CA Department of Consumer Affairs:

Board of Barbering and Cosmetology
Board of Veterinary Medicine Examiners
Board of Pharmacy
Acupuncture Examining Committee
Bureau of Home Furnishings

HCD Department of Housing and Community Development

DSA/AC Division of the State Architect/Access Compliance

SFM Office of the State Fire Marshal

DHS Department of Health Services

AGR Department of Food and Agriculture

BOC Board of Corrections

BSC California Building Standards Commission

SPCB Structural Pest Control Board

DSA/SS Division of the State Architect/Structural Safety Section

OSHPD Office of Statewide Health Planning and Development

DOSH Division of Occupational Safety and Health

SL State Library

X

202.0 CA X X X X X X X X X
202.0 UPC X X

CA 1 2
DSA
AC SFM DHS AGR BOC BSC

CA
SPCB

DSA
SS 1 2 3 4

*
DOSH SLADOPTING AGENCY

ENFORCING AUTHORITY

HCD

LOCALBUILDING OFFICIAL

LOCAL
FIRE

OFFICIAL

LOCAL
HEALTH

OFFICIAL STATE AGENCY

OSHPD

Adopt only those sections
which are listed below

1/AC

CHAPTER 2 — DEFINITIONS

SAMPLE

Example:

X

XXX X

X



xiv
October 1, 2002 Errata

2001 CALIFORNIA MECHANICAL CODEMATRIX ADOPTION TABLES

>



xvOctober 1, 2002 Errata

MATRIX ADOPTION TABLES



xvi
October 1, 2002 Errata

2001 CALIFORNIA MECHANICAL CODEMATRIX ADOPTION TABLES



xviiOctober 1, 2002 Errata

MATRIX ADOPTION TABLES



xviii
October 1, 2002 Errata

2001 CALIFORNIA MECHANICAL CODEMATRIX ADOPTION TABLES



xixOctober 1, 2002 Errata

MATRIX ADOPTION TABLES



xx
October 1, 2002 Errata

2001 CALIFORNIA MECHANICAL CODEMATRIX ADOPTION TABLES



xxiiiOctober 1, 2002 Errata

MATRIX ADOPTION TABLES



xxiv
October 1, 2002 Errata

2001 CALIFORNIA MECHANICAL CODEMATRIX ADOPTION TABLES



October 1, 2002 Errata

Part I – General

101.0  Title

101.1  [For OSPHD 1, 2, 3, 4, SFM] T h e s e
regulations shall  be known as the “ C a l i f o r n i a
Mechanical Code,” which incorporates the 2000 revisions,
copyrighted by the International Association of Plumbing
and Mechanical Officials, to the Uniform Mechanical
Code, may be sited as such, and will be referred to
herein as “this code.”

101.2  [For HCD 1 & HCD 2]  Title - California
Mechanical Code. This document shall be known as the
“California Mechanical Code.” Where a reference to the
Uniform Mechanical Code or UMC appears in the text of
this code, the reader shall understand the reference to be to
the California Mechanical Code at Part 4 of Title 24,
California Code of Regulations. The provisions contained
in the California Mechanical Code of the (compiled)
California Building Standards Code, Title 24, California
Code of Regulations as defined in Health and Safety Code
Section 18910, may be cited as such and are referred to
hereafter as these regulations, “these mechanical
standards” or “this code.”

102.0  Purpose

The purpose of this code is to provide minimum
standards to safeguard life or limb, health,
property and public welfare by regulating and
controlling the design, construction, installation,
quality of materials,  location, operation, and
maintenance or use of heating, ventilating, cooling,
refrigeration systems, incinerators and other
miscellaneous heat-producing appliances within
this jurisdiction. [For BSC, DHS, DSA-SS, HCD 1
& HCD 2, OSPHD 1, 2, 3 & 4, SFM] for the State of
California and local enforcement agencies.

The purpose of this code is not to create or
otherwise establish or designate any particular class
or group of persons who will or should be especially
protected or benefited by the terms of this code.

103.0  Scope

103.1 Applicability. The provisions of this code shall
apply to the erection, installation, alteration, repair,
relocation, replacement, addition to, use or
maintenance of any heating, ventilating, cooling,
refrigeration systems, incinerators or other
miscellaneous heat-producing appliances within this
jurisdiction. [For BSC, DHS, DSA-SS, HCD 1 &

HCD 2, OSPHD 1, 2, 3 & 4, SFM] for the State of
California  and local enforcement agencies.

Additions, alterations, repairs and replacement
of equipment or systems shall comply with the
provisions for new equipment and systems, except
as otherwise provided in Section 104.0 of this code.

Exception: [For HCD 1] Additions, Alterations 
or Repairs. The alteration, repairs, replacement, 
occupancy, use and maintenance provisions are 
superseded, in part, by State Housing Law, 
Health and Safety Code, Division 13, Part 1.5, 
Sections 17912, 17920.3, 17922(c), 17958.8 and
17958.9 and California Code of Regulations, Title 25, 
Chapter 1 (commencing with Section 1). Health and 
Safety Code Section 17958.8 is repeated here for 
clarity and reads as follows:

Section 17958.8 Local ordinances or regulations 
governing alterations and repair of existing 
buildings shall permit the replacement, 
retention, and extension of original materials and 
the use of original methods of construction as 
long as the hotel, lodging house, motel, 
apartment house, or dwelling, or portions 
thereof, or building and structure accessory 
thereto, complies with provisions published in 
the State Building Standards Code and the other 
rules and regulations of the department or 
alternative local standards adopted pursuant to 
Section 17920.7 and does not become or continue 
to be a substandard building.

Where, in any specific case, different sections of
this code specify different materials, methods of
construction or other requirements, the most restrictive
shall govern. Where there is a conflict between a
general requirement and a specific requirement, the
specific requirement shall be applicable.

[For HCD 1 & HCD 2] Mechanical standards in
the code shall have no retroactive or retrospective effect
or application on existing construction unless the term
and time of application of such standards are
specifically identified or specified in this code and
California law.

The design and testing of equipment regulated
by this code shall be subject to the approval of the
Administrative Authority [For BSC, DHS, DSA-SS,
OSPHD 1, 2, 3 & 4, SFM] enforcing agency provided in
section 108.1.1.

The standards contained in Appendix A shall be
considered as part of this code. Appendix B contains
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recommended practices which shall not apply unless
specifically adopted. Appendix C contains gas
venting tables and is intended to serve only as a
guide. Appendix D contains conversion tables and a
table for determining the approximate minimum
thickness for carbon sheet metal.

103.1.1 Effective Date.

103.1.1.1 [For BSC, DHS, DSA-SS, OSPHD 1, 
2, 3 & 4, SFM] Unless otherwise noted herein, 
effective date is 180 days after the date of 
p u b l i c a t i o n .

103.1.1.2 [For HCD 1 & HCD 2] One hundred
and e ighty days  a f ter  the  publ icat ion,  or  as
otherwise noted herein.

103.1.2 [For HCD 1 & HCD2] Availability of 
Codes.  A subsection of Health and Safety Code
Section 18942 is repeated here for clarity and reads 
as follows:

Section 18942(d).

(1)  Each c i ty ,  county,  and c i ty  and county,  
including charter cities, shall obtain and 
maintain with all revisions on a current basis, at 
least  one copy of  the building standards and 
other state regulations relating to buildings 
published in Titles 8, 19, 20, 24, and 25 of the 
California Code of  Regulations.   These codes 
shall be maintained in the office of the building 
official responsible for the administration and 
enforcement of this part.

(2) This subdivision shall not apply to any city or 
county which contracts for the administration 
and enforcement of the provisions of this part 
with another local government agency which 
complies with this section.

103.1.3 [For HCD 1 & HCD 2] Applicability to
Occupancy Groups. The provisions of the model
code, which are adopted by this Code, are applicable to
all occupancy groups and uses regulated by this code.
The amendments to the model codes are applicable only
to those occupancies or uses which the state agency
adopting the amendment is authorized to regulate as
listed in Section 108.1.1.

103.1.4 [For HCD 1 & HCD 2] Conflicts Between
C o d e s . When the requirements of this code conflict
with the requirements of the California Building Code,
Title 24, Part 2, the most restrictive requirement shall
prevail.  When the requirement of this code conflicts
with the requirements of the California Plumbing Code,
this code shall prevail.

103.1.5 [For BSC, DHS, DSA-SS, HCD 1 & HCD 2,
SFM] Non-Building Regulations. R e q u i r e m e n t s
contained in the U.M.C., or in any other reference
standard, code, or documents, which are not buildings

standards as defined in Health and Safety Code Section
18909, shall not be construed as part of the provisions of
this code.

103.1.5.1 [For HCD 1 & HCD 2] For the applicability
of regulations relating to maintenance, operation, use,
limitations or prohibitions, and similar non-building
regulations, see other Titles of the California Code of
R e g u l a t i o n .

103.1.5.2 [For HCD 1 & HCD 2] For the applicability
of regulations relating to maintenance, operation, use,
limitations or prohibitions, and similar non-building
regulations, Title 25, California Code of  Regulation,
Chapter 1 (commencing with Section 1).

103.1.6 [For HCD 1 & HCD 2, SFM] Validity.  In any
chapter, section, subsection, sentence, clause or phrase
of this code is for any reason held to be unconstitutional,
contrary to statute, exceeding the authority of the State
as stipulated by statutes, or otherwise inoperative, such
decision shall not affect the validity of the remaining
portion of this code.

103.1.7 [For HCD 1 & HCD 2, SFM] Format. T h i s
part fundamentally adopts the U.M.C. by reference on a
chapter-by-chapter basis.  Such adoption is reflected in
the adoption tables of each chapter of this part.  When
the adoption table of a chapter of this part makes no
reference to a specific chapter of the U.M.C., such chapter
of the U.M.C. is not adopted as a portion of this code.

103.1.8 [For HCD 1 & HCD 2, SFM] Standard
Reference Documents.

103.1.8.1 [For HCD 1 & HCD 2, SFM] Codes and
Standards Adoption.  The codes, standards and
publications,  adopted and set  forth in this  code,
including other codes, standards and publications
referred to therein, are by title and date of publication,
hereby adopted as standard reference documents of this
c o d e .

103.1.8.2 [For SFM] When this  code  does  not
specifically cover any subject relating to building design
and construction, recognized fire-protection engineering
practices shall be employed.  The National Fire Codes
and the Fire Protection handbook of the National Fire
Protection Association may be used authoritative guides
in determining recognized fire-prevention engineering
p r a c t i c e s .

104.0  Application to Existing Mechanical
Systems
104.1  Additions, Alterations or Repairs.
Additions, alterations or repairs may be made to any
mechanical system without requiring the existing
mechanical system to comply with all the
requirements of this code, provided the addition,
alteration or repair conforms to that required for a
new mechanical system. Additions, alterations or
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repairs shall not cause an existing system to become
unsafe, create unhealthy or overloaded conditions.

Minor additions, alterations and repairs to
existing mechanical systems may be installed in
accordance with the law in effect at the time the
original installation was made, when approved by
the Administrative Authority.

104.2  Existing Installations. Mechanical systems
lawfully in existence at the time of the adoption of
this code may have their use, maintenance or repair
continued if the use, maintenance or repair is in
accordance with the original design and location and
no hazard to life, health or property has been created
by such mechanical system.

104.3  Changes in Building Occupancy.
Mechanical systems which are a part of any building
or structure undergoing a change in use or
occupancy, as defined in the Building Code, shall
comply with all requirements of this code which may
be applicable to the new use or occupancy.

104.4  Maintenance. All mechanical systems,
materials and appurtenances, both existing and new,
and all parts thereof shall be maintained in proper
operating condition in accordance with the original
design and in a safe and hazard-free condition. All
devices or safeguards which are required by this
code shall be maintained in conformance with the
code edition under which installed. The owner or the
owner’s designated agent shall be responsible for
maintenance of mechanical systems and equipment.
To determine compliance with this subsection, the
Administrative Authority may cause a mechanical
system or equipment to be reinspected.

104.5  Moved Buildings. Mechanical systems or
equipment which are a part of buildings or
structures moved into or within this jurisdiction
shall comply with the provisions of this code for new
installations.

104.5.1 [For HCD 1 & HCD 2] Moving of apartment
houses and dwellings.  Health and Safety Code Section
17958.9 is repeated here for clarity and reads as follows:

Section 17958.9.  Local ordinances or 
regulations governing the moving of apartment 
houses and dwellings shall, after July 1, 1978, 
permit the retention of existing materials and 
methods of construction so long as the 
apartment house or dwelling complies with the 
building standards for foundation applicable to 
new construction,  and does not become or 
continue to be a substandard building.

104.6 Nonbuilding Regulations. R e q u i r e m e n t s
contained in the UMC, or in any other referenced
standard, code or document, which are not building

standards as defined in section 18909, Health and
Safety Code, shall not be construed as part of the
provisions of this code.

For the applicability of regulations relating to
maintenance,  operation, use, l imitations or
prohibitions, and similar nonbuilding regulations, see
other titles of the California Code of Regulations.

105.0  Alternate Materials and Methods of
Construction

105.1 The provisions of this code are not intended to
prevent the use of any material or method of
construction not specifically prescribed by this code,
provided any such alternate has been approved and
the use authorized by the Administrative Authority.

However, the exercise of this discretionary
approval by the Administrative Authority shall have
no effect beyond the jurisdictional boundaries of said
Administrative Authority. Any alternate material or
method of construction so approved shall not be
considered as conforming to the requirements
and/or intent of this Code for any purpose other
than installation or use within the jurisdiction
granting the exception.

The Administrative Authority may authorize
any alternate, provided the Administrative
Authority finds the proposed design is satisfactory
for the intended use and complies with the
provisions of this code and that the material, method
or work offered is, for the purpose intended, at least
equivalent to that prescribed by this code in
suitability, strength, effectiveness, fire resistance,
durability and safety.

The Administrative Authority shall require
sufficient evidence or proof be submitted to
substantiate any claims made regarding the use of
alternates. The details of any action granting approval
of an alternate shall be recorded and shall be entered
in the files of the code enforcement agency.

105.2  [For BSC, DHS, DSA-SS,SFM] Order of
P r e c e d e n c e . Where in any specific case, different
sections of this code specify different materials, methods
of  construction or  other  requirements ,  the  most
restrictive shall govern. When there is a conflict between
a general and a specific requirement, the specific
requirement shall apply.

Mechanical standards in the code shall have no
retroactive or retrospective effect or application on
existing construction unless the term and time of
application of such standards are specifically identified
or specified in this code.

105.3 Requests for Alternate Means of
Protection. [For SFM] Request for approval to use an
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alternate material, assembly of materials, equipment,
method of construction, method of installation of
equipment, or means of protection shall be made in
writing to the enforcing agency by the owner or the
owner's authorized representative and shall be
accompanied by a full statement of the conditions.
Sufficient evidence or proof shall be submitted to
substantiate any claim that may be made regarding its
conformance. The enforcing agency may require tests
and the submission of a test report from an approved
testing organization as set forth in Section 2.13, Title 19,
California Code of Regulations, to substantiate the
equivalency of the proposed alternate means of
p r o t e c t i o n .

Approval of  a request for use of  an alternate
material, assembly of materials, equipment, method of
construction, method of installation of equipment, or
means of protection made pursuant to these p r o v i s i o n s
shall be limited to the particular case covered by request
and shall not be construed as establishing any precedent
for any future request.

105.4 Appeals. [For SFM] When a request for an
alternate means of protection has been denied by the
enforcing agency, the applicant may file a written appeal
to the state f ire  marshal  for consideration of  the
applicant's proposal. In considering such appeal, the state
fire marshal may seek the advice of the State Board of Fire
Services. The state fire marshal shall, after considering all
of the facts presented, including any recommendation of
the State Board of Fire Services, determine if the proposal
is for the purpose intended, at least equivalent to that
specified in these regulations in quality, strength,
effectiveness, fire resistance, durability and safety, and shall
transmit such findings and his or her recommendations
to the applicant and to the enforcing agency.

105.5 Alternate for materials, design, tests and
methods of construction.  

105.5.1 [For HCD 1] Notwithstanding other provisions
of law, the method for approval of alternate materials,
designs, tests and methods of construction set forth in
State Housing Law, Health and Safety Code, Division 13,
Section 17951(d) and the California Code of Regulations,
Title 25,  Divis ion 1,  Chapter  1.   The appl icable
subsections of Health and Safety Code Section 17951(d)
are repeated here for clarity and reads as follows:

Section 17951(d).

(2) The building department of any city or 
county may approve an alternate if it finds that 
the proposed design is satisfactory and that the 
material, appliance, installation, device, 
arrangement, method, or work offered is for the 
purpose intended, at least the equivalent of that 
prescribed in the California Building Standards 
Code or this part in performance, safety, and for 

the protection of life and health.

(3) The building department of any city or 
county shall require evidence that any material, 
appliance, installation, device,  arrangement, 
method of construction conforms to, or that the 
proposed alternate is at least equivalent to, the 
requirements of this part, building standards 
published in the California Building Standards 
Code, or the other rules and regulations 
promulgated pursuant to this part and in order 
to substantiate claims for alternates, the building 
department of any city or county may require 
tests as proof of compliance to be made at the 
expense of the owner or the owner’s agent by an 
approved testing agency selected by the owner, or 
the owner’s agent.

NOTE: [For HCD 2] Refer to Title 24, Part 4, Section
1 0 8 . 1 0

105.5.2 [For HCD 1] Notwithstanding other
provisions of law, the method of approval of alternate
materials,  appliances,  instal lation,  device,
arrangement, or method of construction are set forth in
the Employee Housing Act, Health and Safety Code
Section 17002 and California Code of Regulations,
Title 25, Division 1, Chapter 1.  Health and Safety
Code Section 17002 is repeated here for clarity and
reads as follows:

Section 17002. The provisions of this part are 
not intended to prevent the use of any material, 
appliance, installation, device, arrangement, or 
method of construction not speci f ical ly 
prescribed by this part if such alternate has been 
approved by the Department of  Housing and 
Community Development.

The Department of Housing and 
Community Development may approve any such 
alternate if it finds that the proposed design is 
satisfactory and that the material,  appliance, 
installation, device, arrangement, or method of 
construction offered is, for the purpose intended, 
at least the equivalent of that prescribed in this 
part  in qual i ty ,  strength,  e f fect iveness ,  f i re  
resistance,  durabil ity and safety, for the 
protection of life and health.

This section shall  not apply to a local 
ord inance ,  which  i s  appl icab le  pursuant to 
Section 17001.

105.5.3 [For HCD 2] Notwithstanding other
provisions of law, the method for approval of alternate
materials,  appliances,  installation,  device,
arrangement, or method of construction are set forth in
the Mobilehome Parks Act, Health and Safety Code,
Section 18305 and California Code of Regulations,
Tit le  25,  Divis ion 1,  Chapter  2 .   The appl icable

2001 CALIFORNIA MECHANICAL CODE

4

105.3 – 105.5

October 1, 2002 Errata

C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A

C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A
C
A



subsections of Health and Safety Code Section 18305
are repeated here for clarity and reads as follows:

Section 18305.
(a) This part is not intended to prevent the use of 
any material, appliance,  installation, device, 
arrangement,  or  method of  construction not  
specifically prescribed by this part and the rules 
and regulations adopted pursuant to this part, if 
the alternate used has been approved.

(b) The department may approve any alternate if 
it finds that the proposed design is satisfactory 
and that the material, appliance, installation, 
device, arrangement, method, or work offered is, 
for the purpose intended, at least the equivalent 
to that prescribed in this part and the rules and 
regulations adopted pursuant to this part in 
quality, strength, effectiveness, fire resistance, 
durability, safety, and for the protection of life 
and health.

(c) Whenever there is evidence that there is any 
material, appliance, installation, device, 
arrangement, or method of construction does 
not conform to the requirements of this part and 
the rules and regulations promulgated pursuant 
to this part, or in order to substantiate claims for 
alternates, the department may require proof of 
compliance to be made at  the expense of the 
owner or his or her agent.

(d) The department shall notify the appropriate 
enforcement agency and plan checking agency 
of its findings.

(e) This section is not applicable to local 
regulations authorized by this part.

106.0  Modifications

1 0 6 . 1 Whenever there are practical difficulties
involved in carrying out the provisions of this code,
the Administrative Authority may grant
modifications for individual cases. The
Administrative Authority shall first find that a
special individual reason makes the strict letter of
this code impractical, the modification is in
conformity with the intent and purpose of this code
and that such modification does not lessen health,
life and fire safety requirements. The details of
actions granting modifications shall be recorded and
entered in the files of the code enforcement agency.

106.2 [For HCD 1] Local Variances. Health and
Safety Code Section 17958.5 is repeated here for clarity
and reads as follows:

Section 17958.5 Except as provided in Section 
17922.6, in adopting the ordinances or 
regulations pursuant to Section 17958, a city or 
county may make such changes or modification in the

requirements contained in the provisions published in the
california Building Standards Code and the other
regulations adopted pursuant to Section 17922 as it
determines, pursuant to the provisions of

Section 17958.7, are reasonably necessary 
because of local climatic, geological, or 
topographical conditions.

For purposes of this subdivision, a city and 
county may make reasonably necessary 
modifications to the requirements, adopted 
pursuant to section 17922, contained in the 
provisions of the code and regulations on the 
basis of local conditions.

106.3 [For HCD 1] Findings; Fi lings; and
Rejections of Local Variances. The applicable
subsection of Health and Safety Code Section 17958.7 are
repeated here for clarity and reads as follows:

Section 17958.7

(a) Except as provided in Section 17922.6, the 
governing body of a city or county, before 
making any modifications or changes pursuant to 
section 17958.5, such make an express finding that 
such modifications or changes  are reasonably necessary
because of local climatic, geological, or  topographical 
conditions. Such a finding shall be available as a 
public record. A copy of those findings, together with
the modification or change expressly marked and 
identified to which each such finding refers, 
shall be filed with the California Building 
Standards Commission. No modification or 
change shall become effective or operative for 
any purpose until the finding and the 
modification or change have been filed with the 
California Building Standards Commission.

(b) The California Building Standards 
Commission may reject a modification or change 
filed by the governing body of a city or county if 
no finding was submitted.

106.4 [For HCD 1 & 2]  Ratif ication by City
C o u n c i l . The applicable subsections of Health and
Safety Code Section 13869.7 are repeated here for clarity
and reads as follows:

Section 13869.7

(a) Any fire-protection district organized 
pursuant to Part 2.7 (commencing with Section 
13800) of Division 12 may adopt building 
standards relating to fire and panic safety that 
are more stringent than those building standards 
adopted by the State Fire Marshal and contained 
in the California Building Standards Code. For 
these purposes, the district board shall be 
deemed a legislative body and the district shall 
be deemed a local agency. Any changes or 
modifications that are more stringent than the 
requirements published in the California 
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Building Standards Code relating to fire and 
panic safety shall be subject to subdivision (b) of 
Section 18941.5.

(b) Any fire-protection district that proposes to 
adopt an ordinance pursuant to this section 
shall, not less than 30 days prior to noticing a 
proposed ordinance for public hearing, 
provide a copy of that ordinance, together with 
the adopted findings made pursuant to 
subdivision (a), to the city, county, or city and 
county where the ordinance apply. The city,  
county,  or city and county,  may provide the 
district with written comments, which shall 
become a part of the fire protection district’s 
public hearing record.

(c) The fire-protection district shall transmit the 
adopted ordinance to the the city, county, or city 
and county where the ordinance will apply. The 
legislative body of the city, county, or city and 
county, may ratify, modify or deny an adopted
ordinance and transmit its determination to the 
district within 15 days of the determination. Any 
modification or denial of an adopted ordinance 
shall include a written statement describing the 
reasons for any modification or denial. No 
ordinance adopted by the district shall be 
effective until ratification by the city, county, or 
city and county where the ordinance applies.  
Upon ratification of an adopted ordinance, the 
city, county, or city and county, shall file a copy 
of the findings of the district, and any findings of 
the city, county, or city and county, together 
with the adopted ordinance expressly marked 
and identified to which each finding refers, 
with the Department of Housing and 
Community Development.

107.0  Tests

Whenever there is insufficient evidence of
compliance with the provisions of this code, or
evidence that a material or method does not conform
to the requirements of this code, or in order to
substantiate claims for alternate materials or
methods, the Administrative Authority may require
tests as evidence of compliance to be made at no
expense to the jurisdiction.

Test methods shall be as specified in this code or
by other recognized test standards. In the absence of
recognized and accepted test methods, the
Administrative Authority shall specify the testing
procedures.

All tests shall be performed by an approved
agency. Reports of tests shall be retained by the
Administrative Authority for the period required for

retention of public records.

Part II – Organization and Enforcement

108.0  Powers and Duties of the Administrative
A u t h o r i t y

108.1  General. The Administrative Authority is
hereby authorized and directed to enforce all the
provisions of this code. For such purposes the
Administrative Authority shall have the powers of a
law enforcement officer.

The Administrative Authority shall have the
power to render interpretations of this code and to
adopt and enforce rules and regulations
supplemental to this code as may be deemed
necessary in order to clarify the application of the
provisions of this code.  Such interpretations, rules
and regulations shall be in conformity with the
intent and purpose of this code.

[For SFM] Pursuant to Health and Safety Code
Section 13146, the responsibility for enforcement of
building standards adopted by the state fire marshal
and published in the California Building Standards
Code re lat ing to  f ire  and panic  safety and other
regulat ions  o f  the  s tate  f i re  marshal  shal l  be  as
f o l l o w s :

1. The same agency or entity to whom authority
to enforce building standards not related to fire and
panic safety is delegated by the city, county, or city
and county with jurisdiction the area affected by the
building standard shall enforce within its jurisdiction
the building standards and other regulations of the
state fire marshal as they relate to Group R, Division
3 Occupancies, as defined in Section 310 of Part 2 of
the California Building Standards Code.

2. The chief of any city or county fire department
or of  any f ire  district ,  and his  or her authorized
representatives, shall enforce within its jurisdiction
the building standards and other regulations of the
state fire marshal, except those described in Section
108.1 or 108.4.

3. The state fire marshal shall have authority to
enforce  such bui lding standards and other
regulations of the state fire marshal in areas outside
o f  corporate  c i t i e s  and  d i s t r i c t s  prov id ing  f i r e
protection services.

4. The state fire marshal shall have authority to
enforce  such bui ld ing s tandards  and other
regulations of the state f ire marshal in corporate
cities and districts providing fire-protection services
upon request  of the chie f  f ire  o f f i c ia l  or the
governing body.

5.  Upon the written request  of  the  chie f  f ire
official of any city, county or fire-protection district,
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the state fire marshal may authorize such chief fire
official and his or her authorized representatives, in
their geographical area of responsibility, to make fire-
prevent ion inspect ions  o f  s tate-owned or  s tate-
occupied buildings, other than state institutions, for
the purpose of enforcing the regulations relating to
fire and panic safety adopted by the state fire marshal
pursuant to this  section and building standards
relating to fire and panic safety published in the State
Building Standards Code. Authorization from the
s tate  f i r e  marsha l  sha l l  be  l imited  to  those  f i r e
departments or fire districts which maintain a fire-
prevention bureau staffed by paid personnel. 

Any requirement or order made by any chief fire
official pursuant to this section may be appealed to
the state fire marshal. The state fire marshal shall,
upon receiving an appeal  and subject  to the
provisions of Chapter 5 (commencing with Section
18945) of Part 2.5 of Division 13 of the Health and
Safety Code, determine if the requirement or order
made is reasonably consistent with the fire and panic
safety regulations adopted by the Office of the State
Fire Marshal and building standards relating to fire
and panic safety published in the Cali fornia
Mechanical Code. 

The building official shall have the power to render
interpretations of this code and to adopt and enforce
rules and regulations supplemental to this code as may
be deemed necessary in order to clarify the application of
the provisions of this code. Such interpretations, rules
and regulations shall be in conformity with the intent
and purpose of this code.

[For SFM] Any person may request a code
interpretation from the state fire marshal relative to the
intent of any regulation or provision adopted by the state
fire marshal. When the request relates to a specific
project, occupancy or building, the state fire marshal
shall  review the issue with the appropriate local
enforcing agency prior to rendering such code
i n t e r p r e t a t i o n .

108.1.1 [For HCD 1 & HCD 2]Application-Vesting
a u t h o r i t y . When adopted by a State agency, the
provisions of  this code shall  be enforced by the
appropriate enforcing agency, but only to the extent of
authority granted to such agency by the State
L e g i s l a t u r e .

108.1.1.1 [for AGR]

AGR-Department of Food and Agriculture.

Application-Dairies and places of meat 
i n s p e c t i o n .

Enforcing Agency-AGR.

Authority Cited-AGR Code §18735, 19384, 33481 
and 33731.

Reference-AGR Code §18735, 19384, 33481 and 

3 3 7 3 1 .

108.1.1.2 [for BOC]

BOC-Board of Corrections.

Application-Local detention facilities.

Enforcing Agency-BOC.

Authority Cited-Penal Code §6030.

Reference-Penal Code §6030.

108.1.1.3 [for BSC]

BSC-California Building Standards Commission.

Application-State buildings (all occupancies), 
including buildings constructed by the Trustees 
of the CA State Universities and Colleges and 
the Regents of the University of CA where no 
state agency has the authority to adopt building 
standards applicable to such buildings.

Enforcing Agency-State or local agency specified by
the applicable provisions of law.

Authority Cited-H&SC §3981 and §18934.5.

Reference-H&SC §18901 through 18949.6.

108.1.1.4 [for CA] CA-Department of Consumer
A f f a i r s .

1. CA; Board of Barber Examiners.

Application-Barber shops.

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-Business and Professions Code 
(B&PC) §6508.

Reference-B&PC §6549, 6549.1, 6549.6, 6586.5, 
6588, 6590, 6591 and 6593.

2 . CA; Board of Cosmetology.

Application-School of Cosmetology and 
E l e c t r o l o g y .

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-B&PC §7310 and 7311.

Reference-B&PC §7310, 7311, 7384.5, 7384.6 and 7391.

3. CA; Board of Funeral Directors.

Application-Funeral homes.

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-B&PC §7606 and 7740.

Reference-B&PC §7606 and 7740.

4. CA; Medical Board of California; Acupuncture 
C o m m i t t e e .

Application-Acupuncture offices.

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-B&PC §4933.
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Reference-B&PC §4955.

5. CA; Board of Pharmacy.

A p p l i c a t i o n - P h a r m a c i e s .

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-B&PC §4008.

Reference-B&PC §4008 and 4081.

6. CA; Veterinary Medical Board.

Application-Veterinary facilities.

Enforcing Agency-State or local agency specified 
by applicable provisions of law.

Authority Cited-B&PC §4808.

Reference-B&PC §4854.

7. CA; Structural Pest Control.

Application-Structural pest control.

Enforcing Agency-Structural Pest Control Board.

Authority Cited-B&PC §8516, 8525, 8538 and 8674

Reference-B&PC §8516, 8538 and 8674.

108.1.1.5 [for CEC]

CEC-California Energy Commission.

Application-All occupancies

1. That are of occupancy type A, B, E, H or R; and

2. For which an application for a building permit 
or renewal of an existing permit is filed (or is 
required by law to be filed) on or after the 
ef fective date of  the provisions,  or which are 
constructed by a governmental agency; and

3. That are either:

3.1 Mechanically heated or mechanically 
cooled; or

3.2 Low-rise residential buildings that are 
heated with a wood heater or another 
non-mechanical heating system.

E X C E P T I O N : Qualified historical buildings 
are defined in the California Historical 
Building Code (Title 24, Part 8).

Enforcing Agency-Local building department 
or CEC.

Authority Cited-Public Resources Code §25402, 
25402.1 and 25402.4.

Reference-Public Resources Code §25402, 
25402.1 and 25910.

108.1.1.6 [for DHS]

DHS-Department of Health Services.

Application-Food establishments.

Enforcing Agency-DHS and the local health officer.

Authority Cited-H&SC §208 and 27502.

Reference-H&SC §208 and 114140.

108.1.1.7 (Reserved)

108.1.1.8 [For HCD 1] Department of Housing and
Community Development.

Application – Hotels, motels, lodging houses,
apartment houses, dwellings,  dormitories,
condominiums, shelters for homeless persons,
congregate residences, employee housing, factory-built
housing, and any other type of dwelling containing
sleeping accommodations with common toi let  or
cooking facilities.  Refer to Section 108.1.1.13 of this
code, for Office of the State Fire Marshall, for fire and
panic safety application.

Enforcing Agency – Local building department
or  the  Department  o f  Housing and Community
D e v e l o p m e n t .

Authority – H&SC §17921, 17922, 19990, and 42
US Code Section 3601, et seq.

Reference – H&SC §17000 through 17060,
17910 through 17990, and 19960 through 19997.

108.1.1.8.1 [For HCD 1/AC] Department of
Housing and Community Development – Access
Compliance.

Application – Whenever the identification “HCD
1/AC” appears in this code, it shall mean the
Department of Housing and Community Development
requires specific accommodations for persons with
“physical disabilities,” as defined in Chapter 11A of the
California Code of  Regulations, Title 24, Part 2,
Section 1102A.16-P, also known as the California
Building Code.  The application of this Code, shall
apply only to “Covered Multifamily Dwellings,” as
defined in Chapter 11A of the California Building Code,
Section 1102A.3-c, including but not limited to the
f o l l o w i n g :

1. Apartment buildings with 3 or more 
dwelling units.

2. Condominiums with 4 or more dwelling units.

3. Lodging houses, as defined in Section 213 of 
the California Building Code, when used as a 
residence with 3 or more guest rooms.

4. Congregate  r e s idences ,  as de f ined  in 
Section 204 of the California Building Code.

5. Dwellings with 3 or more efficiency units, as 
defined in Section 205 of the California Building 
Code or Health and Safety Code Section 17958.1.

6. Shelters for the homeless not otherwise subject 
to the disabled access regulations of the Division 
o f  the  State  Archi tect  –  Access  Compl iance  
(commencing with Section 1111B of the 
California Building Code).

7. Dormitories, as defined in Section 205 of the 
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California Building Code.

8. Time-Share Dwellings with 3 or more units, 
except for condominiums covered in item 
number 2 above.

9. Other Group R Occupancies in multifamily 
dwellings, which are established by the Office of 
the State Fire Marshal (commencing with 
Section 310 of the California Building Code).

The HCD 1/AC disabled access regulations do not
apply to the alteration, repair,  rehabil itation, or
additions to existing Group R Occupancies that were
constructed and occupied prior to July 15, 1992.  The
HCD 1/AC regulations generally do not cover public
accommodation occupancies, such as hotels and motels.

Buildings or portions of building of the same or
s imilar  occupancies ,  or  mixed occupancies ,  and
buildings accessory to them, also may be subject to the
disabled access regulations adopted by the Division of
the State Architect – Access Compliance.

Enforcing Agency – Local building department
or  the  Department  o f  Housing and Community
D e v e l o p m e n t .

Authority – H&SC §17921, 17922, 19990; GC
12955.1; and 42 US Code Section 3601, et seq.

Reference – H&SC §17000 through 17060, 17910
through 17990, 19960 through 19997, and GC 12955.1.

108.1.1.9 [For HCD 2] Department of Housing and
Community Development.

Appl ica t ion  – Permanent  bui ld ings  and
permanent  accessory  bu i ld ings  and  s t ruc tures
constructed within mobilehome parks, or special-
occupancy parks,  which are permanent faci l it ies
under  the contro l  and ownership  of the park
o p e r a t o r .

Enforcing Agency – Local  bui ld ing
department; other local agency responsible for the
enforcement of  Health and Safety Code Sections
18200 through 18700; or the Department of Housing
and Community Development.

Authority Cited – H&SC §18300.

Reference – H&SC §18000 through 18700.

108.1.1.10 [for DSA/AC] Division of the State
Architect; Access Compliance.

DSA; Access Compliance.

General-To assure that barrier-free design is
incorporated in all buildings, facilities, site work
and other improvements to which this code applies
in compliance with state law to assure that these
i m p r o v e m e n t s  a r e  a c c e s s i b l e  t o  a n d  u s a b l e  b y
persons with disabilities. Additions, alterations and
structural repairs in all buildings and facilities shall
comply with these provisions for new buildings,

except as otherwise provided and specified herein.
The provisions of these regulations shall apply to any
portab le  bui ld ings  l eased  or  owned  by  a  schoo l
d is tr ic t ,  and shal l  a l so  apply  to  t emporary  and
emergency buildings and facilities.

In addition, to incorporate standards at least as
restr ic t ive  as those required by the federal
government for barrier-free design under:  (1) Title
III  (Public  Accommodat ions  and Commercia l
Fac i l i t i e s ) ,  Subpar t  D (New Construct ion  and
Alternat ion)  and Appendix  A (Americans  with
Disabilities Act Accessibility Guidelines) (see 28
C.F.R., Part 36) and (2) Title II (Public Entities),
Section 35.151 (New Construction and Alterations)
(see 28 C.F.R., Part 35) both from the Americans
with Disabilities Act of 1990, and (3) Under the Fair
Hous ing  Amendments  of 1988. Some  o f  these
regulations may be more stringent than state law in
order to meet the federal requirement.

The following applications apply:

1. App l i ca t i on-Pub l i c ly  funded  bu i ld ings ,
structures, sidewalks, curbs and related facilities
shall  be accessible to persons with disabilities as
f o l l o w s :

NOTE: See Government Code commencing 
with Section 4450.

1.1 All  buildings,  structures,  sidewalks,  
curbs and related facilities constructed by 
the user of state, county or municipal funds, 
or the funds of any political subdivision of 
the state.

1 . 2 All buildings, structures and facilities, 
occupied  50  percent  or  more ,  which  are  
leased, rented, contracted, sublet or hired 
for periods in excess of  two years by any 
munic ipa l  c ounty ,  o r  s t a t e  divis ion of 
government, or by a special  district.  The 
determination as to whether the building, 
structure or facility is occupied 50 percent 
or more shall be based on the usable floor 
area as defined in this code.

1 . 3 A l l  p u b l i c l y  f u n d e d  l i v i n g
a c c o m m o d a t i o n s .

1 . 4 All publicly funded buildings used for 
congregate residences or for one- or two-
family dwelling unit purposes shall conform 
to the provis ions  appl icable  to l iving 
a c c o m m o d a t i o n s .

1 . 5 All existing publicly funded buildings 
and facilities when alterations, structural 
repairs  or addit ions are made to such 
bui ld ings  or fac i l i t i es .  For detai led 
requirements  on exist ing bui ld ings ,  see  
Chapter 11B, Division IV.
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2.  Appl i ca t ion-Al l  pr ivate ly  funded  publ i c
accommodat ions ,  as def ined,  and commercial
facilities, as defined, shall be accessible to persons
with physical disabilities as follows:

NOTE: See Health and Safety Code commencing 
with Section 19952.

EXCEPTION: Certain types of privately funded 
multistory buildings do not require installation 
of an elevator to provide access above and below 
the first floor. See Title 24, Part 2.

N O T E : Exceptions for multi-storied buildings 
f o rmer ly  l o ca t ed  in  th i s  section have been 
moved to Title 24, Part 2.

2 . 1 Any bui lding,  structure,  fac i l i ty ,  
complex ,  or  improved  area ,  o r  por t ions  
thereof, which are used by the general public.

2 . 2 Any sanitary facilities which are made 
available for the public, clients or employees 
in such accommodations or facilities.

2 . 3 Any curb  or  s idewalk intended for 
public use that is constructed in this state 
with private funds.

2.4 All  exist ing privately funded public  
accommodations when al terat ions ,  
structural repairs or additions are made to 
such public  accommodations as set  forth 
under Part 2, Title 24.

3. Enforcing Agency.

3 . 1 The director of General Services where 
s ta te  funds  are  ut i l i zed  for  any  pro j ec t  
where funds of counties, municipalities or 
other political subdivisions are utilized for 
the construction of elementary, secondary or 
community college projects.

3 . 2 The governing bodies where funds of  
counties, municipalities or other political 
subdivisions are utilized except as otherwise 
provided above.

3 . 3 The building department of every city, 
county,  or city and county  within the 
territorial area of its city, county, or city and 
county, where private funds are utilized, 
"bui lding department" means the 
department, bureau or officer charged with 
the enforcement  of laws or ordinances  
regulating the erection or construction, or 
both the erect ion and construct ion,  of 
b u i l d i n g s .

4. Special  Condit ions for Persons with
Disabilities Requiring Appeals Action Ratification.
Whenever reference is made in these regulations to
this section, the findings and determinations required
to be rendered by the local enforcing agency shall be

subject to ratification through an appeal process.

Authority Cited-Gov. Code §4450.

Reference-Gov. Code §4450 through 4458 
and H&SC §19952 through 19959.

108.1.1.11 [for DSA-SS] Division of the State
Architect-Structural Safety

Application-Public elementary and secondary
schools, community college buildings and state-owned
or state-leased essential services buildings.

Enforcing Agency-DSA-SS.

Authority Cited-Education Code §17310 and
81142, and H&SC §16022.

Re ference -Educat ion  Code  §17280  through
17317, and 81130 through 81147, and H&SC §16000
through 16023.

The Division of  the State Architect  has been
delegated the responsibility and authority by the
Depar tment  o f  Genera l  Serv ices  to  r ev i ew and
approve the design and observe the construction of
public school buildings, and state-owned or state-
leased essential services buildings.

The applicable building standards are as follows:

1. Administrative Regulations.

1 . 1 Schoo l  Bu i ld ings ;  Sec t i ons  4-301 
through 4-355,  Group 1 ,  Chapter  4 ,  
Part  1 ,  T i t l e  24 ,  Cal i fornia  Code  o f  
R e g u l a t i o n s .

1 . 2 State-owned or State-leased Essential 
Services Buildings; Section 4-201 through 
4-249,  Chapter 4 ,  Par t  1 ,  T i t l e  24 ,  
California Code of Regulations.

2. Technical Regulations.

Various model codes adopted by reference into 
the California Building Standards Code, Title 24, 
Parts 2, 3, 4, 5, 6, 7 and 12 California Code of 
Regulations,  for school buildings,  and state-
owned or state- leased essential  service  
b u i l d i n g s .

The Division of the State Architect, in the 
performance of its duties, coordinates with other 
state offices as follows:

2 . 1 California Building Standards Commission

2 . 2 Office of Statewide Health Planning and 
D e v e l o p m e n t

2 . 3 Office of the State Fire Marshal

2 . 4 Real Estate Services Division

2 . 5 Office of Public School Construction

108.1.1.12 [for OSHPD] Office of Statewide Health
Planning and Development.

108.1.1.12.1 [for OSHPD 1]
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Application-General acute-care hospitals and
acute psychiatric hospitals. For Structural 

Regulat ions :  Sk i l l ed  Nurs ing  Fac i l i t i e s  and/or
Intermediate Care Facil it ies except those Skil led
Nursing Facilities and Intermediate Care Facilities of
s ingle-story,  Type  V,  wood or  l ight  s tee l - f rame
c o n s t r u c t i o n .

Enforcing Agency-OSHPD. The Office shall also
enforce the Division of the State Architect access
compliance regulations and the regulations of the
Office of the State Fire Marshal for the above stated
facility types.

Authority Cited-H&SC §127010, 127015, 1275,
and 129850.

Reference-H&SC §127010, 127015, 1275 and
129675 through 129990, H&SC §19958, and H&SC
§ 1 2 9 6 8 0 .

108.1.1.12.2 [for OSHPD 2]

Appl icat ion-Ski l l ed  Nurs ing Fac i l i t i es  and
Intermediate  Care Fac i l i t i es .  For Structural
Regulations: Single-story, Type V skilled nursing
and/or intermediate-care facilities utilizing wood or
light steel-frame construction.

Enforcing Agency-OSHPD. The Office shall also
enforce the Division of the State Architect access
compliance regulations and the regulations of the
Office of the State Fire Marshal for the above stated
facility type.

Authority Cited-H&SC §127010, 127015, 1275
and 129850.

Reference-H&SC §127010, 127015, 1275 and
129675 through 129990, H&SC §19958, and H&SC
§ 1 2 9 6 8 0 .

108.1.1.12.3 [for OSHPD 3]

Application- Licensed Clinics.

Enforcing Agency-Local Building Department.

A u t h o r i t y  C i t e d - H & S C  § 1 2 7 0 1 0 ,  1 2 7 0 1 5  
and 1226.

Reference-H&SC §127010, 127015 and 1226,
GC §54350, H&SC §129885, and State Constitution,
Article 11, §7.

108.1.1.12.4 [for OSHPD 4]

Application-Correctional Treatment Centers.

Enforcing Agency-Office of Statewide Health
Planning and Development. The Office shall also
enforce the Division of the State Architect access
compliance regulations and the regulations of the
Office of the State Fire Marshal for the above-stated
facility types.

Author i ty  C i t ed -H&SC §§127010 ,  127015
and 1226.

Reference-H&SC §§127010, 127015, 1275 and
129675 through 129990.

108.1.1.13 [for SFM] SFM- Office of the State Fire
Marshal.

Application-Any building or structure used or
intended for use as an asylum, jail, mental hospital,
hospital, sanitarium, home for the aged, children's
nursery,  chi ldren's  home,  school  or  any s imilar
occupancy of any capacity.

Any theater, dance hall, skating rink, auditorium,
assembly hall, meeting hall, nightclub, fair building,
or s imilar place of  assemblage where 50 or more
persons may gather together in a building, room or
structure for the purpose of amusement,
entertainment, instruction, deliberation, worship,
drinking or  dining,  await ing transportat ion,  or
e d u c a t i o n .

Authority Cited-H&SC § 13143.

Application-Small Family Day-care Homes.

Authority Cited-H&SC §1597.45, 1597.54, 13143 
and 17921.

Application-Large Family Day-care Homes.

Authority Cited-H&SC §1597.46, 1597.54, and 
1 7 9 2 1 .

A p p l i c a t i o n - R e s i d e n t i a l  F a c i l i t i e s  and 
Residential Facilities for the Elderly.

Authority Cited-H&SC §13113, 13131.5 and 13133.

Application-Any state institution or other state-
owned or state-occupied building.

Authority Cited-H&SC §13108.

Application-High-rise Structures.

Authority Cited-H&SC §13211.

Motion Picture Production Studios Authority
Cited- H&SC §13143.1.

Application-Organized Camps.

Authority Cited-H&SC §18897.3.

Application-All hotels, motels, lodging houses, 
apartment houses and dwell ings,  including 
congregate  residences and buildings and 
structures accessory thereto.

Multiple-story structures existing on January 1,
1975, let for human habitation, including and limited
to, hotels, motels, apartment houses, less than 75 feet
(22 860 mm) above the lowest f loor level  having
building access, wherein rooms used for sleeping are
let above the ground floor.

Authority Cited-H&SC §13143.2 and 17921.

Application-Certified family-care homes, out-of-
home placement facilities, halfway houses, drug and/or
alcohol rehabilitation facilities and any building or
structure  used or  intended for  use  as  a  home or
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institution for the housing of any person of any age when
such person is referred to or placed within such home or
institution for protective social care and supervision
services by any governmental agency.

Authority Cited-H&SC §13143.6.

Appl icat ion-Tents ,  awnings  or  other  fabr ic
enclosures used in connection with any occupancy.

Authority Cited-H&SC §13116.

Fire alarm devices, equipment and systems in
connection with any occupancy.

Authority Cited-H&SC §13114.

Hazardous materials.

Authority Cited-H&SC §13143.9.

Flammable and combustible liquids.

Authority Cited-H&SC §13143.6.

Enforc ing  Agency-The  r e spons ib i l i ty  for
enforcement of building standards adopted by the
State Fire Marshal and published in the California
Building Standards Code relating to fire and panic
safety and other  regulat ions of  the  Off ice  o f  the
State Fire Marshal shall be as follows:

1.  The city,  county,  or city and county with
jurisdiction in the area affected by the standard or
regulat ion shal l  delegate  the  enforcement of  the
building standards relating to fire and panic safety
and other regulations of the State Fire Marshal as
they re late  to  Group R,  Divis ion 3 dwel l ings to
either of the following:

1 . 1 The chief of the fire authority of the city, 
county,  or city and county,  or an 
authorized representative.

1 . 2 The chief building official of the city, 
county,  or city and county,  or an 
authorized representative.

2.  The chie f  of any c i ty  or county f ire
department or of any fire-protection district, and
authorized representatives, shall enforce within the
jur i sd i c t i on  th e  bu i ld ing  s t andards  and  o the r
regulations of the State Fire Marshal, except those
described in Items 1 and 4.

3. The State Fire Marshal shall have authority
to en force  the  bui ld ing  s tandards  and other
r egu la t i ons  o f  the  S ta t e  F i r e  Marsha l  in  a r eas
outside of corporate cities and districts providing
fire-protection services.

4. The State Fire Marshal shall have authority
to en force  the  bui ld ing s tandards  and other
regulations of the state f ire marshal in corporate
c i t i e s  a n d  d i s t r i c t s  p r o v i d i n g  f i r e - p r o t e c t i o n
services on request of the chief fire official or the
governing body.

5. Any fee charged pursuant to the enforcement

authori ty  of th i s  s ec t i on  shal l  not exceed the
estimated reasonable cost of providing the service for
which the fee is charged pursuant to §66014 of the
Government Code.

108.1.1.14 [ for SHB/DSA] State Historical
Building Code Advisory Board-DSA.

Application-Qualified historical buildings and
structures and their associated sites.

Enforcing Agency-State or local agency specified
by the applicable provisions of law.

Authority Cited-H&SC §18959.5.

Reference-H&SC §18950 through 18961.

108.1.1.15 [for SL] State Librarian.

Application-Public l ibrary construction and
renovation using funds from the CA Library
Construction and Renovation Bond Act of 1988.

Enforcing Agency-State librarian.

Authority Cited-Education Code §19960.

Reference-Education Code §19950 through 19981.

108.2  Deput ies .  In accordance with the
prescribed procedures and with the approval of
the appointing authority, the Administrative
Authori ty  may appoint  such number of
technica l  of f icers  and inspectors  and other
employees as shall be authorized from time to
time.  The Administrat ive  Authori ty  may
deputize such inspectors or employees as may
be necessary to carry out the functions of the
code enforcement agency.

108.3  Right of Entry. When it is necessary to
make an inspection to enforce the provisions of
this code, or when the Administrative Authority
has reasonable cause to believe that there exists
in a building or upon a premises a condition
which is contrary to or in violation of this code
which makes the building or premises unsafe,
dangerous or hazardous, the Administrative
Authority may enter the building or premises at
reasonable times to inspect or to perform the
duties imposed by this code, provided that if
such bui lding or  premises  be  occupied that
credentials be presented to the occupant and
entry requested. If such building or premises be
unoccupied, the Administrative Authority shall
first make a reasonable effort to locate the owner
or other person having charge or control of the
building or premises and request entry. If entry
is refused, the Administrative Authority shall
have recourse to the remedies provided by law
to secure entry.

[For SFM] The fire chief of any city, county or
fire-protection district, or such person's authorized
representative, may enter any state institution or any
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other state-owned or state-occupied building for the
purpose of preparing a fire-suppression preplanning
program or for the purpose of investigating any fire
in a state-occupied building.

The state f ire marshal,  his or her deputies or
salaried assistants, the chief or any city or county fire
department or fire protection district and his or her
authorized representatives may enter any building or
premises  not  used for  dwel l ing purposes  at  any
reasonable hour for the purpose of enforcing this
chapter. The owner, lessee, manager or operator of any
such building or premises shall permit the state fire
marshal, his or her deputies or salaried assistants and
the chief of any city or county fire department or fire-
protection district and his or her authorized
representatives to enter and inspect them at the time
and for the purpose stated in this section.

108.3.1 [For HCD 1 & HCD 2] Right of Entry For
Enforcement.

108.3.1.1 [For HCD 1] Authority to Enter and
Inspect Premises. Health and Safety Code Sections
17050(i) and 17970 are repeated here for clarity and
reads as follows:

Section 17050(i). The enforcement agency may:

(1) Enter public or private properties to 
determine whether there exists any employee 
housing to which this part applies.

(2)  Enter  and inspect  a l l  employee  housing 
wheresoever situated,  and inspect  all 
accommodations, equipment, or paraphernalia 
connected therewith.

(3) Enter and inspect the land adjacent to the 
employee  housing to  determine  whether  the  
sanitary and other requirements of this part, the 
building standards published in the California 
Building Standards Code relating to employee 
housing, and the other rules and regulations 
adopted pursuant to this part have been or are 
being complied with.

Section 17970. Any officer, employee, or agent 
of an enforcement agency may enter and inspect 
any building or premises whenever necessary to 
secure compliance with, or prevent a violation 
o f ,  any  prov is ion  o f  th i s  par t ,  the  bui ld ing  
standards published in the State Building 
Standards Code, and other rules and regulations 
promulgated pursuant to the provisions of this 
par t  which  the  en forcement  agency  has  the  
power to enforce.

108.3.1.2 [For HCD 2] Authority to Enter and
Inspect Premises. The applicable subsections of
Health and Safety Code Section 18400 are repeated
here for clarity and reads as follows:

Section 18400. (a) The department shall enforce 
this part and the rules and regulations adopted 
pursuant to  this  part ,  except  as  provided in 
Section 18300.

(b) The of f icers or agents of  the enforcement 
agency may do either of the following:

(1) Enter public or private property to determine 
whether there exists any park to which this part 
applies.

(2) Enter and inspect all parks, wherever 
situated, and inspect all accommodations, 
equipment, or paraphernalia used in connection 
therewith, including the right to examine any 
registers of occupants maintained therein in 
order to secure the enforcement of this part and 
the regulations adopted pursuant to this part.

108.3.1.3 [For HCD 1] Limitations on Authority to
E n t e r . Notwithstanding other sections of law, Health
and Safety Code Section 17972 is repeated here for clarity
and reads as follows:

Section 17972. No person authorized by this 
ar t ic l e  t o  e n t e r  b u i l d i n g s  s h a l l  e n t e r  a n y  
dwelling between the hours of 6 o’clock p.m. of 
any day and 8 o’clock a.m. of  the succeeding 
day, without the consent of the owner or of the 
occupants  of  the dwel l ing ,  nor enter  any 
dwel l ing  in  th e  absence  of the occupants  
without a proper written order executed and 
issued by a court having jurisdiction to issue 
the order.

108.4  Stop Orders. When any work is being done
contrary to the provisions of this code, the
Administrative Authority may order the work
stopped by notice in writing served on any persons
engaged in the doing or causing such work to be
done, and such persons shall forthwith stop work
until authorized by the Administrative Authority to
proceed with the work.

108.5  Authority to Disconnect Uti l i t ies in
E m e r g e n c i e s . The Administrative Authority or the
Administrative Authority’s authorized
representative shall have the authority to disconnect
fuel gas utility service, or energy supplies to a
building, structure, premises or equipment regulated
by this code in case of emergency where necessary to
eliminate an immediate hazard to life or property.
The Administrative Authority shall, whenever
possible, notify the serving utility, the owner and
occupant of the building, structure or premises of the
decision to disconnect prior to taking such action,
and shall notify such serving utility, owner and
occupant of the building, structure or premises in
writing of such disconnection immediately
thereafter.
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108.6  Authority to Condemn Equipment. W h e n
the Administrative Authority ascertains that any
equipment, or portion thereof, regulated by this code
has become hazardous to life, health or property, the
Administrative Authority shall order in writing that
the equipment either be removed or restored to a safe
or sanitary condition, as appropriate. The written
notice shall contain a fixed time limit for compliance
with such order. Persons shall not use or maintain
defective equipment after receiving a notice.

When equipment or an installation is to be
disconnected, written notice of the disconnection and
causes therefor shall be given within twenty-four (24)
hours to the serving utility, the owner and occupant
of the building, structure or premises. When any
equipment is maintained in violation of this code,
and in violation of a notice issued pursuant to the
provisions of this section, the Administrative
Authority shall institute an appropriate action to
prevent, restrain, correct or abate the violation.

108.6.1 [For HCD 1] Authority of  Condemn.
Administrative actions, enforcement proceedings,
nuisance abatements, violation notifications, and penalties
shall comply with the requirements of State Housing Law,
contained in Health and Safety Code Section 17910
through 17995.5 and California Code of Regulations, Title
25, Division 1, Chapter 1 (commencing with Section 1).

108.7  Connection After Order to Disconnect.
Persons shall not make connections from an energy,
fuel or power supply nor supply energy or fuel to
any equipment regulated by this code which has
been disconnected or ordered to be disconnected by
the Administrative Authority or the use of which has
been ordered to be discontinued by the
Administrative Authority until the Administrative
Authority authorizes the reconnection and use of
such equipment.

108.8  Liability. The Administrative Authority
charged with the enforcement of this code acting in
good faith and without malice in the discharge of the
duties required by this code or other pertinent law or
ordinance shall not thereby be rendered personally
liable for damages that may accrue to persons or
property as a result of an act or by reason of an act or
omission in the discharge of such duties. A suit
brought against the Administrative Authority or
employee because of such act or omission performed
by the Administrative Authority or employee in the
enforcement of any provision of such codes or other
pertinent laws or ordinances implemented through
the enforcement of this code or enforced by the code
enforcement agency shall be defended by this
jurisdiction until final termination of such
proceedings, and any judgment resulting therefrom
shall be assumed by this jurisdiction.

This code shall not be construed to relieve from
or lessen the responsibility of any person owning,
operating or controlling any equipment regulated
herein for damages to persons or property caused by
defects, nor shall the code enforcement agency or its
parent jurisdiction be held as assuming any such
liability by reason of the inspections authorized by
this code or any permits or certificates issued under
this code.

108.9  Cooperation of Other Officials and
Officers. The Administrative Authority may request,
and shall receive, the assistance and cooperation of
other officials of this jurisdiction so far as is required
in the discharge of the duties required by this code
or other pertinent law or ordinance.

108.10 [For HCD 1] Authority of City and County
Building Departments.

108.10.1 [For HCD 1] General – State Housing
L a w . Health and Safety Code Sect ion 17960 is
repeated for clarity and reads as follows:

Section 17960. The building department of 
every city or county shall  enforce within its  
jurisdiction all the provisions published in the 
state Building Standards Code, the provisions of 
this part, and the other rules and regulations 
promulgated pursuant to the provisions of this 
part pertaining to the erection, construction, 
reconstruction, movement, enlargement,  
conversion, alteration, repair,  removal,  
demolition, or arrangement of apartment 
houses, hotels, or dwellings.

NOTE: [For HCD 1] See Section 108.1.1.8 of this code.

108.10.2 [For HCD 2] General – Mobile Home
Park Act.  Refer to the Mobile  home Parks Act,
California Health and Safety Code, Division 13, Par 2.1
(commencing with Section 18200) and California Code
of  Regulat ions ,  Tit le  25,  Divis ion 1 ,  Chapter  2
(commencing with Section 1000) for mobile home park
administrative and enforcement authority, permits,
plans, fees, violations, inspections, and penalties.

NOTE: [For HCD 2] See Section 108.1.1.9 of the code.

108.10.3 [For HCD 1] General – Employee
Housing Act. Refer to the Employee Housing Act,
California Health and Safety Code, Division 13, Part 1
(commencing with Section 17000) and California Code
of Regulations, Title 25, Division 1, Chapter
1(commencing with Section 600) for employee housing
administrative and enforcement authority, permits,
fees, violations, inspections, and penalties.

NOTE: [For HCD 1] See Section 108.1.1.8 of this code.

108.10.4 [For HCD 1] General – Factory-Built
Housing. Refer to the Factory-Built Housing Law,
California Health and Safety Code, Division 13, Part 6
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(commencing with Section 19960) and the California
Code of Regulations, Title 25, Division 1, Chapter 3
(commencing with Section 3000) for factory-built housing
administrative and enforcement authority, permits, fees,
violations, inspections and penalties.

NOTE: [For HCD 1] See Section 108.1.1.8 of this code.

109.0  Unsafe Equipment

1 0 9 . 1 Equipment regulated by this code, which is
unsafe or which constitutes a fire or health hazard or
is otherwise dangerous to human life is, for the
purpose of this section, unsafe. Use of equipment
regulated by this code constituting a hazard to
safety, health or public welfare by reason of
inadequate maintenance, dilapidation, obsolescence,
fire hazard, disaster, damage or abandonment is, for
the purpose of this section, an unsafe use. Unsafe
equipment is hereby declared to be a public nuisance
and shall  be abated by repair,  rehabilitation,
demolition or removal in accordance with
procedures as may be adopted by this jurisdiction.
As an alternative, the Administrative Authority or
other employee or official of this jurisdiction, as
designated by the governing body, may institute
other appropriate action to prevent, restrain, correct
or abate the violation.

109.2 [For SFM] Fire Hazard. No person, including
but not limited to the state and its political subdivisions,
operating any occupancy subject to these regulations
shall permit any fire hazard, as defined in this section,
to exist on premises under their control, or fail to take
immediate action to abate a fire hazard when requested
to do so by the enforcing agency.

NOTE: "Fire hazard" as used in these regulations means
any condition, arrangement or act which will increase, or
may cause an increase of, the hazard or menace of fire to
a greater degree than customarily recognized as normal
by persons in the public service of preventing,
suppressing or extinguishing f ire;  or which may
obstruct, delay or hinder, or may become the cause of
obstruction, delay or hindrance to the p r e v e n t i o n ,
suppression or extinguishment of fire.

110.0  Board of Appeals

110.1  General. In order to hear and decide appeals
of orders, decisions or determinations made by the
Administrative Authority relative to the application
and interpretations of this code, there shall be and is
hereby created a Board of Appeals consisting of
members who are qualified by experience and
training to pass upon matters pertaining to
mechanical design, construction and maintenance
and the public health aspects of mechanical systems
and who are not employees of the jurisdiction. The

Administrative Authority shall be an ex-officio
member and shall act as secretary to said board but
shall have no vote upon any matter before the board.
The Board of Appeals shall be appointed by the
governing body and shall hold office at its pleasure.
The board shall  adopt rules of procedure for
conducting its business and shall render all decisions
and findings in writing to the appellant with a
duplicate copy to the Administrative Authority.

110.2  Limitations of Authority. The Board of
Appeals shall have no authority relative to
interpretation of the administrative provisions of this
code nor shall the board be empowered to waive
requirements of this code.

111.0  Violations

It shall be unlawful for a person, firm or corporation
to erect, construct, enlarge, alter, repair, move,
improve, remove, convert or demolish, equip, use or
maintain mechanical systems or equipment or cause
or permit the same to be done in violation of this code.

Part III – Permits and Inspections

112.0  Permits

112.1  Permits Required. Except as permitted in
Section 112.2, no mechanical system regulated by
this code shall be installed, altered, repaired,
replaced or remodeled unless a separate mechanical
permit for each separate building or structure has
first been obtained from the Administrative
Authority.

112.2  Exempt Work. A mechanical permit shall not
be required for the following:

112.2.1  A portable heating appliance, portable
ventilating equipment, portable cooling unit or
portable evaporative cooler.

112.2.2  A closed system of steam, hot or chilled
water piping within heating or cooling
equipment regulated by this code.

112.2.3  Replacement of any component part or
assembly of an appliance which does not alter its
original approval and complies with other
applicable requirements of this code.

112.2.4  Refrigerating equipment which is part
of the equipment for which a permit has been
issued pursuant to the requirements of this code.

112.2.5  A unit refrigerating system.

112.2.6 [For SFM] State-owned buildings under the
jurisdiction of the state fire marshal.

Exemption from the permit requirements of this 
code shall not be deemed to grant authorization
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for work to be done in violation of the provisions of
this code or other laws or ordinances of this
jurisdiction.

113.0  Application for Permit

113.1  Application. To obtain a permit, the applicant
shall first file an application therefor in writing on a
form furnished by the code enforcement agency for
that purpose. Every such application shall:

113.1.1  Identify and describe the work to be
covered by the permit for which application is
made.

113.1.2  Describe the land on which the
proposed work is to be done by legal
description, street address or similar description
that will readily identify and definitely locate the
proposed building or work.

113.1.3  Indicate the use or occupancy for which
the proposed work is intended.

113.1.4  Be accompanied by plans, diagrams,
computations and specifications and other data
as required in Section 113.2.

113.1.5  Be signed by the applicant or an
authorized agent of the applicant.

113.1.6  Give such other data and information
as may be required by the Administrative
Authority.

113.2  Plans and Specifications. Plans, engineering
calculations, diagrams and other data shall be
submitted in one or more sets with each application
for a permit. When such plans are not prepared by
an architect or engineer, the Administrative
Authority may require any applicant submitting
such plans or other data to demonstrate that state
law does not require that the plans be prepared by
an architect or engineer. The Administrative
Authority may require plans, computations and
specifications to be prepared and designed by an
engineer or architect licensed by the state to practice
as such even if not required by state law.

Exception: The Administrative Authority may
waive the submission of plans, calculations or
other data if it is found that the nature of the work
applied for is such that reviewing of plans is not
necessary to obtain compliance with this code.

113.2.1 SFM Stamp of Approval Required. [For
SFM] When plans and specifications are reviewed and
approved by the state fire marshal, such plans and
specifications shall bear the stamp of approval of the
state fire marshal and shall be available at the site of
construction for review by the enforcing agency.

113.2.2 Public Schools. [For SFM] Plans and
specifications for the construction, alteration or addition
to any building owned, leased or rented by any public

school district shall be submitted to the Division of the
State Architect, Structural Safety Section for review
and approval.

EXCEPTION: [For SFM] Upon the annual submission
of a written request by the chief of any city, county, or
city and county fire department or fire-protection
district to the state fire marshal, approvals required by
this subsection shall be obtained from the appropriate
chief or his or her authorized representative. In such
instances plans and specifications may be submitted to
the state fire marshal for relay to the appropriate local
authority or may be submitted directly to such local
a u t h o r i t y .

113.2.3 Movable Walls and Partitions. [For SFM]
Plans or diagrams shall be submitted to the enforcing
agency for approval before the installation of ,  or
rearrangement of, any movable wall or partition in any
occupancy. Approval shall be granted only if there is no
increase in the fire hazard.

113.2.4 New Construction High-rise Buildings.
[For SFM]

1. Complete plans or specifications, or both, shall be
prepared covering all work required to comply with new
construction high-rise buildings. Such plans and
specifications shall be submitted to the enforcing agency
having jurisdiction.

2. All plans and specifications shall be prepared under
the responsible charge of an architect or a civil or
structural engineer authorized by law to develop
construction plans and specifications, or by both such
architect and engineer. Plans and specifications shall be
prepared by an engineer duly qualified in that branch of
engineering necessary to perform such services .
Administration of the work of construction shall be
under that charge of  the responsible architect  or
engineer except that where plans and specifications
involve alterations or repairs, such work of construction
may be administered by an engineer duly qualified to
perform such services and holding a valid certificate
under Chapter 7 (commencing with Section 65700) of
Division 3 of the Business and Professions Code for
performance of services in that branch of engineering in
which said plans, specifications and estimates and work
of construction are applicable.

This section shall be construed as preventing the
design of fire extinguishing systems by persons holding
a C-16 license issued pursuant to Division 3, Chapter 9,
Business and Professions Code. In such instances,
however, the responsibility charge of this section shall
p r e v a i l .

113.2.5 Existing High-rise Buildings. [For SFM]

1. Complete plans or specifications, or both, shall be
prepared covering all work required by Part 2, Title 24,
California Code of Regulations, or existing high-rise
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bui ldings .  Such plans  or  speci f icat ions  shal l  be
submitted to the enforcing agency having jurisdiction.

2. When new construction is required to conform with
the provisions of these regulations, complete plans or
specifications, or both, shall be prepared in accordance
with the provisions of this subsection. As used in this
section "new construction" is not intended to include
repairs, replacements or minor alterations which do
not  d i s rupt  o r  apprec iab ly  add  to  o r  a f f e c t  the
structural aspects of the building.

113.3  Information on Plans and Specifications.
Plans and specifications shall be drawn to scale upon
substantial paper or cloth and shall be of sufficient
clarity to indicate the location, nature and extent of
the work proposed and show in detail that it will
conform to the provisions of this code and relevant
laws, ordinances, rules and regulations.

Plans for buildings more than two stories in
height of other than Group R, Division 3 and Group U
Occupancies shall indicate how required structural
and fire-resistive integrity will be maintained where
a penetration will be made for electrical, mechanical,
plumbing and communication conduits, pipes and
similar systems.

The installer shall submit plans showing the
proposed installation, indicating the location of the
heater and such accessories as may be required to
ensure the proper and safe performance of its
function.

114.0  Permit Issuance

114.1  Issuance. 

1 1 4 . 1 . 1 The application, plans, specifications,
computations and other data filed by an applicant
for permit shall be reviewed by the Administrative
Authority. Such plans may be reviewed by other
departments of this jurisdiction to verify compliance
with applicable laws under their jurisdiction. If the
Administrative Authority finds that the work
described in an application for a permit and the
plans, specifications and other data filed therewith
conform to the requirements of this code and other
pertinent laws and ordinances and that the fees
specified in Section 115.0 have been paid, the
Administrative Authority shall issue a permit
therefor to the applicant.

When issuing a permit where plans are required,
the Administrative Authority shall endorse in
writing or stamp the plans and specifications
“APPROVED.”  Such approved plans and
specifications shall not be changed, modified or
altered without authorization from the
Administrative Authority, and all work regulated by
this code shall be done in accordance with the

approved plans.

The Administrative Authority may issue a
permit for the construction of a part of a mechanical
system before the entire plans and specifications for
the whole system have been submitted or approved,
provided adequate information and detailed
statements have been filed complying with all
pertinent requirements of this code.

The holder of a partial permit may proceed without
assurance that the permit for the entire building,
structure or mechanical system will be granted.

1 1 4 . 1 . 2 The appl icat ion ,  p lans ,  spec i f i cat ions ,
computations and other data filed by an applicant for
permit shall be reviewed by the building official. Such
plans may [for SFM] shall  be reviewed by other
departments of this jurisdiction [for SFM] i n
accordance with state law, Health and Safety Code
Section 13146, in occupancies regulated by the state
f i re  marshal  in  order  to  ver i fy  compl iance  with
appl icab le  laws  under  the ir  jur isd ic t ion .  I f  the
building official finds that the work described in an
application for a permit and the plans, specifications
and other  data  f i l ed  there  -with  conform to  the
requirements of the code and other pertinent laws and
ordinances and that the fees specified in Section 304
have been paid, the building official shall  issue a
permit therefor to the applicant.

114.2  Retention of Plans.

1 1 4 . 2 . 1 One set of approved plans, specifications
and computations shall be retained by the
Administrative Authority until final approval of the
work is covered therein. One set of approved plans
and specifications shall be returned to the applicant,
and said set shall be kept on the site of the building
or work at all times during which the work
authorized thereby is in progress.

114.2.1.1 [For HCD 1]  Retention of Plans.  Refer to
Building Standards Law, Health and Safety Code Sections
19850 and 19851, for permanent retention of plans.

114.2.2 One set of approved plans, specifications and
computations shall [for SFM] may be retained by the
building off icial  until  f inal approval of  the work
covered therein.   One set  o f  approved plans and
specifications shall be returned to the applicant, and
said set shall be kept on the site of the building or work
at all times during which the work authorized thereby
is in progress.

114.3  Validity of Permit. The issuance of a permit
or approval of plans, specifications and
computations shall  not  be construed to be a
permit for, or an approval of, any violation of any
of the provisions of this code or of other
ordinance of the jurisdiction. Permits presuming
to give authority to violate or cancel the
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provisions of this code or of other ordinances of
the jurisdiction shall not be valid.

The issuance of a permit based upon plans,
specifications, computations and other data shall
not prevent the Administrative Authority from
thereafter requiring the correction of errors in said
plans,  specifications,  and other data or from
preventing building operations being carried on
thereunder when in violation of this code or of
other ordinances of this jurisdiction.

114.4  Expiration. Every permit issued by the
Administrative Authority under the provisions of
this code shall expire by limitation and become
null and void if the work authorized by such
permit is not commenced within 180 days from
the date of such permit, or if the work authorized
by such permit is suspended or abandoned at any
time after the work is commenced for a period of
180 days. Before such work can be recommenced,
a new permit shall be first obtained, and the fee
therefor shall be one-half the amount required for
a new permit for such work, provided no changes
have been made or will be made in the original
plans  and speci f icat ions  for  such work and
provided further that such suspension or
abandonment has not exceeded one year.  No
permit shall be extended more than once. In order
to renew action on a permit after expiration, the
permittee shall pay a new full permit fee.

A permittee holding an unexpired permit
may apply for an extension of the time within
which work may be  commenced under  that
permit when the permittee is unable to commence
work within the time required by this section for
good and satisfactory reasons.  The
Administrative Authority may extend the time
for  act ion by the permittee  for  a  period not
exceeding 180 days upon written request by the
permittee showing that circumstances beyond the
control of the permittee have prevented action
from being taken.

114.5  Suspension or Revocation. T h e
Administrative Authority may, in writing, suspend
or revoke a permit issued under the provisions of
this code whenever the permit is issued in error or
on the basis of incorrect information supplied or in
violation of other ordinance or regulation of the
j u r i s d i c t i o n .

114.6 [For HCD 1] Permit Issuance. Health and
Safety Code Section 17960.1 is repeated here for clarity
and reads as follows:

Section 17960.1

(a) The governing body of a local agency may 
authorize its enforcement agency to contract 

with or employ a private entity or persons on 
a t e m p o r a r y  bas i s  to  p e r f o rm the  p lan-  
checking  f u n c t i o n .

(b) A local agency need not enter into a contract 
or employ persons if it determines that no 
entities or persons are available or qualified to 
perform the plan-checking services.

(c) Entities or persons employed by a local 
agency may, pursuant to agreement with the 
local agency, perform all functions necessary to 
check the plans and speci f ications to comply 
with other requirements imposed pursuant to 
this part or by local ordinances adopted 
pursuant to this part,  except those functions 
reserved by this part or local ordinance to the 
legislative body.  A local  agency may charge 
the applicant fees in an amount necessary to 
defray costs directly attributable to employing 
or contracting with entities or persons 
performing services pursuant to this section 
which the applicant requested.

(d) When there is an excessive delay in 
checking plans and specifications submitted as 
a part of an application for a residential 
building permit, the local agency shall,  upon 
request of the applicant, contract with or 
employ a private entity or persons on a 
temporary basis to perform the plan-checking 
function subject to subdivisions (b) and (c).

(e) For purposes of this section:

(1)“Enforcement agency” means the 
building department or building division 
of a local agency.

(2)“Excessive delay” means the 
enforcement agency of a local agency has 
taken either of the following:

( A ) More than 30 days after submittal 
of a complete application to complete the 
structural building safety plan check of the 
applicant’s set of plans and specifications, 
which are suitable for checking. 
For a discretionary building permit, the 
time period specified in this paragraph 
shall commence after certification of the 
environmental impact report, adoption of a 
negative declaration, or a determination by 
the local agency that the project is exempt 
from Divis ion 13 (commencing with 
Section 21000) of the Public Resources Code.

( B ) Including the days actually taken 
in (A), more than 45 days to complete the 
checking of the resubmitted corrected 
plans and specifications suitable for 
checking after the enforcement agency 
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had returned the plans and 
specifications to the applicant for 
c o r r e c t i o n .

(3) “Local agency” means a city, county, or a 
city and county.

(4) “Residential building” means a one-to-four 
family detached structure not exceeding three 
stories in height.

N O T E : For plan checking of  related “Employee
Housing,” as defined in HSC 17008, refer also to HSC
17021(b) [Effective January 1, 2001].

115.0  Fees

115.1  General. Fees shall be assessed in accordance
with the provisions of this section and as set forth in
the fee schedule Table 1-1. The fees are to be
determined and adopted by this jurisdiction.

115.1.1 [For HCD 1] Fees. The applicable subsections
of Health and Safety Code Section 17951 is repeated here
for clarity and reads as follows:

Section 17951

(a) the governing body of any county or city, 
including a charter city, may prescribe fees for 
permits, certificates, or other forms or 
documents required or authorized by this part 
or rules and regulations promulgated pursuant 
thereto.

(b) The governing body of any county or city, 
including a charter city, or fire protection 
district, may prescribe fees to defray the costs of 
enforcement required by this part to be carried 
out by local enforcement agencies.

(c) The amount of the fees prescribed pursuant 
to subdivisions (a) and (b) of this section shall 
not exceed the amount reasonably required to 
administer or process these permits, certificates, 
or other forms or documents, or to defray the 
costs of enforcement required by this part to be 
carried out by local enforcement agencies, and 
shall not be levied for general revenue purposes.  
The fees shall be imposed pursuant to Section 
66016 of the Government Code.

115.2  Permit Fees. The fee for each permit shall be
as set forth in Table 1-1.

115.3  Plan Review Fees. When plans or other data
are required to be submitted by Section 113.2, a plan
review fee shall be paid at the time of submitting
plans and specifications for review. The plan review
fees for mechanical work shall be determined and
adopted by this jurisdiction.

The plan review fees specified in this subsection
are separate fees from the permit fees specified in

Section 115.2 and are in addition to the permit fees.

When plans are incomplete or changed so as to
require additional plan review, an additional plan review
fee shall be charged at the rate shown in Table 1-1.

115.4  Expiration of Plan Review. Applications for
which no permit is issued within 180 days following
the date of application shall expire by limitation, and
plans and other data submitted for review may
thereafter be returned to the applicant or destroyed
by the Administrative Authority. The Administrative
Authority may extend the time for action by the
applicant for a period not exceeding 180 days upon
request by the applicant showing that circumstances
beyond the control of the applicant have prevented
action from being taken. No application shall be
extended more than once. In order to renew action
on an application after expiration, the applicant shall
resubmit plans and pay a new plan review fee.

115.5  Investigation Fees – Work without a Permit

115.5.1 Investigation. Whenever any work for
which a permit is required by this code has been
commenced without first obtaining said permit,
a special investigation shall be made before a
permit may be issued for such work.

115.5.2  Fee. An investigation fee, in addition to
the permit fee, shall be collected whether or not
a permit is then or subsequently issued. The
investigation fee shall be equal to the amount of
the permit fee that would be required by this
code if a permit were to be issued. The payment
of such investigation fee shall not exempt any
person from compliance with all other
provisions of this code nor from any penalty
prescribed by law.

115.6  Fee Refunds

The Administrative Authority may authorize the
refunding of any fee paid hereunder which was
erroneously paid or collected. 

1 1 5 . 6 . 1 The Administrative Authority may
authorize refunding of not more than a
percentage, as determined by this jurisdiction,
when no work has been done under a permit
issued in accordance with this code.

1 1 5 . 6 . 2 The Administrative Authority may
authorize refunding of not more than a
percentage, as determined by this jurisdiction,
when an application for a permit for which a plan
review fee has been paid is withdrawn or canceled
before any plan review effort has been expended.

115.6.3 The Administrative Authority shall not
authorize refunding of any fee paid except upon
written application filed by the original
permittee not later than 180 days after the date
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of fee payment. 

116.0  Inspections
116.1  General. Mechanical systems for which a
permit is required by this code shall be subject to
inspection by the Administrative Authority and such
mechanical systems shall remain accessible and
exposed for inspection purposes until approved by
the Administrative Authority.

It shall be the duty of the permit applicant to
cause the mechanical systems to remain accessible
and exposed for inspection purposes. Neither the
Administrative Authority nor the jurisdiction shall
be liable for expense entailed in the removal or
replacement of any material required to permit
inspection. When the installation of a mechanical
system is complete, an additional and final
inspection shall be made. Mechanical systems
regulated by this code shall not be connected to the
energy fuel supply lines until authorized by the
Administrative Authority.

Approval, as a result of an inspection, shall not
be construed to be an approval of a violation of the
provisions of this code or of other ordinances of the
jurisdiction.  Inspections presuming to give
authority to violate or cancel the provisions of this
code or of other ordinances of the jurisdiction shall
not be valid.

116.2  Operation of Mechanical Equipment. T h e
requirements of this section shall not be considered
to prohibit the operation of mechanical systems
installed to replace existing equipment or fixtures
serving an occupied portion of the building in the
event a request for inspection of such equipment or
fixture has been filed with the Administrative
Authority not more than forty-eight (48) hours after
such replacement work is completed, and before any
portion of such mechanical system is concealed by
any permanent portion of the building.

116.3  Testing of Equipment. R e f r i g e r a t i o n
equipment regulated by this code shall be tested and
approved as required by Section 1120.0 of this code.

Steam and hot water boilers and piping shall be
tested and approved as required by Sections 1023
and 1201.2.8, 1201.3.6 and 1207.0 of this code.

Where applicable (see Section 103.0), fuel gas
piping shall be tested and approved as required by
Section 1304.0 of Appendix B of this code.

116.4  Inspection Requests. It shall be the duty of
the person doing the work authorized by a permit to
notify the Administrative Authority that such work
is ready for inspection. The Administrative
Authority may require that every request for
inspection be filed at least one working day before
such inspection is desired. Such request may be in
writing or by telephone at the option of the

Administrative Authority.

It shall be the duty of the person requesting
inspections required by this code to provide access to
and means for inspection of such work.

116.5  Other Inspections. In addition to the called
inspections required by this code, the Administrative
Authority may make or require other inspections of
mechanical work [For SFM] including, but not
limited to, fire-protection and fire-detection systems
to ascertain compliance with the provisions of this
code and other laws which are enforced by the code
enforcement agency.

116.6  Reinspections. A reinspection fee may be
assessed for each inspection or reinspection when
such portion of work for which inspection is
requested is not complete or when required
corrections have not been made.

This provision is not to be interpreted as
requiring reinspection fees the first time a job is
rejected for failure to comply with the requirements
of this code, but as controlling the practice of calling
for inspections before the job is ready for inspection
or reinspection.

Reinspection fees may be assessed, when the
approved plans are not readily available to the
inspector, for failure to provide access on the date for
which inspection is requested or for deviating from
plans requiring the approval of the Administrative
Authority.

To obtain reinspection, the applicant shall file an
application therefor in writing upon a form
furnished for that purpose and pay the reinspection
fee in accordance with Table 1-1 or as set forth in the
fee schedule adopted by the jurisdiction.

In instances where reinspection fees have been
assessed, no additional inspection of the work will
be performed until the required fees have been paid.

117.0  Connection Approval

117.1  Energy Connections. No person shall make
connections from a source of energy or fuel to any
mechanical system or equipment regulated by this
code and for which a permit is required until
approved by the Administrative Authority.

117.2  Temporary Connections. T h e
Administrative Authority may authorize temporary
connection of the mechanical equipment to the
source of energy or fuel for the purpose of testing the
equipment, or for use under a temporary certificate
of occupancy.

118.0  Certificate of Occupancy [For SFM]

118.1 Use and Occupancy. No bui lding or
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structure shall be used or occupied, and no change in
the existing occupancy classification of a building or
structure or portion thereof shall be made, until the
bui ld ing o f f ic ia l  has issued a Cert i f i cate  of
Occupancy therefore as provided herein.

E x c e p t i o n : Group R,  Divis ion 3  and Group M
O c c u p a n c i e s .

Issuance of a Certificate of Occupancy shall not
be constructed as an approval of a violation of the
provisions of this code or of other ordinances of the
jur i sd i c t i on .  Cer t i f i c a t e s  p r e suming  to g ive
authority to violate or cancel the provisions of this
code or other ordinances of the jurisdiction shall
not be valid.

118.2 Change in Use. Changes in the character or
use of a building shall not be made except as specified
in Section 3405 of the Uniform Building Code.

118.3 Certificate Issued. After the building official
inspects the building or structure, in accordance
with Section 104.2 of the Uniform Building Code,
and finds no violations of the provisions of this code
or other laws which are enforced by the  code
enforcement agency, the building official shall issue a
Certificate of Occupancy which shall  contain the
f o l l o w i n g :

1 . The building permit number.

2 . The address of the building.

3 . The name and address of the owner.

4 . A description of that portion of the building 
for which the certificate is issued.

5 . A statement that the described portion of the 
building has been inspected for compliance 
w i t h  t h e  r e q u i r e m e n t s  o f  t h e  C a l i f o r n i a  
Building Standards Code for the group and 
division of occupancy and the use for which 
the proposed occupancy is classified.

6. The name of the building official.

118.4 Temporary Certificate. If the building official
finds that no substantial hazard will  result from
occupancy of any building or portion thereof before
the same is completed, a temporary Certificate of
Occupancy may be issued for the use of a portion or
port ions  o f  a  bui ld ing or  s tructure  pr ior  to  the
completion of the entire building or structure.

118.5 Posting. The Certificate of Occupancy shall be
posted in a conspicuous place on the premises and
shall not be removed except by the building official.

119.0  Format [For BSC, DHS, DSA-SS, OSHPD 1,
2, 3 & 4, SFM] 
This part fundamentally adopts the UMC by reference
on a  chapter-by-chapter  basis .  Such adoption is
reflected in the adoption table of each chapter of this

part. When the adoption table of a chapter of this part
makes no reference to a specific chapter of the UMC,
such chapter of the UMC is not adopted as a portion of
this code.

120.0 Validity [For BSC, DHS, DSA-SS, OSHPD 1,
2, 3 & 4 SFM] 

If any chapter section, subsection, sentence, clause or
phrase  o f  th i s  code  i s  f or  any  reason  he ld  to  be
unconstitutional, contrary to statute, exceeding the
authority of the state as stipulated by statutes, or
otherwise inoperative, such decision shall not affect the
validity of the remaining portion of this code.

121.0 Standard Reference Documents 

121.1 [For BSC, DHS, DSA-SS, OSHPD 1, 2, 3 & 4,
SFM] The codes, standards and publications adopted
and set forth in this code, including other codes,
standards and publications referred to therein are, by
title and date of publication, hereby adopted as standard
reference documents of this code.

121.2 [For SFM] When this code does not specifically
cover any subject relating to building design and
construction, recognized fire-protection engineering
practices shall be employed. The National Fire Codes
and the Fire Protection handbook of the National Fire
Protection Association may be used as authoritative
guides in determining recognized fire-prevention
engineering practices.

ADMINISTRATION 118.1 – 121.2
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Table 1-1

TABLE 1-1
Mechanical Permit Fees

Permit Issuance

1. For the issuance of each permit.........................................................................................................._____*

2. For issuing each supplemental permit for which the original permit has not expired or been 
canceled or finaled.............................................................................................................................._____*

Unit Fee Schedule

Note: the following do not include permit-issuing fees.

1. Furnaces

For the installation or relocation of each forced-air or gravity-type furnace or burner, including 
ducts and vents attached to such appliance, up to and including 100,000 Btu/h (29.3 kW)..............._____*

For the installation or relocation of each forced-air or gravity-type furnace or burner, 
including ducts and vents attached to such appliance over 100,000 Btu/h (29.3 kW)........................_____*

For the installation or relocation of each floor furnace, including vent................................................_____*

For the installation or relocation of each suspended heater, recessed wall heater or 
floor-mounted unit heater...................................................................................................................._____*

2. Appliance Vents

For the installation, relocation or replacement of each appliance vent installed and not included 
in an appliance permit ........................................................................................................................_____*

3. Repairs or Additions

For the repair of, alteration of, or addition to each heating appliance, refrigeration unit, 
cooling unit, absorption unit, or each heating, cooling, absorption, or evaporative cooling system, 
including installation of controls regulated by this code......................................................................_____*

4. Boilers, Compressors and Absorption Systems

For the installation or relocation of each boiler or compressor to and including three (3) horsepower, 
or each absorption system to and including 100,000 Btu/h (29.3 kW)................................................_____*

For the installation or relocation of each boiler or compressor over three (3) horsepower (2.24 kW) 
to and including 15 horsepower (11.19 kW), or each absorption system over 
100,000 Btu/h  (29.3 kW) and including 500,000 Btu/h (146.48 kW).................................................._____*

For the installation or relocation of each boiler or compressor over 15 horsepower (11.19 kW) 
to and including thirty (30) horsepower (22.37 kW), or each absorption system over 500,000 Btu/h 
(146.48 kW) to and including 1,000,000 Btu/h (29.3 kW) ..................................................................._____*

For the installation or relocation of each boiler or compressor over thirty (30) horsepower (22.37 kW) 
to and including fifty (50) horsepower (37.3 kW), or for each absorption system over 1,000,000 Btu/h  
(292.95 kW) to and including 1,750,000 Btu/h (512.66 kW) ..............................................................._____*

For the installation or relocation of each boiler or compressor over fifty (50) horsepower (37.3 kW), 
or each absorption system over 1,750,000 Btu/h (512.66 kW)..........................................................._____*

5. Air Handlers

For each air-handling unit to and including 10,000 cfm (4.72 m3/S), including ducts attached thereto......._____*

Note: This fee shall not apply to an air-handling unit which is a portion of a factory-a s s e m b l e d
appliance, cooling unit, evaporative cooler or absorption unit for which a permit is required elsewhere
in this code.

6. Evaporative Coolers

For each air-handling unit over 10,000 cfm (4.72 m3/S) ....................................................................._____*

For each evaporative cooler other than portable type........................................................................._____*



CHAPTER 2
DEFINITIONS

201.0  General

For the purpose of this code, certain abbre v i a t i o n s ,
terms, phrases, words and their derivatives shall be
c o n s t rued as specified in this chapter. Wo rds used in
the singular include the plural, and the plural the sin-
g u l a r. Wo rds used in the masculine gender include the
feminine, and the feminine the masculine.

202.0  Accepted Meanings

Except as defined in this chapter or elsewhere in this
code, the interpretation of words used in this code
shall be in accordance with the meanings defined in
the applicable building, electric, fire or plumbing
code and Webster’s Third New International Dictionary
of the English Language, Unabridged , copyright 1993.

203.0 –A–

ABSORPTION UNIT is an absorption refrigeration
system which has been factory-assembled and tested
prior to its installation.

ACCESSIBLE means having access to but which first
may require the removal of an access panel, door or
similar obstruction covering the item described.

ACCESSIBLE, READILY means capable of being
reached safely and quickly for operation, repair or
inspection without requiring those to whom ready
access is requisite to climb over or remove obstacles,
or to resort to the use of portable access equipment.

ADMINISTRATIVE AUTHORITY is the individual
official, board, department, or agency established and
authorized by a state, county, city, or other political
subdivision created by law to administer and enforce
the provisions of the mechanical code as adopted or
amended. This definition shall include the
Administrative Authority’s duly authorized repre-
sentative. [For HCD 1 & 2, DSA-SS] See enforc i n g
a g e n c y.

AIR, COMBUSTION. See COMBUSTION AIR.

AIR, CONDITIONED is air which has been treated
to achieve a desired level of temperature, humidity or
cleanliness.

AIR, EXHAUST is air being removed from any space
or piece of equipment and conveyed directly to the
atmosphere by means of openings or ducts. 

AIR-HANDLING UNIT is a blower or fan used for
the purpose of distributing supply air to a room,
space or area.

AIR, MAKEUP is air which is provided to replace air
being exhausted.

AIR-MOVING SYSTEM is a system designed to
provide heating, cooling or ventilation in which one
or more air-handling units are used to supply air to a
common space or are drawing air from a common
plenum or space.

AIR, OUTSIDE is air from outside the building
intentionally conveyed by openings or ducts to rooms
or to conditioning equipment.

AIR, RETURN is air from the conditioned area that is
returned to the conditioning equipment for recondi-
tioning.

AIR, SUPPLY is air being conveyed to a conditioned
area through ducts or plenums from a heat exchang-
er of a heating, cooling, absorption or evaporative
cooling system.

APPLIANCE is a device which utilizes fuel or other
forms of energy to produce light, heat, power, refrig-
eration or air conditioning. This definition also shall
include a vented decorative appliance.

APPROVED [Not adopted by HCD], as to materials,
equipment and method of construction, refers to
a p p roval by the Administrative Authority [ F o r
OSHPD 1, 2, 3 & 4, SFM] or enforcing agency, as the
result of investigation and tests by the Administrative
Authority [For OSHPD 1, 2, 3 & 4, SFM] or enforcing
agency, or by reason of accepted principles or tests by
national authorities, technical or scientific organiza-
tions.

APPROVED [For HCD 1 & HCD 2] Health and Safety
Code Section 17920 (a) is repeated here for clarity and
reads as follows:

Section 17920 (a). “Approved” means acceptable 
to the Department.

Exception: “ A p p roved” also means meeting the 
a p p roval of the enforcement agency, except as 
otherwise provided by statute, when used in 
connection with any system, material, type of 
construction, fixture, or appliance as the result 
of investigations and tests conducted by the 
a g e n c y, or by reason of accepted principles or 
tests by national authorities, technical, health, or 
scientific organizations or agencies.

Note: See health and Safety Code Section 19966 for 
“ a p p roved” as applied to Factory Built Housing as 
re f e renced in Section 108.1.1.7 of this code.

APPROVED AGENCY is an established and
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recognized agency regularly engaged in conducting tests
or furnishing inspection services, when such agency has
been approved by the Administrative Authority [For
OSHPD 1, 2, 3 & 4, SFM] or enforcing agency.

ASSEMBLY BUILDING [Not adopted by HCD] is a
building or a portion of a building used, [For SFM] o r
intended to be used for the gathering together of fifty
(50) or more persons for such purposes as delibera-
tion, education, instruction, worship, entertainment,
amusement, drinking, dining or awaiting transporta-
tion. [for SFM] or education; or structure or portion
t h e reof used or intended to be used for the showing of
motion pictures when an admission fee is charged and
when such building or structure is open to the public
and has a capacity of 10 or more persons.

E x c e p t i o n : [For HCD 1 & 2] Refer to the 
California Building Code, Title 24, Part 2 for use 
and occupancy classification.

AZEOTROPE is a refrigerant blend comprising mul-
tiple components of different volatiles that, when
used in refrigeration cycles, do not change volumetric
composition or saturation temperature as they evap-
orate or condense at constant pressure.

204.0 –B–

BOILER, HIGH PRESSURE is a boiler furnishing
steam at pressures in excess of fifteen (15) pounds per
square inch (103.4 kPa) or hot water at temperatures
in excess of 250°F (121°C) or at pressures in excess of
160 pounds per square inch (1102.4 kPa).

BOILER ROOM is any room containing a steam or
hot water boiler.

BREECHING is a metal connector for medium- and
high-heat appliances. 

BRINE is any liquid used for the transmission of heat
without a change in its state, having no flash point or
a flash point above 150°F (66°C), as determined by the
requirements of the Fire Code. (See U.F.C. Standard 2-
2 in Appendix A.)

B R I N E [For SFM] is a liquid used for the transmission
of heat without a change in its state, having no flash
point above 150 F (65.5  C ), as determined by the
re q u i rements of UMC Standard 2-3 or in accordance
with Section 5415 (f)Title 8, California Code of
R e g u l a t i o n s .

Btu/h is the listed maximum capacity of any appli-
ance, absorption unit or burner expressed in British
thermal units input per hour, unless otherwise noted. 

BUILDING [For HCD 1 & 2] Health and Safety
Code Section 17920 (b) is repeated her for clarity

and read as follows:

Section 17920(b). “Building means a structure 
subject to this part.”

BUILDING CODE [Not adopted by HCD 1 & 2] i s
the building code, which is adopted by this juris-
diction. [For DSASS, OSHPD 1, 2, 3 & 4, SFM] F o r
purpose of the California Mechanical Code, “Building
Code” shall be the most recent edition of the California
Building Code.

Exception: [For HCD 1 & 2] Whenever the term
“Building Code” is used in this code, it shall mean the
California Building Code, Title 24, Part 2.

BUILDING OFFICIAL [Not adopted by HCD]. S e e
A D M I N I S T R ATIVE A U T H O R I T Y. [For DSASS,
OSHPD 1, 2, 3 & 4] For the State of California,
“Building Official” shall be the “Enforcing Agency” as
specified in Section 108.

Exception: [For HCD 1 & 2] “Building Official” 
shall be the “Enforcing Agency” as specified in 
the appropriate subsections of Section 108.1.1 of 
this code

BUILDING OFFICIAL [For SFM] is the officer
c h a rged with the administration and enforcement of this
code, or a regularly authorized deputy. See “Enforc i n g
Agency” For the State of California, “Building Official”
shall be the “Enforcing Agency” as specified in Section
1 0 8 .

205.0 –C–
CAS NUMBER is the Chemical Abstract System
Registry Number.

C E N T R A L H E ATING PLANT or HEAT I N G
P L A N T is environmental heating equipment
installed in a manner to supply heat by means of
ducts or pipes to areas other than the room or space
in which the equipment is located.

CHIMNEY is a vertical shaft enclosing one or more
flues for conveying flue gases to the outside atmos-
phere.

Factory-Built Chimney is a listed chimney.

Masonry Chimney is a chimney of solid mason-
ry units, bricks, stones, listed masonry units or
reinforced concrete, lined with suitable flue lin-
ers.

Metal Chimney is a chimney constructed of
metal with a minimum thickness not less than
0.127 inch (3.23 mm) (No. 10 manufacturer’s
standard gage) steel sheet. 

CHIMNEY CLASSIFICATIONS: 

Chimney, Residential Appliance-Type is a
factory-built or masonry chimney suitable
for removing products of combustion from
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DEFINITIONS

FORCED AIR-TYPE CENTRAL FURNACE is a cen-
tral furnace equipped with a fan or blower which pro-
vides the primary means for circulation of air.

Horizontal-Type Central Furnace is a furnace
designed for low headroom installations with air
flow through the appliance in a horizontal path.

U p f l o w-Type Central Furnace is a furnace
designed with air flow essentially in a vertical path,
discharging air at or near the top of the furnace.

Downflow-Type Central Furnace is a furnace
designed with air flow essentially in a vertical
path, discharging air at or near the bottom of the
furnace.

Enclosed Furnace is a specific heating or heating
and ventilating furnace incorporating an integral
total enclosure and using only outside air for
combustion.

FRACTIONATION is a change in composition of a
blend by preferential evaporation of the more volatile
component or condensation of the less-volatile com-
ponent.

FUSIBLE PLUG is a device arranged to relieve pres-
sure by operation of a fusible member at a predeter-
mined temperature.

209.0                                –G–

GALVANIZED STEEL is any steel conforming to the
requirements of UMC Standard No. 2 -2.

GENERATOR is a device equipped with a means of
heating used in an absorption system to drive refrig-
erant out of solution.

GRAVITY HEATING SYSTEM is any heating sys-
tem consisting of a gravity-type warm air furnace,
together with all air ducts or pipes and accessory
apparatus installed in connection therewith.

GRAVITY-TYPE WARM AIR FURNACE is a warm
air furnace depending primarily on circulation of air
through the furnace by gravity. This definition also
shall include any furnace approved with a
booster-type fan which does not materially restrict
free circulation of air through the furnace when the
fan is not in operation.

2 1 0 . 0 – H –

HAZARDOUS LOCAT I O N is any area or space
w h e re combustible dust, ignitable fibers or flam-
mable, volatile liquids, gases, vapors or mixture s
a re or may be present in the air in quantities suff i-
cient to produce explosive or ignitable mixture s .

H E A LTH FA C I L I T I E S [OSHPD 1, 2 , 3 & 4] a re
those buildings specified within the statutory

authority of the Office of Statewide Health Planning
and Development.

HEAT (ENERGY) RECOVERY VENTILATOR is a
device intended to remove air from buildings, replace
it with outside air, and in the process transfer heat
from the warmer to the colder airstreams.

HEATING DEGREE DAY is a unit, based upon tem-
perature difference and time, used in estimating fuel
consumption and specifying nominal annual heating
load of a building. For any one day when the mean
temperature is less than 65°F (18°C), there exist as
many degree days as there are Fahrenheit degrees dif-
ference in temperature between mean temperature
for the day and 65°F (18°C).

HEATING EQUIPMENT includes all warm air fur-
naces, warm air heaters, combustion products vents,
heating air-distribution ducts and fans, all steam and
hot water piping, together with all control devices
and accessories installed as part of, or in connection
with, any environmental heating system or appliance
regulated by this code.

HEATING SYSTEM is a warm air heating plant con-
sisting of a heat exchanger enclosed in a casing, from
which the heated air is distributed through ducts to
various rooms and areas. A heating system includes
the outside air, return air and supply air system and
all accessory apparatus and equipment installed in
connection therewith.

HEAT PUMP is a refrigeration system that extracts
heat from one substance and transfers it to another
portion of the same substance or to a second sub-
stance at a higher temperature for a beneficial pur-
pose. 

HIGH SIDE are the parts of a refrigeration system
subjected to approximately condenser pressure. 

HOOD is an air intake device connected to a mechan-
ical exhaust system for collecting vapors, fumes,
smoke, dust, steam, heat or odors from, at or near the
equipment, place or area where generated, produced
or released.

211.0 –I–

IDLH (Immediately Dangerous to Life and Health) is
a concentration of airborne contaminants, normally
expressed in parts per million (ppm) or milligrams
per cubic meter (mg/m3), which represents the maxi-
mum level from which one could escape within thir-
ty (30) minutes without any escape-impairing symp-
toms or irreversible health effects. This level is estab-
lished by the National Institute of Occupational
Safety and Health (NIOSH).

I N D U S T R I A L H E ATING EQUIPMENT i n c l u d e s
appliances, devices or equipment used, or intended

208.0 – 211.0
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to be used, in an industrial, manufacturing or com-
mercial occupancy for applying heat to any material
being processed, but shall not include water heaters,
boilers, or portable equipment used by artisans in
pursuit of a trade.

INSANITARY LOCATION is an area, space or room
where the air is unfit or undesirable for circulation to
occupied parts of a building. 

212.0 –J–

JOINT, BRAZED is any joint obtained by joining of
metal parts with alloys which melt at temperatures
higher than 840°F (449°C), but lower than the melting
temperature of the parts being joined.

JOINT, SOLDERED is a joint made by the joining of
metal parts with metallic mixtures or alloys which
melt at a temperature up to and including 840˚F
(449˚C).

JOINT, COMPRESSION is any multi-piece joint with
cup-shaped threaded nuts which. when tightened. com-
p ress tapered sleeves so that they form a tight joint on
the periphery of the tubing they connect.

JOINT, FLANGED is one made by bolting together a
pair of flanged ends.

JOINT, FLARED is any metal-to-metal compression
joint in which a conical spread is made on the end of
a tube that is compressed by a flare nut against a mat-
ing flare.

JOINT, MECHANICAL is general form for gas-tight
joints obtained by the joining of metal parts through
a positive holding mechanical construction (such as
flanged joint, screwed joint, flared joint).

JOINT, WELDED is a gas-tight joint obtained by the
joining of metal parts in molten state.

213.0 –K–

No definitions.

214.0 –L–

LABELED [For HCD 1 & HCD 2] Health and Safety
Code Section 17920 (g) is repeated here for clarity and
reads as follows:

Section 17920 (g). “Labeled” means equipment 
or materials to which has been attached a label, 
symbol or other identifying mark of an 
o rganization, approved by the department, that 
maintains a periodic inspection program of 
p roduction of labeled products, installations, 
equipment, or  materials and by whose labeling 
t h e m a n u f a c t u rer indicates compliance with 
a p p ropriate standards or performance in a 
specified manner. 

LEL (Lower Explosive Limit). See LFL.

L F L (Lower Flammable Limit or Lower Limit of
Flammability) is the minimum concentration of a com-
bustible substance that is capable of propagating a
flame through homogeneous mixture of the com-
bustible and a gaseous oxidizer under the specified
condition of test. The LFL is sometimes re f e r red to as
L E L (Lower Explosive Limit). For the purposes of this
definition, LFLand LEL a re identical.

LINE CONTACT INSTALLATION is an installation
in which a furnace is installed so that building joists,
studs or framing are contacted by the furnace jacket
upon the lines formed by the intersection of the jack-
et sides with the top surface.

LIQUEFIED PETROLEUM GAS or LPG (LP Gas)
shall mean and include a material composed pre-
dominantly of any of the following hydrocarbons or
mixtures of them: propane, propylene, butanes (nor-
mal butane or isobutane) and butylenes. When refer-
ence is made to liquefied petroleum gas in this code,
it shall refer to liquefied petroleum gases in either the
liquid or gaseous state.

LISTED and LISTING refer to equipment and mate-
rials which are shown in a list published by an
approved testing agency, qualified and equipped for
experimental testing and maintaining an adequate
periodic inspection of current productions and which
listing states that the material or equipment complies
with accepted national standards which are
approved, or standards which have been evaluated
for conformity with approved standards.

LISTED and L I S T I N G [For SFM] a re terms re f e r r i n g
to equipment or materials included in a list published
by an approved testing laboratory, inspection agency
or other organization concerned with product evalua -
tion that maintains periodic inspection of current pro -
ductions of listed equipment or materials and which
listing states that the material or equipment complies
with approved nationally recognized codes, standards
or tests and has been tested or evaluated and found
suitable for use in a specific manner. These terms  shall
also mean equipment or materials accepted by the State
F i re Marshal as conforming to the provisions of these
regulations and which are included in a list  published
by the State Fire Marshal.

L I S T E D [For HCD 1 &  HCD 2] Health and Safety
Section 17920(h) is repeated here for clarity and re a d s
as follows:

Section 17920 (h) “Listed” means all products 
that appear in a list published by an approved 
testing or listing agency.

LISTING AGENCY [For HCD1 & HCD 2] Health and
Safety Code Section 17920(i) is repeated for clarity and
reads as follows:

211.0 – 215.0
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DEFINITIONS

reads as follows:

Section 17920(i). “ Listing agency” means an 
agency approved by the department that is in 
the business of listing and labeling products, 
materials, equipment, and installations tested by 
an approved testing agency, and that maintains 
a periodic inspection program on  current 
p roduction of listed products, equipment, and 
installations, and that , at least annually, makes 
available a published report of these listings.

LOW PRESSURE HOT WATER-HEATING B O I L E R
is a boiler furnishing hot water at pre s s u res not exceed-
ing 160 pounds per square inch (1102.4 kPa) and at
t e m p e r a t u res not exceeding 250°F (121°C).

LOW PRESSURE STEAM-HEATING BOILER is a
boiler furnishing steam at pressures not exceeding fif-
teen (15) pounds per square inch (103.4 kPa). 

LOW SIDE refers to the parts of a refrigeration system
subjected to approximate evaporator pre s s u re .

215.0 –M–

MACHINERY is the refrigeration equipment form-
ing a part of the refrigeration system, including, but
not limited to, the following: compressors, con-
densers, liquid receivers, evaporators and connecting
piping.

M A C H I N E RY ROOM [For SFM, DSA/SS] is a ro o m
in which a refrigeration system is permanently installed
and operated but not including evaporators located in a
cold storage room, refrigerator box, air-cooled space or
other enclosed space. Closets solely contained within,
and opening only into, a room shall not be considere d
machinery rooms, but shall be considered a part of the
machinery rooms in which they are contained or open
into. It is not the intent of this definition to cause the
space in which unit or self-contained systems of Group I
refrigerants are locate to be classified as machinery
ro o m s .

MANUFACTURER is the company or org a n i z a t i o n
which evidences its responsibility by affixing its name,
trademark or trade name to equipment or devices.

MANUFACTURER'S INSTALLATION INSTRUC-
TIONS are printed instructions included with equip-
ment or devices for the purpose of providing infor-
mation re g a rding safe and proper installation
whether or not as part of the conditions of listing.

216.0 –N–

NONCOMBUSTIBLE, as applied to building con-
struction material, means a material which in the
form in which it is used is either one of the following:

1. Material of which no part will ignite and
burn when subjected to fire. 

2. Material having a structural base of noncom-
bustible material as defined in 1 above, with a
surfacing material not over 1/8 inch (3.2 mm)
thick which has a flame-spread index not higher
than fifty (50).

NONCOMBUSTIBLE does not apply to surface
finish materials. Material required to be noncom-
bustible for reduced clearances to flues, heating
appliances or other sources of high temperature shall
refer to material conforming to 1. above. No material
shall be classed as noncombustible which is subject to
i n c rease in combustibility or flame-s p read index
beyond the limits herein established, through the
effects of age, moisture or other atmospheric condi-
tion.

NUISANCE [For HCD 1 & HCD 2] Health and Safety
Code Section 17920(k) is repeated for clarity and reads as
follows:

Section 17920(k) “Nuisance” means any 
nuisance defined pursuant to Part 3 
(commencing with Section 3479) of Division 4 of  
the Civil Code, or any other form of nuisance 
recognized at common law or in equity.

217.0 –O–

OCCUPANCY is the purpose for which a building or
part thereof is used or intended to be used. 

OCCUPANCY CLASSIFICATION. [FOR DSA/SS,
OSHPD 1, 2, 3 & 4, SFM] Shall be those as shown in the
California Building Code, for the purpose of this code,
certain occupancies are defined as follows:

Note: [For HCD 1 & HCD 2] The occupancy classi -
fication re q u i rements are adopted as amended by the State
F i re Marshal. See Section 103.1.4 of this code if there is a
c o n f l i c t .

Group A Occupancies

G roup A Occupancies include the use of a
building or stru c t u re, or a portion thereof, for
the gathering together of fifty (50) or more per-
sons for purposes such as civic, social or re l i-
gious functions, re c reation, education or
i n s t ruction, food or drink consumption, or
awaiting transportation. A room or space used
for assembly purposes by less than fifty (50)
persons and accessory to another occupancy
shall be included as a part of that major occupan-
cy. Assembly occupancies shall include the fol-
lowing:

Division 1. A building or portion of a
building having an assembly room with an
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occupant load of 1,000 or more and a legiti-
mate stage.

Division 2. A building or portion of a build-
ing having an assembly room with an occu-
pant load of less than 1,000 and a legitimate
stage.

Division 2.1. A building or portion of a
building having an assembly room with an
occupant load of 300 or more without a
legitimate stage, including such buildings
used for educational purposes and not
classed as a Group B or E Occupancy.

Division 3. A building or portion of a
building having an assembly room with an
occupant load of less than 300 without a
legitimate stage, including such buildings
used for educational purposes and not
classed as a Group B or E Occupancy.

Division 4. Stadiums, reviewing stands
and amusement park str u c t u res not
included within other Group A
Occupancies. Specific and general re q u i re-
ments for grandstands, bleachers and
reviewing stands are  in the Building
C o d e .

E x c e p t i o n : Amusement buildings, or
portions thereof, which are without
walls or a roof and constructed to pre-
vent the accumulation of smoke in
assembly areas.

Group B Occupancies

G roup B Occupancies shall include buildings,
s t ru c t u res, or portions thereof, for office, pro f e s-
sional or service-type transactions, which are not
classified as Group H Occupancies. Such occu-
pancies include occupancies for the storage of
re c o rds and accounts and eating and drinking
establishments with an occupant load of less
than fifty (50).

G roup C Occupancies: [For SFM]

1. Organized Camp is a site with program and
facilities for the primary purposes of providing an
outdoor group living experience with social, spir -
itual, educational or re c reational objectives for
five days or more during one or more seasons per
y e a r. (see Section 18897 of the Health and Safety
C o d e . )

Group E Occupancies

Division 1. Any building used for educa-
tional purposes through the 12th grade by
fifty (50) or more persons for more than
twelve (12) hours per week or four hours in
any one day.

Division 2. Any building used for educational
purposes through the 12th grade by less than
fifty (50) persons for more than twelve (12)
hours per week or four hours in any one day.

Division 3 . Any building or portion thereof
used for day-care purposes for more than six
persons.

Group F Occupancies

Group F Occupancies shall include the use of a
building or structure, or a portion thereof, for
assembling, disassembling, fabricating, finishing,
manufacturing, packaging, repair or processing
operations that are not classified as Group H
Occupancies.

Division 1. M o d e r a t e - h a z a rd factory and
industrial occupancies shall include factory
and industrial uses which are not classified
as Group F, Division 2 Occupancies.

Division 2. Low-hazard factory and indus-
trial occupancies shall include facilities pro-
ducing noncombustible or nonexplosive
materials which, during finishing, packing
or processing, do not involve a significant
fire hazard.

Group H Occupancies

Group H Occupancies shall include build-
ings or structures, or portions thereof, that
involve the manufacturing, processing, gen-
eration or storage of materials that constitute
a high fire, explosion or health hazard. For
definitions, identification and control of haz-
ardous materials and pesticides, and the dis-
play of nonflammable solid and nonflamma-
ble or noncombustible liquid hazard o u s
materials in Group B, F, M or S Occupancies,
see the Fire Code.

Division 1. Occupancies with a quantity of
material in the building in excess of those
listed in the Building Code, which present a
high explosion hazard.

Division 2. Occupancies where combustible
dust is manufactured, used or generated in
such a manner that concentrations and con-
ditions create a fire or explosion potential.

Occupancies with a quantity of material in
the building in excess of those listed in the
Building Code, which present a moderate
explosion hazard or a hazard from accelerat-
ed burning.

Division 3. Occupancies where flammable
solids, other than combustible dust, are man-
ufactured, used or generated.

Division 4. Repair garages not classified as

217.0
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218.0 –P–

PEL (PERMISSIBLE EXPOSURE LIMIT) is the maxi-
mum permitted eight-hour time-weighted average
concentration of an airborne contaminant. The maxi-
mum permitted time-weighted average exposures to
be utilized are those published in 29 CFR 1910.1000.

PEX. Cross-linked Polyethylene.

P I P I N G is the pipe or tube mains for interconnecting
the various parts of a system. Piping includes pipe,
tube, flanges, bolting, gaskets, valves, fittings, the
pressure-containing parts of other components such
as expansion joints, strainers and devices which serve
such purposes as mixing, separating, snubbing, dis-
tributing, metering or controlling flow, pipe-support-
ing fixtures and structural attachments.

PLENUM is an air compartment or chamber includ-
ing uninhabited crawl spaces, areas above a ceiling or
below a floor, including air spaces below raised floors
of computer/data processing centers, or attic spaces,
to which one or more ducts are connected and which
forms part of either the supply air, return air or
exhaust air system, other than the occupied space
being conditioned. 

PLUMBING CODE [Not adopted by HCD] is the
Uniform Plumbing Code promulgated by the
International Association of Plumbing and
Mechanical Officials as adopted by this jurisdiction.

Exception: [For HCD 1 &  HCD 2] Whenever the
term “Plumbing Code” is used in this code, it shall mean
the California Plumbing Code, Title 24, Part 6.

PORTABLE COOLING UNIT is a self-contained
refrigerating system, not over three horsepower rat-
ing, which has been factory-assembled and tested,
installed without supply air ducts and without con-
necting any refrigerant-containing parts. This defini-
tion shall not include an absorption unit.

PORTABLE EVAPORATIVE COOLER is an evapo-
rative cooler which discharges the conditioned air
directly into the conditioned area without the use of
ducts and can be readily transported from place to
place without dismantling any portion thereof.

PORTABLE HEATING APPLIANCE is a heating
appliance designed for environmental heating which
may have a self-contained fuel supply and is not
secured or attached to a building by any means other
than by a factory-installed power supply cord.

PORTABLE VENTILATING EQUIPMENT is v e n t i-
lating equipment that can be readily transported fro m
place to place without dismantling a portion there o f
and which is not connected to a duct.

POSITIVE DISPLACEMENT COMPRESSOR is a
compressor in which increase in pressure is attained

by changing the internal volume of the compression
chamber.

POWER BOILER PLANT. One or more power steam
boilers or power hot water boilers and connecting
piping and vessels within the same premises. 

PRESSURE, DESIGN is the maximum working pres-
sure for which a specific part of a refrigeration system
is designed.

PRESSURE, FIELD TEST is a test performed in the
field to prove system tightness.

PRESSURE-IMPOSING ELEMENT is a device or
portion of the equipment used for the purpose of
increasing the pressure of the refrigerant vapor.

P R E S S U R E-LIMITING DEVICE is a pre s s u re-
responsive mechanism designed to automatically
stop the operation of the pressure-imposing element
at a predetermined pressure.

PRESSURE-RELIEF DEVICE is a pressure-actuated
valve or rupture member or fusible plug designed to
automatically relieve excessive pressure.

PRESSURE VESSEL—REFRIGERANT is a refriger-
ant-containing receptacle which is a portion of a
refrigeration system, but shall not include evapora-
tors, headers or piping of certain limited size and
capacity.

PRESSURE TEST is the minimum gage pressure to
which a specific system component is subjected
under test condition.

219.0 –Q–

No definitions.

220.0 –R–

RADIANT HEATER is a heater designed to transfer
heat primarily by direct radiation.

RECEIVER, LIQUID a vessel permanently connect-
ed to a refrigeration system by inlet and outlet pipes
for storage of liquid.

REFRIGERANT SAFETY CLASSIFICATIONS. The
safety classification is made up of a letter (A or B),
which indicates the toxicity class, followed by a num-
ber (1, 2, or 3), which indicates the flammability class.
Refrigerant blends are similarly classified, based on
the compositions at their worst cases of fractionation,
as separately determined for toxicity and flammabili-
ty. In some cases, the worst case of fractionation is the
original formulation.

TOXICITY: Classes A and B signify refrigerants
with “lower toxicity” and “higher toxicity”,
respectively, based on prescribed measures of
chronic (long-term, repeated exposures) toxicity.

217.0 – 220.0
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FLAMMABILITY: Class 1 indicates refrigerants
that do not show flame propagation in air when
tested by prescribed methods at specified condi-
tions. Classes 2 and 3 signify refrigerants with
“lower flammability” and “higher flammability”,
respectively. The distinction depends on both the
lower flammability limit (LFL) and heat of com-
bustion.

REFRIGERATION MACHINERY ROOM is a space
that is designed to safely house compressors and
pressure vessels.

REFRIGERATION SYSTEM, ABSORPTION is a
heat-operated closed-refrigeration cycle in which a
secondary fluid, the absorbent, absorbs a primary
fluid, the refrigerant that has been vaporized in the
evaporator.

REFRIGERATION SYSTEM, MECHANICAL is a
combination of interconnected refrigerant containing
parts constituting one closed refrigerant circuit in
which a refrigerant is circulated for the purpose of
extracting heat and in which a compressor is used for
compressing the refrigerant vapor.

REFRIGERATION SYSTEM, SELF-CONTAINED is
a complete factory-assembled and tested system that
is shipped in one or more sections and has no refrig-
erant-containing parts that are joined in the field by
other than companion or block valves.

REFRIGERATION ROOM or SPACE is a room or
space in which an evaporator or brine coil is located
for the purpose of reducing or controlling the tem-
perature within the room or space to below 68°F
(20°C).

RESIDENTIAL BUILDING is a building or portion
thereof designed or used for human habitation.

RISER HEAT PIPE is a duct which extends at an
angle of more than forty-five (45) degrees (0.79 rad)
from the horizontal. This definition shall not include
any boot connection.

ROOM HEAT E R is a freestanding, nonre c e s s e d ,
e n v i ronmental heating appliance installed in the
space being heated and not connected to ducts. 

ROOM LARGE IN COMPARISON WITH SIZE OF
EQUIPMENT is a room having a volume of at least
twelve (12) times the total volume of a furnace or
air-conditioning appliance and at least sixteen (16)
times the total volume of a boiler. Total volume of the
appliance is determined from exterior dimensions
and includes fan compartments and burner
vestibules when used. When the actual ceiling height
of a room is greater than eight (8) feet (2438 mm), the
volume of the room is figured on the basis of a ceiling
height of eight (8) feet (2438 mm).

RUPTURE MEMBER is a pressure-relief device that

operates by the rupture of a diaphragm within the
device on a rise to a predetermined pressure.

221.0 –S–

SEAM, WELDED. See JOINT, WELDED.

S E L F-C O N TA I N E D means having all essential
working parts, except energy and control connec-
tions, so contained in a case or framework that they
do not depend on appliances or fastenings outside of
the machine. 

SHAFT is an interior space enclosed by walls or con-
struction extending through one or more stories or
basements which connects openings in successive
floors or floors and roof, to accommodate elevators,
dumbwaiters, mechanical equipment or similar
devices to transmit light or ventilation air.

SHAFT ENCLOSURE is the walls or construction
forming the boundaries of a shaft.

SMOKE DETECTOR is an approved device that
senses visible or invisible particles of combustion.

STATE BUILDING CODE [For OSHPD 1, 2, 3 & 4]
is the most recent edition of the California Building Code. 

STRENGTH, ULTIMATE is the highest stress level
which the component can tolerate without rupture.

222.0 –T–

TESTING AGENCY [For HCD 1 & HCD 2] Health and
Safety Code Section 17920(m) is repeated for clarity and
reads as follows:

Section 17920(m) “ Testing agency” means an
agency approved by the department as qualified and
equipped for testing of products, materials, equipment,
and installations in accordance with nationally re c o g n i z e d
s t a n d a r d s .

223.0 –U–

UMC [For HCD 1 & 2, SFM, DSA/SS, OSHPD 1, 2,
3 & 4] is the most recent edition of the Uniform
Mechanical Code published by the International
Association of Plumbing and Mechanical Officials.

UMC STA N D A R D S [For HCD 1 & 2, SFM,
DSA/SS, OSHPD 1, 2, 3 & 4] a re the Uniform
Mechanical Code Standards included in Appendix A o f
the most recent edition of the Uniform Mechanical Code
published by the International Association of Plumbing
and Mechanical Officials.

UNCONFINED SPACE is a room or space having a
volume equal to at least fifty (50) cubic feet (1.42 m3)
per 1000 Btu/h (0.293 kW) of the aggregate input rat-
ing of all fuel-burning appliances installed in that

220.0 – 223.0
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401.0  General

This chapter contains requirements for evaporative
cooling systems and makeup air requirements for
direct-gas fired heaters, industrial air heaters and
miscellaneous heaters. Ventilation air supply
requirements for specific occupancies are found in the
Building Code. [For OSHPD 1, 2, 3 & 4] See part III.
[For SFM] Air filters shall comply with all requirements
of State Standard 12-71-1.

Part I – Ventilation Air

402.0  Makeup Air

Makeup air requirements for direct gas-fired heaters,
industrial air heaters and miscellaneous heaters are
found in Chapters 5 and 9.

Part II – Evaporative Cooling Systems

403.0  General. Evaporative cooling systems shall
comply with this chapter.

Except for Section 906.0, evaporative cooling
systems shall be provided with outside air as
specified for cooling systems in this code.

Air ducts and fire dampers which are a portion
of an evaporative cooling system shall comply with
this code.

E x c e p t i o n : [For OSHPD 1, 2, 3 & 4] D i r e c t
evaporative cooling systems where the air directly
contacts the wetted surface or spray shall be limited
in  hea l th  fac i l i t i e s  to  nonpat i ent  areas  such  as
laundry rooms, food preparation areas and boiler or
machinery rooms.  Similar with high heating-
producing equipment wi l l  b e  cons idered  when
specifically approved by the enforcing agency. The
evaporative pads, if used, shall be a synthetic type.
Filters shall be required in accordance with Tables 4-
B and 4-C except utility type rooms i.e.:  boiler or
machinery rooms.

404.0  Location. Evaporative cooling systems shall
be installed so as to minimize the probability of
damage from an external source.

405.0  Access, Inspection and Repair. Evaporative
coolers shall be accessible for inspection, service and
replacement without removing permanent
construction.

406.0  Installation. An evaporative cooler supported
by the building structure shall be installed on a
substantial level base and shall be secured directly or
indirectly to the building structure by suitable means
to prevent displacement of the cooler.

Modifications made to the supporting
framework of buildings as a result of the installation
shall be in accordance with the requirements of the
Building Code. Openings in exterior walls shall be
flashed in an approved manner in accordance with
the requirements of the Building Code.

An evaporative cooler supported directly by the
ground shall be isolated from the ground by a level
concrete slab extending not less than three (3) inches
(76 mm) above the adjoining ground level.

An evaporative cooler supported on an
above-ground platform shall be elevated at least six
(6)  inches (152 mm) above adjoining ground level.

Part III – Ventilation for Health Care Facilities
[For OSHPD 1, 2, 3 & 4]

Section 407.0 - Ventilation System Details
[For OSHPD 1, 2, 3 & 4]

407.1 General.

407.1.1 All supply-air and exhaust-air systems shall
be mechanically operated and such systems for areas
listed in Table 4-A shall be operated continuously.
Natura l  vent i l a t ion  through  windows  or  o ther
openings  such  as  louvers  wi l l  be  cons idered  as
supplemental to the required mechanical ventilation
s y s t e m s .

E x c e p t i o n s : 1. Natural ventilation shall not be
used  in  negat ive -pressure  i so la t i on  rooms  and
positive-pressure isolation rooms.

2. The number of air changes may be reduced to 25
percent of the indicated value in Table 4-A, when the
room is unoccupied, if provisions are made to ensure
the fo l lowing:  (1) the number of air changes
indicated is  reestabl ished whenever  the  space  is
occupied and (2) the pressure relationship with the
surrounding rooms i s  mainta ined  when the  a i r
changes  are reduced.  In areas requir ing no
cont inuous  d irec t iona l  contro l  as  ident i f i ed  in
accordance with Table 4-A, ventilation systems may
be shut down when the  space  is  unoccupied and
ventilation is not otherwise required. Ventilation
shall not be reduced in rooms specifically used for
airborne infection control, such as waiting rooms,
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t r i age  rooms ,  corr idors ,  r ecept ion  areas ,  a r eas
adjacent to waiting areas, negative pressure isolation
rooms ,  negat ive  pressure  exam room,  negat ive
pressure x-ray treatment rooms, and positive pressure
isolation rooms. All operating and delivery rooms
shall maintain a minimum of six air changes per hour
when not in use.

4 0 7 . 1 . 2 Fans serving exhaust  systems shal l  be
located  at  the  d ischarge  end o f  the  system.  The
vent i l a t i on  ra t e s  shown in  Tab l e  4 -A  shall  be
considered as minimum acceptable rates and shall not
be construed as precluding the use of higher
ventilation rates if they are required to meet design
c o n d i t i o n s .

407.1.3 Services/Systems and Utilities. S e e
Section 313.2.

407.2 Outdoor Air Intakes and Exhaust
O u t l e t s .

407.2.1 Outdoor Air Intakes. Outdoor air intakes
shall be located at least 25 feet (7.62 m) from exhaust
outlets of ventilating systems, combustion equipment
stacks, medical-surgical vacuum systems, cooling
towers and areas that may collect vehicular exhaust
or other noxious fumes. The bottom of outdoor air
intakes shall be located as high as practicable, but not
less than 10 feet (3048 mm), above ground level. If
installed through the roof, they shall be located 18
inches (457 mm)  above roof level or 3 feet (914 mm)
above a flat roof where heavy snowfall is anticipated.

E x c e p t i o n s : 1. These dimensions may be reduced
if it is demonstrated by the submission of details and
calculations that location of intakes with respect to
exhausts and their orientation, or the use of special
filters, provides equal performance.

2. The requirements regarding the bottom of outdoor
air intakes and installation through the roof do not
apply to skilled nursing facilities, intermediate-care
fac i l i t i e s  or  nonsens i t ive  areas  in  correc t iona l
treatment centers.

407.2.2 Exhaust Outlets. Exhaust outlets shall be
located  a  minimum of  10  f ee t  (3048 mm) above
adjoining grade and 10 feet (3048 mm) from doors,
occupied areas and operable windows.

E x c e p t i o n : Negative-pressure isolation rooms
shall comply with Section 414.1.

407.3 Air Balance.

4 0 7 . 3 . 1 The ventilation systems shall be designed
and balanced to  provide  the  general  a ir  balance
relationship to adjacent areas shown in Table 4-A.
The venti lat ion systems shall  be balanced in
accordance  with  the  la tes t  ed i t ion  o f  s tandards
published by the Associated Air Balance Council
(AABC) or the National Environmental Balancing

Bureau (NEBB).

4 0 7 . 3 . 2 Where the variation in static pressure drop
across f i lters is  a significant portion of  the total
pressure  drop,  s tat ic  pressure  or pressure
differential controls or constant volume devices may
be required to ensure the maintenance of air balance
relationships shown in Table 4-A regardless of filter
l o a d i n g .

E x c e p t i o n : This  sect ion does  not  pertain to
skilled nursing facilities, intermediate-care facilities
and nonsensitive areas in correctional treatment
centers, except for negative-pressure isolation rooms
and positive-pressure isolation rooms.

407.4 Air Circulation.

406.4.1 Air shall be introduced at the cleanest areas
and removed at the dirtiest areas in order to reduce
changes of airborne cross infection as follows:

407.4.1.1 Air supplied to operating rooms, cardiac
catherization labs, cystoscopy rooms, delivery rooms
and nurseries, shall be delivered at or near the ceiling
of the area served, and all air removed from the area
sha l l  b e  r emoved  near  f l oor  l eve l .  At  l eas t  two
exhaust or recirculation air inlets shall be used in all
operating and delivery rooms and shall be located not
less than 3 inches (76 mm) nor more than 8 inches
(203 mm) above the finished floor.

E x c e p t i o n : For negative-pressure isolation rooms
and positive-pressure isolation rooms, see Sections
414.0 and 415.0.

4 0 7 . 4 . 1 . 2 Room supply air outlets  and room
recirculation and exhaust  air  inlets  instal led in
nonsensitive areas shall be located not less than 3
inches (76 mm) above the floor.

E x c e p t i o n : For negative-pressure isolation rooms
and positive-pressure isolation rooms, see Sections
414.0 and 415.0.

407.4.1.3 Corridors shall not be used to supply air to
or exhaust air from any room except to ventilate small
rooms [30 square feet (2.79 m 2) or less] which are
mechanically exhausted, such as bathrooms, toilet
rooms and janitors'  c losets  opening direct ly  on
c o r r i d o r s .

407.4.1.4 No space above a ceiling may be utilized as an
outside-air, supply-air, exhaust-air or return-air plenum.

E x c e p t i o n : Designs specifically approved by the
enforcing agency.

407.5 Variable Air Volume.

407.5.1 Variable Air Volume Systems (VAV).
Variable air volume systems subjecting the patient to
a fluctuating air movement are not acceptable for
negative-pressure isolation rooms, positive-pressure
isolation rooms or those critically sensitive areas
listed in Table 315. For nonsensitive areas, variable
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air volume systems meeting the following criteria can
be considered:

4 0 7 . 5 . 1 . 1 The VAV system shall comply with code
requirements through the full range of operation from
minimum to maximum.

4 0 7 . 5 . 1 . 2 The central return fan shall be interlocked
with and track the central supply fan.

4 0 7 . 5 . 1 . 3 Variable air volume for return air shall be
accomplished by utilizing an automatic modulating
damper in the return-air duct for each room. The
damper will modulate from full open to minimum
position in conjunction with the VAV terminal box.

4 0 7 . 5 . 1 . 4 The minimum ventilation rate shall not
drop below a total of four air changes per hour with a
minimum of two air changes of outdoor air per hour.

Section 408.0 - Filters [For OSHPD 1, 2, 3 & 4]

408.1 General. Filter efficiencies shall be certified by
the manufacturer and shall be based on ASHRAE
Standard 52.1-1992, Gravimetric and Dust-spot
Procedures for Testing Air-Cleaning Devices used in
General Ventilation for Removing Particulate Matter,
when specifically set forth in these standards.

4 0 8 . 1 . 1 A filter gauge shall be installed across each
filter bank serving central air systems. The gauge
shall be red lined or a filter alarm light installed to
s igna l  when the  recommended  maximum stat i c
pressure drop has been reached.

4 0 8 . 1 . 2 Central air-handling systems are defined as
any unit requiring duct work on the supply or inlet
side that serve more than one room.

4 0 8 . 1 . 3 Filter banks shall be visually inspected for
torn media and bypass in filter frames by means of a
flashlight or equivalent, both with fans in operation
and stopped.  Tears in media and bypass in f i lter
frames shall be eliminated in accordance with the
manufacturer's directions and the requirements of the
enforcing agency prior to commencing operation of
the system.

4 0 8 . 1 . 4 Centra l  a i r -handl ing systems sha l l  be
maintained in a reasonably clean condition during
construction and shall be cleaned as necessary prior
to  rep lacement  o f  t emporary  f i l t er  used  dur ing
construction to ensure that clean air will be delivered
to the occupied spaces.

408.1.5 Filter bank No. 1 shall be located upstream
of the air-conditioning equipment. Filter bank No. 2
and filter bank No. 3 shall be located downstream of
the supply fan and all  cooling and humidfication
equipment with efficiencies as indicated in Table 4-B
and Table 4-C.

E x c e p t i o n : Dry steam-type humidifiers for local
room humidity control may be installed downstream

of filter bank No. 2 where designs are specifically
approved by the enforcing agency.

4 0 8 . 1 . 6 Filter bank No. 2 and filter bank No. 3 media
shall be rigid or supported (noncollapsing type) and
shal l  operate  on the  pr inciples  o f  impingement ,
straining and diffusion.

408.2 Filters for Hospitals [For OSHPD 1]

408.2.1 All air-ventilation systems shall comply with
code requirements of this section ad shall have filter
bank efficiencies as listed in Table 4-B.

4 0 8 . 2 . 2 Noncentra l  r ec i rcu la t ing  a i r  sys t ems
providing cooling to high heat producing equipment
located in nonsensitive areas shall have a filter with
an average efficiency of 30 percent.

4 0 8 . 2 . 3 Noncentral air systems serving any areas
not listed in Table 4-B shall be provided with filter
arrangements and efficiency specifically approved by
the enforcing agency.

4 0 8 . 2 . 3 . 1 Subject to the approval of the authority
having jurisdiction, noncentral recirculating air-
handling systems, i.e., through the wall units, may be
utilized for single patient rooms of one or more beds.
Fi ltrat ion for  these  units  shal l  have a  minimum
arrestance value of 68 percent, based on ASHRAE
Standard 52.1,  1996. The air  ventilation system
providing the minimum air changes of outdoor air
shall comply with Table 4-B.

408.3 Filters for Skilled Nursing Facilities,
Intermediate Care Facilities and Correctional
Treatment Centers. [For OSHPD 2 & 4]

4 0 8 . 3 . 1 The air ventilation systems shall comply
with code requirements of this section for skilled
nursing facilities, intermediate care facilities and
correctional treatment centers and shall have filter
bank efficiencies as listed in Table 4-C.

4 0 8 . 3 . 2 Noncentral air systems serving single patient
rooms of one or more beds shall comply with Table 4-C.

4 0 8 . 3 . 2 . 1 Noncentral recirculating air-handling
systems, i.e. through the wall units, may be utilized
for each  pat i ent  room with one or more beds.
Fi ltrat ion for  these  units  shal l  have a  minimum
arrestance value of 68 percent, based on ASHRAE
Standard 52.1 1996.  The air  venti lat ion system
providing the minimum air changes of outdoor air
shall comply with Table 4-C.

4 0 8 . 3 . 3 Negative-pressure isolation rooms, positive-
pressure isolation rooms and sensitive areas in
correctional treatment centers shall comply with Section
408.2.

408.4 Filters for Outpatient Facilities.[For OSHPD 3]

4 0 8 . 4 . 1 The air ventilation systems shall comply with
code requirements  of  this  sect ion for  outpatient
facilities and shall have filter bank efficiencies as
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listed in Table 4-B.

4 0 8 . 4 . 2 Noncentral air systems serving individual
rooms shall comply with Table 4-B.

Section 409.0 - Ducts [For OSHPD 1, 2, 3 & 4]

4 0 9 . 1 Ducts which penetrate construction, intended
for X-ray or other radiation protection, shall not
impair the effectiveness of the protection.

4 0 9 . 2 Duct l inings and their  use shall  meet the
requirements of Chapter 6, California Mechanical
C o d e .

409.3 Cold-air ducts shall be insulated wherever
necessary or to prevent condensation problems.

4 0 9 . 4 The anchorage and supporting structural
elements for airducts shall be designed to withstand
the  la t era l  f orces  as  r equired  by  the  Cal i fornia
Building Code, Title 24, Part 2.

Section 410.0 - Laboratories [For OSHPD 1, 2, 3 & 4]

4 1 0 . 1 The  min imum amount  o f  ou tdoor  a i r  in
laboratories shall be provided in accordance with
Table 4-A. A filter with 90 percent average efficiency
shall  be installed in the air-supply system at its
entrance to the media transfer room.

4 1 0 . 2 Laboratory hoods for general use shall have a
m i n i m u m  a v e r a g e  f a c e  v e l o c i t y  o f  7 5  f e e t  p e r
minute  (380 m/s) .  Hoods in which infect ious or
highly radioact ive  materials  are  processed shal l
have a  face  velocity of  100 feet  per  minute  (510
m/s) and each shall  have an independent exhaust
system with the fan installed at the discharge point
of the system. Bacteriological safety cabinets used
for processing infectious materials shall  have an
average face velocity of  50 to 70 feet  per minute
(255 m/s to 355m/s) and shall be equipped with a
means for disinfection.

4 1 0 . 3 Duct systems serving fume hoods shall  be
constructed of stainless steel of a type which will
resist corrosion by materials normally handled. Duct
systems serving fume hoods used for purposes other
than those needed for routine diagnostic laboratory
procedures and in which highly radioactive materials
or a significant volume of highly oxidizing agents are
used shall be constructed of USS 18-8 stainless steel
or the equivalent for a minimum distance of 10 feet
(3048  mm)  f rom the  hood .  Such  duc t s  sha l l  b e
equipped with wash down faci l i t ies  and shal l  be
consistent with fire safety requirements. Fire dampers
and smoke dampers shall  not be instal led in
laboratory hood exhaust systems.

410.4 The exhaust from all laboratory hoods in which
infectious or radioactive materials are processed shall
be equipped with filters having a 99 percent efficiency

based on the DOP (dioctylphthalate) test method.
Fi lter  frames shal l  be durable  and careful ly
dimensioned, and shall provide an airtight fit with
the enclosing duct work. All joints between filter
segments  and  the  enc los ing  duct  work  sha l l  be
gasketed or sealed to provide a positive seal against
air leakage.

Section 411.0 - Kitchen and Dining Areas [For
OSHPD 1, 2, 3 & 4]

4 1 1 . 1 The air  from dining areas  may be  used to
ventilate the food preparation areas only after it has
passed through a filter with at least an 80 percent
average efficiency.

E x c e p t i o n : For ski l led nursing faci l i t ies ,
intermediate care facilities and correctional treatment
centers, the air from dining areas may be used to
ventilate food preparation areas only after it  has
passed through a filter with a 50 percent average
e f f i c i e n c y .

Section 412.0 - Boiler, Mechanical and Electrical
Rooms [For OSHPD 1, 2, 3 & 4]

412.1 Boiler, heater and electrical equipment rooms
shall be provided with outdoor air so as to maintain
combustion rates of equipment and temperatures in
the rooms and in adjoining areas as rated in this
c h a p t e r .

412.2 Floor surfaces in occupied spaces above such
rooms should  not  exceed  a  t emperature  o f  85ºF
(29.4ºC), and suitable insulation may be required.

Section 413.0 - Odorous Rooms [For OSHPD 1, 2,
3 & 4]

4 1 3 . 1 Rooms  in  a r ea s  where  exc e s s iv e  h ea t  o r
moisture is generated, where objectional odors or dust
are present, or where flammable or toxic gases may
accumulate ,  which  are  used  by  health faci l i ty
personnel or patients, shall be provided with exhaust
ventilation to change the air a minimum of ten times
per hour.

4 1 3 . 2 Kitchens, morgues and laundries located inside
a hospital  building or skil led nursing facil ity in
which patients are accommodated, or treated, shall be
ventilated with exhaust systems which will provide a
minimum of ten air changes per hour and prevent
odors from entering patient areas.

Section 414.0 - Negative-Pressure Isolation
Rooms [For OSHPD 1, 2, 3 & 4]

414.1 Exhaust Systems. A separate, dedicated
exhaust  sys tem sha l l  be  prov ided  for  negat ive -
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(14.65 kW), but not exceeding 65,000 Btu/h (19.1
kW) shall require twelve (12) inch (305 mm) vent
termination clearances. The bottom of the vent
terminal and the air intake shall be located at
least twelve (12) inches (305 mm) above grade.

Venting systems shall terminate at least three (3)
feet (914 mm) above an outside- or makeup-air inlet
located within ten (10) feet (3048 mm) and at least
four (4) feet (1219 mm) from a property line, except a
public way.

806.7  Outdoor Appliances with Integral Ve n t s .
Appliances listed for outdoor installation incorporat-
ing integral venting means shall be considered as
being properly vented when they are installed in
a c c o rdance with their listings and the manufacture r’ s
i n s t ructions. Venting systems shall terminate at least
four (4) feet (1219 mm) below or four (4) feet (1219
mm) horizontally from, and at least one (1) foot  (305
mm) above a door, an openable window or a gravi-
t y-air inlet into a building. Venting systems shall ter-
minate not less than three (3) feet (914 mm) above a
f o rc e d-air inlet located within ten (10) feet (3048 mm)
and at least four (4) feet (1219 mm) from a pro p e r t y
line, except a public way.

807.0  Vents for Wall Furnaces Requiring a Type
BW Gas Vent

In addition to other requirements specified in this
chapter, gas-burning vented wall furnaces requiring a
Type BW gas vent shall be vented to comply with the
following requirements:

807.1  Type BW gas vents shall be attached to a solid
header plate designed for the vented wall furnace
installed. This attachment shall be made by a base
plate furnished with the gas vent used.

807.2  The stud space in which a Type BW gas vent is
installed shall be free of obstructions, except for
fire-stop spacers that are required for multistory Type
BW gas vents. All ceiling plates and floor plates
through which the gas vent passes shall be cut flush
with the adjacent wall studs.

807.3  Clearance of Type BW gas vent from any mate-
rial shall be that space provided by the base plate, ceil-
ing plate spacer straps and fire-stop spacers, furnished
with the gas vent used. When Type BW gas vent is
located in a stud space, care shall be exercised so that
clearances provided by spacers are maintained after
application of wall coverings and other parts of the
c o n s t ruction. A sheet metal barrier shall be installed
between a BW gas vent located in a stud space and
wall covering constructed of perforated lath, metal
lath or building paper. 

807.4  Type BW gas vent listed only for single-story
use shall be installed only in a single-story building
or on the top story of a multi-story building. Type BW

gas vent listed for multi-story use may be installed in
single- or multi-story buildings.

807.5  A stud space that contains a Type BW gas vent,
which is serving a vented wall furnace installed in a
single-story building or in the top story of a multi-
story building, shall be open to an attic space or to a
ventilated roof flashing equipped with a storm collar.

Exception: In lieu of a ventilated roof flashing,
this stud space may be ventilated by providing
an opening in the wall covering, within twelve
(12) inches (305 mm) of the upper portion of the
stud space, opening into a room served by the
wall furnace.

Where a Type BW gas vent extends into an
attic space, a metal sleeve not less than 0.016 inch
(0.41 mm) (No. 26 manufacturer’s standard gage)
steel, having the same area as the opening through
the ceiling plate, shall extend around the gas vent
from the top of the ceiling plate into the attic at least
twelve (12) inches (305 mm) or to a point two (2) inch-
es (51 mm) below the roof sheathing, whichever is
less. This sleeve shall be securely fixed in position.

Exception: The metal sleeve will not be required
if fire-stop spacers are required at the ceiling
plate by Section 807.6 of this section.

807.6 The stud space in which a vented recessed wall
furnace is installed shall be ventilated at the first ceil-
ing plate level above the furnace by the ceiling plate
spacer furnished with the gas vent used. Fire-stop
spacers furnished with the gas vent used shall be
installed at each subsequent ceiling plate through
which the gas vent passes.

807.7  A suitable metal guard shall be installed at the
floor line of each floor through which the gas vent
passes to assure required clearance from combustible
material and to prevent damage to the vent.

807.8  When a Type BW gas vent is installed in an exist-
ing building, the wall covering one side of the vent shall
be completely open for installation and inspection.

807.9  Type BW gas vents shall extend from the head-
er plate of the vented wall furnace to a point above
the highest ceiling plate through which the vent pass-
es, without offsets or crossovers therein. After a Type
BW gas vent passes through the highest ceiling plate
above the furnace which it serves, the vent system
may be completed with Type B gas vent of the same
manufacturer, and offsets or break-overs shall be lim-
ited to those specified in Section 805.0.

808.0  Size of Gravity Venting System

Gravity venting systems shall have an internal
cross-sectional area equivalent to the area of the vent
collar on the appliance. 
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Exception: Pressurized venting systems which
are an integral part of a listed appliance employ-
ing plastic pipe are regulated under the fifth
paragraph of Section 801.0 and Column IV of
Table 8-3.

Gravity venting systems shall have an area of at
least seven (7) square inches (4516 mm2) unless the
venting system is an integral part of a listed appliance.

809.0  Multiple-Appliance Venting Systems

Two or more oil- or gas-burning appliances may be
connected to a common venting system, or automati-
cally controlled gas appliances may be vented into
the same chimney serving liquid-fuel-fired appli-
ances, provided: (a) the gas appliances are each
equipped with a safety shutoff device, (b) each oil
appliance is equipped with a primary safety control,
and (c) the venting system is designed to meet the
requirements of Section 801.0 of this code, or the vent-
ing system complies with the following requirements:

809.1  Appliances which are connected to a common
venting system shall be located within the same story
of the building, except designed vent systems as pro-
vided by Section 801.0.

809.2  Two or more connectors shall not enter a com-
mon venting system unless the inlets are offset in
such a manner that no portion of an inlet is opposite
the other inlets.

809.3  When two or more appliances are connected to
one venting system, the venting system area shall be
not less than the area of the largest vent connector
plus 50 percent of the areas of the additional vent con-
nectors.

809.4  Each vent connector of a multiple venting sys-
tem shall have the greatest possible rise consistent
with the headroom available between the draft hood
outlet, the barometric damper or the flue collar and
the point of interconnection to a manifold, to a com-
mon vent or to a chimney.

810.0  Existing Venting Systems

An existing venting system shall not be connected to
a replaced appliance unless the venting system com-
plies with all the following requirements:

810.1  The venting system shall have been lawfully
installed in compliance with the code in effect at the
time of its installation and shall be in a safe condition. 

810.2  The internal area of the venting system shall
comply with Section 808.0 for a single-a p p l i a n c e
venting system and Section 809.0 for multiple- appli-
ance venting systems.

810.3  The venting system shall be connected to the
appliance in a safe manner.

811.0  Draft Hoods

An appliance draft hood shall be located in the same
room or space as the combustion air opening of the
appliance. 

A draft hood shall be installed in the position for
which it was designed and shall be located so that the
draft hood relief opening is at least six (6) inches (152
mm) from any surface other than the appliance it
serves, measured in a direction 90 degrees (1.57 rad)
to the plane of the relief opening. When a greater
clearance is indicated by the appliance approval, as
shown on the appliance label, the greater clearance
shall be provided.

812.0  Types of Chimneys

812.1  Factory-Built Chimneys. Factory-built chim-
neys shall be installed in accordance with the terms of
their listing, the manufacturer’s installation instruc-
tions and the applicable requirements of this code.
Factory-built chimneys shall terminate as required for
unlisted single-wall metal chimneys in Table 8-4.

Chimneys used with fireplaces or heating appli-
ances in which solid or liquid fuel is used shall be
maintained with a spark arrestor as required for
incinerators.

Exception: Chimneys which are located more
than 200 feet (60960 mm) from any mountainous,
b ru s h - c o v e red or fore s t - c o v e red land or land
covered with flammable material and are not
attached to any structure having less than Class C
roofing, as set forth in the Building Code.

812.2  Masonry Chimneys. Masonry chimneys shall
be constructed to meet the requirements of Section
813.0.

812.3  Metal Chimneys. Metal chimneys shall be
constructed to meet the requirements of Section 814.0.

813.0  Masonry Chimneys

813.1  Design. Masonry chimneys shall be designed,
anchored, supported and reinforced as required in
Chapters 16, 18 and 31 of the Building Code.

813.2  Gas Venting into Existing Masonry
Chimneys. Existing lined masonry chimneys and
unlined chimneys with not more than one side
exposed to the outside may be used to vent gas appli-
ances, provided:
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813.2.1  An approved liner shall be installed in
an existing unlined masonry chimney when
deemed necessary by the A d m i n i s t r a t i v e
Authority considering local problems of vent gas
condensate.

813.2.2  The effective cross-sectional area is not
more than four times the cross-sectional area of
the vent and chimney connectors entering the
chimney.

813.2.3  The effective area of the chimney when
connected to more than one appliance shall be
not less than the area of the largest vent or chim-
ney connector plus 50 percent of the area of the
additional vent or chimney connectors.

813.2.4  Automatically controlled gas appliances
connected to a chimney which also serves equip-
ment burning liquid fuel shall be equipped with
an automatic pilot. A gas appliance vent connec-
tor and a chimney connector from an appliance
burning liquid fuel may be connected into the
same chimney through separate openings, pro-
vided the gas appliance is vented above the liq-
uid fuel-burning appliance, or both may be con-
nected through a single opening if joined by a
suitable fitting located at the chimney.

813.2.5  The chimney passageway shall be exam-
ined to ascertain that it is clear and free of
obstructions and shall be cleaned if previously
used for venting solid- or liquid-fuel-burning
appliances.

813.2.6  The vent or chimney connector shall
enter the chimney at least six (6) inches (152 mm)
from the bottom of the chimney. The chimney
shall be provided with a cleanout. If six (6) inch-
es (152 mm) are not available, a cleanout shall be
provided by installing a capped tee in the vent
connector next to the chimney.

Unlined chimneys with more than one side
exposed to the outside shall be lined with an
approved liner unless otherwise approved by the
Administrative Authority.

When inspection reveals that an existing chim-
ney is not safe for the intended application, it shall be
rebuilt to conform to chimney standards of the
Building Code or replaced with an approved gas vent
or factory-built chimney complying with Section
812.1.

814.0  Metal Chimneys
814.1  General

814.1.1  Limitations. Unlisted single-wall metal
chimneys (smokestacks) shall not be installed
within a dwelling unit of a Group R Occupancy.

Metal chimneys shall not be carried up
inside ventilating ducts unless such ducts are

constructed and installed as required by this code
for chimneys and are used solely for exhaust of
air from the room or space in which the appli-
ances served by the metal chimneys are located.

814.1.2  Construction. Unlisted metal chimneys
shall be riveted or welded and, unless structural-
ly self-supporting, shall be guyed securely or
firmly anchored to or otherwise supported by the
building or structure served thereby. All joints
shall be liquidtight or of such a design that liquid
will drain to the interior of the chimney.

814.1.2.1  Design.  Metal chimneys shall have a
minimum thickness of 0.127 inch (3.23mm) (No.
10 manufacturer’s standard gage) steel and shall
be designed and constructed as specified in this
chapter and Chapter 16 and 22 of the Uniform
Building Code.

814.1.3  Lining. Metal chimneys shall be lined as
required by Table 8-4. 

814.1.4  Termination. Metal chimneys shall ter-
minate as required by Table 8-4.

814.1.5  Clearance. Clearance from combustible
c o n s t ruction shall be in accordance with Table 8-
4 and the applicable re q u i rements for each clas-
sification of chimney as re q u i red by this chapter.

When a metal chimney passes through a ceil-
ing or roof constructed of combustible materials,
it shall be protected by an approved ventilating
thimble extending not less than nine (9) inches
(229 mm) below and nine (9) inches (229 mm)
above the ceiling or roof construction. Thimbles
shall be of a size to provide a clearance on all
sides of the chimney at least eighteen (18) inches
(457 mm), except that for chimneys of low-heat
appliances the clearance may be reduced to at
least six (6) inches (152 mm).

814.1.6  Support. Metal chimneys shall be sup-
ported on properly designed foundations of
masonry or reinforced concrete or on noncom-
bustible material having a fire-resistance rating
of not less than three hours, provided such sup-
ports are independent of the building construc-
tion and the load is transferred to the ground.

814.1.7  Enclosure Required for Interior
Chimneys. Metal chimneys or parts thereof in a
building exceeding one story in height shall be
enclosed above the story in which the appliance
served is located, in walls of noncombustible
c o n s t ruction having a fire-resistive rating of not
less than one hour if the building is less than
four stories in height, and not less than two
hours if the building is four stories or more in
height, with a space on all sides between the
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chimney and the enclosing walls sufficient to ren-
der the entire chimney accessible for examination
and repair. The enclosing walls shall be without
openings.

Exception: Doorways equipped with a fire
assembly having a one-hour fire-re s i s t i v e
rating may be permitted at each floor level
for inspection purposes.

814.2  Metal Chimneys for Building Heating and
I n d u s t r i a l-Type Low-Heat A p p l i a n c e s . When a metal
chimney used for building heating and industrial-t y p e
l o w-heat appliances is located in the same story of a
building as that in which the appliances connected
t h e reto are located, it shall have a clearance of not less
than eighteen (18) inches (457 mm) from any com-
bustible material. Interior metal chimneys over eigh-
teen (18) inches (457 mm) in diameter shall have a clear-
ance of not less than four (4) inches (102 mm); those less
than eighteen (18) inches (457 mm) in diameter shall
have a clearance of at least two (2) inches (51 mm) fro m
noncombustible constru c t i o n .

When a metal chimney serving only building heat-
ing and industrial-type or low-heat appliances passes
t h rough a roof constructed of combustible material, the
roof shall be guarded by a ventilating thimble of galva-
nized steel or approved corro s i o n-resistant metal
extending at least nine (9) inches (229 mm) below and
nine (9) inches (229 mm) above the roof constru c t i o n ,
and of a size to provide not less than six (6) inch (152
mm) clearance on all sides of the chimney; or the com-
bustible material in the roof construction shall be cut
away so as to provide not less than eighteen (18) inch
(457 mm) clearance on all sides of the chimney, with
any material used to close up such opening entire l y
n o n c o m b u s t i b l e .

814.3  Metal Chimneys for Medium-H e a t
A p p l i a n c e s . Metal chimneys for medium-heat appli-
ances and producing flue gases having a temperature
above 1000˚F (538˚C), measured at the entrance to the
c h i m n e y, shall be lined with medium-duty fire b r i c k
which is in accordance with recognized building code
s t a n d a rds, laid in fireclay mortar. The lining shall be at
least 2-1/2 inches (64 mm) thick for chimneys having
a diameter or greatest cro s s-section dimension of eigh-
teen (18) inches (457 mm) or less and shall have a
thickness of not less than 4-1/2 inches (114 mm) laid
on a 4-1/2 inch (114 mm) bed for chimneys having a
diameter or greatest cro s s-section dimension gre a t e r
than eighteen (18) inches (457 mm). The lining shall
start two (2) feet (610 mm) or more below the lowest
chimney connector entrance and shall extend to a
height of at least twenty-five (25) feet (7620 mm)
above the highest chimney connector entrance. 

Where a metal chimney serving a medium-heat

appliance passes through a roof constructed of com-
bustible material, the roof shall be guarded by a ven-
tilating thimble of galvanized iron or approved corro-
sion-resistant metal extending not less than nine (9)
inches (229 mm) below and nine (9) inches (229 mm)
above the roof construction and of a size to provide
not less than eighteen (18) inch (457 mm) clearance on
all sides of the chimney.

Where a metal chimney used for medium-heat
appliances is located in the same story of a building
as that in which the appliances connected are located,
it shall have a clearance of not less than thirty-six (36)
inches (914 mm) from any combustible material. Such
interior metal chimneys over eighteen (18) inches (457
mm) in diameter shall have a clearance of not less
than four (4) inches (102 mm), and those eighteen (18)
inches (457 mm) or less in diameter a clearance of not
less than two (2) inches (51 mm) from noncom-
bustible construction.

814.4  Metal Chimneys for High-Heat A p p l i a n c e s .
Metal chimneys for high-heat appliances shall be lined
with high-duty firebrick as specified in re c o g n i z e d
building code standards, not less than 4-1/2 inches (11 4
mm) thick laid on the 4-1/2 inch (114 mm) bed in
refractory mortar as specified in recognized building
code standards. The lining shall start two (2) feet (610
mm) or more below the lowest chimney connector
entrance and shall extend to a height of at least twenty-
five (25) feet (7620 mm) above the highest chimney con-
nector entrance. Chimneys terminating twenty-five (25)
feet (7620 mm) or less above a chimney connector
entrance shall be lined to the top.

814.5  Metal Chimneys for Incinerators

814.5.1  Residential-Type Incinerators.
Galvanized steel pipe not less than 0.129 inch
(3.28 mm) (No. 10 galvanized-sheet gage num-
ber) or other equivalent noncombustible, fire-
and corrosion-resistant material may be used for
residential-type incinerators installed in locations
such as open sheds, breezeways or carports, pro-
vided the pipe is exposed and readily examinable
for its full length and clearance not less than eigh-
teen (18) inches (457 mm) is maintained from
combustible material. The pipe shall extend at
least three (3) feet (914 mm) above the highest
point where it passes by or through a roof and at
least two (2) feet (610 mm) higher than any por-
tion of a building within ten (10) feet (3048 mm).
If the pipe passes through a roof constructed of
combustible material, it shall be guarded by a
ventilating thimble of galvanized sheet steel or
a p p roved corro s i o n-resistant noncombustible
material extending not less than nine (9)
inches (229 mm) below and nine (9) inches
(229 mm) above the roof c o n s t ruction and
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outside of the building by continuous ducts.

1106.7.2  A mechanical exhaust system arranged
to provide a complete change of air in such room
or space at least every 20 minutes and to dis-
charge to the outside of the building.

Exceptions:
1. A condensing unit in a room or space if
the cubical content exceeds 1000 cubic feet
per horsepower (38.50 m3/kW) of the unit.

2 . Acondensing unit in a room or space that
has permanent gravity ventilation having an
a rea of two (2) square feet (0.19 m2) or more to
other rooms or openings exceeding 1000 cubic
feet per horsepower (38.50 m3/ k W ) .

1106.8  Prohibited Locations. Refrigeration systems
or portions thereof shall not be located within a
required exit enclosure. Refrigeration compressors
exceeding five (5) horsepower (3.68 kW) rating shall
be located at least ten (10) feet (3048 mm) from an exit
opening in a Group A; Group B; Group E; Group F;
Group I; Group R, Division 1; or Group S Occupancy
unless separated by a one-hour fire-resistive occu-
pancy separation.

1106.9  Condensation Control. Piping and fittings
which convey brine, refrigerant or coolants which
during normal operation could reach a surface tem-
perature below the dew point of the surrounding air
and which are located in spaces or areas where con-
densation could cause a hazard to the building occu-
pants, damage to the structure, electrical or other
equipment shall be protected to prevent such an
occurrence.

1106.10  Condensate. Condensate from air-cooling
coils shall be collected and drained to an approved
location. Drain pans and coils shall be arranged to
allow thorough drainage and access for cleaning.
Where temperatures can drop below freezing, heat
tracing and insulation of condensate drains shall be
installed.

1106.11  Defrost. When defrost cycles are required
for portions of the system. provisions shall be made
for collection and disposal of the defrost liquid in a
safe and sanitary manner.

1106.12  Overflows. Where condensate or defrost
liquids are generated in an attic or furred space and
structural damage may result from overflow, provi-
sions for overflow shall be provided.

1106.13  Condensate, Defrost and Overflow
Disposal. Disposal of condensate, defrost or over-
flow discharges shall comply with Section 310.0.

1107.0  Refrigeration Machinery Rooms

1107.1  When Required. Refrigeration systems shall

be provided with a refrigeration machinery room
when any of the following conditions exist:

1107.1.1 The quantity of refrigerant in a single,
independent refrigerant circuit of a system
exceeds Table 11-1 amounts.

11 0 7 . 1 . 2 D i rect-and indire c t - f i red absorption
equipment.

Exceptions: 
1. Systems containing less than thirty-five
(35) pounds (16 kg) of refrigerant R-717 and
located in an approved exterior location.

2. Direct and indirect-fired lithium bromide
absorption systems using water as the refrig-
erant.

Refrigeration machinery rooms shall
house all refrigerant-containing portions of
the system other than the piping and evapo-
rators permitted by Section 1105.3, discharge
piping required of this chapter, and cooling
towers regulated by this chapter, Part II, and
their essential piping.

1107.1.3 An A1 system having an aggregate
combined compressor horsepower of 100 (73.55
kW) or more.

1107.2  Dimensions. Refrigeration machinery ro o m s
shall be of such dimensions that all system parts are
readily accessible with adequate space for mainte-
nance and operations. An unobstructed walking space
at least three (3) feet (914 mm) in width and six (6) feet
eight (8) inches (2032 mm) in height shall be main-
tained throughout allowing free access to at least two
sides of all moving machinery and approaching each
stop valve. Access to refrigeration machinery ro o m s
shall be restricted to authorized personnel and posted
with a permanent sign.

1107.3  Exits. Exits shall comply with the Building
Code for special hazards.

1107.4  Refrigerant-Vapor A l a r m s . M a c h i n e r y
rooms shall have approved refrigerant-vapor detec-
tors, located in an area where refrigerant from a leak
is likely to concentrate, and shall activate visual and
audible alarms. Alarms shall be activated at a value
not greater than one half the immediately dangerous
to life or health (IDLH), or measurement consistent
therewith; the PEL, or measurement consistent there-
with; or 25 percent of the LFL, whichever is less.

1107.5  Separation. Refrigeration machinery rooms
shall be separated from other portions of the building
as required in [For OSHPD 1, 2, 3 & 4] Chapter 28,
Mechanical Systems and the special hazards provisions
of the Building Code. Penetrations shall be sealed to
inhibit the passage of refrigerant vapor.
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1107.6  Combustion Air and Return A i r.
Combustion air or return air shall not be taken from
or through a refrigeration machinery room.

Exceptions:

1 . Refrigeration machinery rooms used exclu-
sively for dire c t - f i red absorption equipment.

2. Direct-vented combustion equipment.

1107.7  Special Requirements. Open flames or
devices having an exposed surface exceeding 800°F
(427°C) are prohibited in refrigeration machinery
rooms.

Exceptions:

1. Momentary temperature excursions such as
electrical contacts in A1 and B1 systems.

2 . Refrigeration machinery rooms used exclu-
sively for dire c t - f i red absorption equipment.

1108.0  Refrigeration Machinery Room Ventilation

1108.1  General. Refrigeration machinery rooms shall
be provided with a continuous source of outside air
for ventilation and removal of rejected heat.

1108.2  Refrigeration Machinery Rooms.
Refrigeration machinery rooms shall be provided
with dedicated mechanical exhaust systems. The
exhaust systems shall have the capacity to achieve
each of the following:

1108.2.1  Continuously maintain the refrigera-
tion machinery room at 0.05-inch (12.44 Pa) water
gauge negative relative to adjacent spaces calcu-
lated by:

(11-1)

Exception: Refrigeration machinery rooms
located in entirely detached structures and
more than twenty (20) feet (6096 mm) from
property lines or openings into buildings.

1108.2.2  Continuously provide 0.5 cubic foot
per minute of air flow per gross square foot (2.54
L/s/m2) of floor area within the refrigeration
machinery rooms as calculated by:

(11-2)

1108.2.3  Limit the temperature rise within the
refrigeration machinery room to a maximum of
104°F (40°C) as calculated by:

(11-3)

1108.2.4  Provide emergency purge of escaping
refrigerant as calculated by:

(11-4)

WHERE:
q = Btu/h of all heat-producing equipment.
Q = air-flow rate, cubic feet per minute (cfm).

p = pressure difference, inches water gage.
Ae = equivalent leakage area, square feet (see
the Building Code).
Agf = gross floor area, square feet.

T = temperature difference between machinery
room and supply air (°F).
G = refrigerant mass in largest system, lbs.

1108.3  Distribution of Ventilation. Exhaust inlets or
permanent openings shall be located to provide ven-
tilation throughout the entire refrigeration machinery
room.

1108.4  Intermittent Control of the Ventilation
Systems. Fans providing refrigeration machinery
room temperature control or automatic response to
refrigerant gas in order to maintain concentrations
below the PEL may be automatically controlled to
provide intermittent ventilation as conditions require.

1108.5  Emergency Control of the Ventilation
Systems. Fans providing emergency purge ventila-
tion for refrigerant escape shall have a clearly identi-
fied switch of the break-glass type providing “on”-
only control immediately adjacent to and outside of
each refrigerant machinery room exit. Purge fans
shall also respond automatically to the refrigerant
concentration detection system set to activate the ven-
tilation system at no more than 25 percent of the LFL
or 50 percent of the IDLH or a measure equivalent
thereto, whichever is less. An emergency purge con-
trol shall be provided with a manual reset only.

1108.6  Central Control of Ventilation Systems.
Mechanical ventilation systems shall have switches
to control power to each fan. The switches shall be
key operated or within a locked glass-covere d
e n c l o s u re at an approved location adjacent to and
outside of the principal entrance to the machinery
room. Necessary keys shall be located in a single
a p p roved location. Switches controlling fans pro-
viding continuous ventilation shall be of the two
position, on-off type. Switches controlling fans pro-
viding intermittent or emergency ventilation shall
be of the three position, automatic on-off type.
Switches shall be labeled identifying both function
and specific fan controlled. Two colored and labeled
indicator lamps responding to the diff e re n t i a l

Q =100 G

Q = ∑q / 1.08∆ T

Q = 0.5 Agf

    Q = 2610Αe ∆p
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TABLE 11-1
Refrigerant Groups1, Properties2 and Allowable Quantities3, 14

Chemical
Abstract LFL7 Specific Pounds 

Refrig- Chemical Chemical Name4 Service Safety PEL5 IDLH6 (%V Gravity per 1000 cf
erant Formula (Composition for Blends) Number Group1 (ppm) (ppm) in air) (air=1) of Space8

R-11 CCl3F Trichlorofluoromethane 75-69-4 A1 10009 500010 N/A 4.74 1.60

R-12 CCl2F2 Dichlorodifluoromethane 75-71-8 A1 1000 50,000 N/A 4.17 12.00

R-22 CHClF2 Chlorodifluoromethane 75-45-6 A1 100011 50,00012 N/A 2.99 9.40

R-113 CCl2FCClF2 1,1,2-trichloro-1,2,2 76-13-1 A1 1000 4500 N/A 6.47 1.90
-trifluoroethane

R-114 CClF2CClF2 1,2-dichloro-1,1,2,2 76-14-2 A1 1000 50,000 N/A 5.90 9.40
-tetraflouroethane

R-123 CHCl2CF3 2,2-dichloro-1,1,1, 306-83-2 B1 1011 400012 N/A 5.28 0.40
-trifluoroethane

R-134a CF3CH2F 1,1,1,2-tetrafluoroethane 811-97-5 A1 100011 50,00012 N/A 3.52 16.00

R-500 azeotrope R-12/152a (73.8/26.2) A1 1,00011 50,00012 N/A 3.43 12.00

73.8% CCl2F2 Dichlorodifluoromethane 75-71-8

26.2% CH3CHF2 1,1-difluoroethane 75-37-6

R-502 azeotrope R-22/115(48.8/51.2) A1 100011 50,00012 N/A 3.85 19.00

48% CHClF2 Chlorodifluoroethane 75-45-6

51.2% CClF2CF3 1-chloro-1,1,2,2,2 76-15-3
-pentafluoroethane

R-717 NH3 Ammonia 7664-41-7 B2 5013 500 15.5 0.59 0.022

R-744 CO2 Carbon Dioxide 124-38-9 A1 5000 50,000 N/A 1.52 5.70

1 Refrigerant safety group designation is in accordance with Section 1102.0.
2 Refrigerant properties are those needed for this chapter.
3 Allowable quantities are for high-probability systems under Section 1103.0 only.
4 Chemical name shown is the preferred name.
5 PELis that designated in 29 CFR 1910.1000 unless otherwise indicated.
6 IDLH is that designated by NIOSH unless otherwise designated.
7 LFLis percent refrigerant by volume in air at 68°F (20°C) and 29.92 in Hg (101.3 kPa); “not applicable (not flame limits)”.
8 Pounds of refrigerant in a high-probability system per 1000 cubic feet (28.3 kg/m3) of occupied space. See Section 1104.0. This column does

not apply to refrigerant machinery rooms or areas covered by Section 1106.0.
9 The PELvalue shown is the TLV-C recommended by ACGIH.
10 The IDLH value shown is reduced from that designated by NIOSH in light of cardiac sensitization potential.
11 A PELhas not yet been established; the value given was determined in a consistent manner.
12 An IDLH has not yet been established; the value given was determined in a consistent manner.
13 OSHAPEL is 50 ppm; ACGIH TLV-TWA is 25 ppm.
14 [For OSHPD 1,2 & 4] The quantity of refrigerant in each system is limited to 50% of the amount listed. 

Exception: kitchens, laboratories, and mortuaries.

x 0.016 = kg/m3
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TABLE 11-2
Permissible Refrigeration Systems1

Occupancy Group High-Probability Low-Probability Machinery
and Division System System Room

A–1 Group A1 only Any Any
A–2.1 Group A1 only Any Any
A–3 Group A1 only Any Any
A–4 Group A1 only Any Any

B Group A1 only2 Any Any
E–1 Group A1 only Any Any
E–2 Group A1 only Any Any
E–3 Group A1 only Any Any
F-1 Group A1 only2 Any Any
F-2 Any2 Any Any
H–1 Any Any Any
H–2 Any Any Any
H–3 Any Any Any
H–4 Group A1 only Any Any
H–5 Group A1 only Any Any
H–6 Group A1 only Any Any
H–7 Any Any Any
I–1.1 None Any Any

[For OSHPD 1, 2, 3 & 4] I–1.1 Group A1 only Any Any

I–1.2 Group A1 only Any Any
I-2 Group A1 only Any Any
I-3 None Any Any

[For OSHPD 1, 2, 3 & 4] I-3 Group A1 only Any Any

M Group A1 only2 Any Any
R–1 Group A1 only Any Any
R–2 Group A1 only Any Any
R–3 Group A1 only Any Any
S-1 Group A1 only2 Any Any
S-2 Any2 Any Any
S-3 Group A1 only Any Any
S-4 Group A1 only Any Any
S-5 Group A1 only Any Any
U-1 Any Any Any
U-2 N/A N/A N/A

1See Section 1105.0.            N/A—Not applicable.
2Any refrigerant may be used within a high-probability system when the room or space complies with Section 1105.3.

TABLE 11-3
Value of f for Equation 11–7

Refrigerant Number f

11 1.0
12 1.6
22 1.6
113 1.0
114 1.6
115 2.5
123 1.0

134a 1.6
152a 1.0
500 1.6
502 2.5
717 0.5
744 1.0
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which shall not contain stones, boulders,
c i n d e r-fill or other materials which
would damage or break the piping or
cause corrosive action. Mechanical
devices such as bulldozers, graders, etc.,
may then be used to complete backfill to
grade. Fill shall be properly compacted.
Suitable precautions shall be taken to
e n s u re permanent stability for pipe laid
in filled or made gro u n d .

1201.2.8  Pressure Testing

1201.2.8.1  Responsibility. The equipment,
material and labor necessary for inspection
or test shall be furnished by the person to
whom the permit is issued or by whom
inspection is requested.

1201.2.8.2  Media. The piping shall be test-
ed with water.

1201.2.8.3  Pressure Test. Piping shall be
tested with a hydrostatic pressure of not less
than 100 psig (689 kPa), but at least fifty (50)
psig (345 kPa) greater than operating pres-
sure. This pressure shall be maintained for at
least thirty (30) minutes. Required tests shall
be conducted by the owner or contractor in
the presence of an authorized inspector. The
piping being tested shall remain exposed to
the inspector and shall not leak during the
test.

1201.2.8.4  Moved Structures. Piping sys-
tems of a building and parts thereof, that are
moved from one foundation to another, shall
be completely tested as prescribed elsewhere
in this section for new work, except that
walls or floors need not be removed during
such test when equivalent means of inspec-
tion acceptable to the A d m i n i s t r a t i v e
Authority are provided.

1201.2.8.5  Test Waived. No test or inspec-
tion shall be required where a system, or part
thereof, is set up for exhibition purposes and
has no connection with a water system.

1201.2.8.6  Exceptions. In cases where it
would be impractical to provide the afore-
mentioned tests, or for minor installations
and repairs, the Administrative Authority at
his discretion may make such inspection as
he deems advisable in order to assure him-
self that the work has been performed in
accordance with the intent of this chapter.

1201.3  Those portions of the hot-water piping sys-
tems in which the continuous pressure-temperature
relationship does not exceed the following may be

constructed of polybutylene pipe or tubing of SDR-11
conforming to specification ASTM D 3309.

Temperature, °F (°C) Pressure, psi (kPa)
73  (23) 200  (1379)
180  (82) 100  (689)
200  (93) 8   (55)

Polybutylene also may be used for applications
requiring up to one year total exposure at conditions
of 210°F (99°C), 150 psi (1027 kPa), typical conditions
for temperature and pressure-relief valve discharge
lines in heating systems.

1201.3.1  Materials and Construction
1201.3.1.1  PB Pipe and Tubing. Pipe shall
be IPS or copper tube size polybutylene, both
SDR-11 conforming to ASTM D 3309.

1201.3.1.2  Fittings. Fittings shall be of
polybutylene or metal.

1201.3.1.3  Insulation. Coverings and insu-
lation used on hot-water pipes shall be of
materials suitable for the operating tempera-
ture of the system. The insulation, jackets
and lap-seal adhesives shall be tested as a
composite product and shall have a flame
spread of not more than 25 and a smoke-
developed rating of not more than 50 when
tested in accordance with building code stan-
dards.

1201.3.1.4  Gaskets. Flanged PB systems
may be installed without gaskets.

1201.3.1.5  Hangers, Sleeves and
A n c h o r s . Hangers, sleeves and anchors
shall be suitable for the use intended as rec-
ommended by the manufacturer’s installa-
tion instructions.

1201.3.1.6  Standards. All piping, tubing,
valves, joints, fittings, devices and materials
shall be free of defects and comply with
nationally recognized standards approved
by the Administrative Authority.

1201.3.1.7  Marking. Materials and devices
shall be suitably identified.

1201.3.2  Fabrication of Joints. Joints shall be
made by one or more of the following methods:

1201.3.2.1  Socket Fusion. P o l y b u t y l e n e
socket fittings may be heat fused to the
p i p e .

1201.3.2.2  Crimp/Insert Fittings. I n s e r t
fittings of metal with crimp rings of alu-
minum or copper may be used.

1201.3.2.3  Compression Fittings.
Metallic or polybutylene fittings utilizing
c o m p ression seals are acceptable.

1201.3.2.4  Transition Fittings. C o n n e c t i o n s
to other piping materials shall be made by
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a p p roved types of special transition fittings.

1201.3.3  Changes in Direction. Changes in
direction shall be made by the appropriate use of
fittings or with pipe bends having a radius of not
less than 10 diameters of the pipe. No forming
equipment or heating is required.

1201.3.4  Hangers and Supports. Piping and
equipment shall be adequately supported to the
satisfaction of the Administrative Authority. Hot-
water piping shall be supported, anchored and
provided with swing joints, expansion loops or
joints, or utilize the pipe’s flexibility to avoid
excessive strain on piping, equipment or the
building stru c t u re to the satisfaction of the
Administrative Authority.

1201.3.5  Installation Details

1201.3.5.1  Piping Embedded in Structure.
Piping shall not be built into or embedded in
concrete or masonry, except where used for
radiant panel heating or cooling. See Part II
of this chapter.

1201.3.5.2  Cutting Structure. Structural
members shall not be seriously weakened or
impaired by cutting or notching. [For HCD 1
& HCD 2] Structural modifications shall be
made in compliance with the California Building
Code, Title 24, Part 2.

1201.3.5.3  Under Walls or Foundations.
All piping passing under load-bearing foun-
dations shall be protected by sleeving.

1201.3.5.4  Openings into Buildings. Voids
around piping passing through concrete or
masonry floors or walls shall be appropriate-
ly sealed at the opening into the building.
Sleeves shall be provided at such openings.

1201.3.5.5  Aboveground Piping

1201.3.5.5.1  Sleeves. Sleeves shall be
installed where piping passes through
masonry or concrete, or through any fire
separation.

1201.3.5.5.2  Insulation. The tempera-
ture of surfaces within normal reach of
building occupants shall not exceed
140°F (60°C), unless they are protected
by suitable insulation. Where sleeves are
installed, any insulation shall continue
full sized through them.

1201.3.5.6  Belowground Piping
1201.3.5.6.1  Protection of Structure.
All trenches deeper than the footings of
any building or stru c t u re and paralleling
the same shall be at least 45 degre e s
t h e re f rom, unless otherwise permitted
by the Administrative A u t h o r i t y.

1201.3.5.6.2  Mechanical Equipment.
Use of mechanical excavating equip-
ment is prohibited within two (2) feet
(609.6 mm) of existing piping or appur-
tenances.

1201.3.5.6.3  Boring and Pulling.
Boring pipe shall be at least one size
l a rger than the pipe to be laid. Pulling
f o rce shall not exceed the tensile yield
s t rength of the pipe.

1201.3.5.6.4  Backfilling. All excava-
tions shall be completely backfilled as
soon after inspection as practicable.
Adequate precaution shall be taken to
e n s u re proper compaction of the back-
fill around piping without damage to
such piping. Trenches shall be back-
filled in thin layers to twelve (12) inch-
es (304.8 mm) above the top of the pip-
ing with clean earth which shall not
contain stones, boulders, cinderfill or
other materials which would damage
or break the piping. Mechanical
devices such as bulldozers, graders,
etc., may then be used to complete
backfill to grade. Fill shall be pro p e r l y
compacted. Suitable precautions shall
be taken to ensure permanent stability
for pipe laid in filled or made gro u n d .

1201.3.5.6.5  Pipe or Tube under
C o n c r e t e . Pipe or tubing installed
beneath footings or slabs shall be in con-
tinuous lengths or with fused joints.

1201.3.6  Pressure Testing
1201.3.6.1  Responsibility. The equip-
ment, material and labor necessary for
inspection or test shall be furnished by
the person to whom the permit is issued
or by whom inspection is re q u e s t e d .

1201.3.6.2  Media. The piping shall be test-
ed with water.

1201.3.6.3  Pressure Te s t . Piping shall be
tested with a hydrostatic pre s s u re of not
less than 100 psig (689 kPa) or 1.5 times
the system design operating pre s s u re .
The pre s s u re shall be maintained for 30
minutes, at which time the indicated
p re s s u re may have decreased due to the
initial expansion of the pipe. After 30
minutes, adjust the system to the
re q u i red pre s s u re and visually inspect
for leaks. Required tests shall be con-
ducted by the owner or contractor in the
p resence of an authorized inspector. The
piping being tested shall remain exposed
to the inspector and shall not leak during
the test.
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See Section 1206.0, Heat Sources, and the Uniform
Solar Energy Code, published by the International
Association of Plumbing and Mechanical Officials.
The Uniform Solar Energy Code provides
requirements which may be adopted as part of the
code by the Administrative Authority.

1500.0 [For HCD 1 & HCD 2] General.  Health and
Safety Code Section 17959.1, is repeated here for clarity
and reads as follows:

Section 17959.1. No local ordinance enacted 
pursuant to this chapter shall have the effect of 
prohibiting or of unreasonably restricting the use of 
solar energy systems, other than for the preservation 
of the public health and safety.  The provisions of this 
section shall apply to charter cities.

This section shall not apply to ordinances, which 
impose reasonable restrictions on solar energy 
systems.  However, it is the policy of the state to 
promote and encourage the use of solar energy 
systems and to remove obstacles thereto.  
Accordingly, reasonable restrictions on a solar energy 
sys t em are  those  r e s t r i c t i ons  which  do  not  
significantly increase the cost of the system or 
significantly decrease its efficiency, or which 
allow for an alternative system of comparable cost 
and efficiency.

As used in this section, “solar energy system” 
shall be defined as set forth in Section 801.5 of the 
Civil Code.

1501.0 [For HCD 1 & HCD 2] Civil Code Section
801.5, is repeated here for clarity and reads as follows:

Section 801.5
(a) The right of receiving sunlight as specified in 
subdivision 18 of Section 801 shall be referred to as a 
solar easement.  “Solar easement” means the right of 
receiving sunlight across real property of another for 
any solar energy system.

As used in this section, “solar energy system” 
means either of the following:

(1) Any solar collector or other solar energy 
device whose primary purpose is to provide for 
the collection, storage, and distribution of solar 
energy for space heating or cooling, or for water 
heating; or

(2) Any structural design feature of a building, 
whose primary purpose is to provide for the 
collection, storage, and distribution of solar 

energy for space heating or cooling, or for 
water heating.

(b) Any instrument creating a solar easement shall 
include, at a minimum, all of the following:

(1) A description of the dimensions of the 
easement expressed in measurable terms, such as 
vertical or horizontal angles measured in 
degrees, or the hours of the day on specified dates 
during which direct sunlight to a specified 
surface of a solar collector, device, or structural 
design feature may not be obstructed, or a 
combination of these descriptions.

(2) The restrictions placed upon vegetation, 
structures, and other objects, which would 
impair or obstruct the passage of sunlight 
through the easement.

(3) The terms or conditions, if any, under which 
the easement may be revised or terminated.
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10
20
30
40
50
60
70
80
90
100
125
150
175
200
250

24
17
13
11
10
9.1
8.4
7.8
7.3
6.9
6.1
5.6
5.1
4.8
4.2

50
34
27
23
21
19
17
16
15
14
13
11
11
10
8.7

101
69
56
48
42
38
35
33
31
29
26
23
21
20
18

176
121
97
83
74
67
62
57
54
51
45
41
38
35
31

250
172
138
118
105
95
84
81
76
72
64
58
53
50
44

535
368
295
253
224
203
197
174
163
154
136
124
114
106
94

963
662
531
455
403
365
336
313

293
277
245
222
205
190
169

3/8
(10 mm)

Length
of Tube,

feet

Outside Diameter of Tube, inches

1/2
(15 mm)

5/8
(18 mm)

3/4
(20 mm)

7/8
(22 mm)

1-1/8
(28 mm)

1-3/8
(34 mm)

Table 13-11
Copper Tube – Low Pressure

Maximum Delivery Capacity* of Cubic Feet of Gas Per
Hour of Copper Tube Carrying Natural Gas of 0.60**

Specific Gravity at Low Pressure (Less than 14 inches
Water Column) Based on Pressure Drop of 0.50 Inch

Water Column:

*Includes 20% factor for fittings.
**For other pressure drops values see Table 13-12.

Specific
Gravity

Specific
Gravity

Multiplier Multiplier

.35

.40

.45

.50

.55

.60

.65

.70

.75

.80

.85

.90

1.31

1.23

1.16

1.10

1.04

1.00

.96

.93

.90

.87

.84

.82

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

.78

.74

.71

.68

.66

.63

.59

.58

.56

.56

.55

.54

Table 13-12
Specific Gravity

Multipliers to be Used with Copper Tube when Specific
Gravity of Gas is other than 0.60.

Adjustment for a gas with an average specific gravity
(relative density) other than 0.60 is achieved by multi-
plying the CFH values of Tables 13-11, 13-13, or 13-14
by the appropriate multiplier.

10
20
30
40
50
60
70
80
90

100
125
150
175
200
250

222
153
123
105
93
84
78
72
68
64
57
51
47
44
39

458
315
253
216
192
174
160
149
140
132
117
106
97
91
80

932
641
515
440
390
354
325
303
254
268
238
215
198
184
163

1629
1120
899
770
682
618
569
529
496
469
415
376
346
322
286

2311
1589
1276
1092
968
877
807
750
704
665
589
534
491
457
405

4937
3393
2725
2332
2067
1873
1723
1603
1504
1421
1259
1141
1050
976
865

8889
6109
4906
4199
3721
3372
3102
2886
2708
2558
2267
2054
1890
1758
1558

3/8
(10 mm)

Length
of Tube,

feet

Outside Diameter of Tube, inches

1/2
(15 mm)

5/8
(18 mm)

3/4
(20 mm)

7/8
(22 mm)

1-1/8
(28 mm)

1-3/8
(34 mm)

Table 13-13
Copper Tube – Medium Pressure

Maximum Delivery Capacity* of Cubic Feet of Gas
Per Hour of Copper Tube Carrying Natural Gas of
0.60** Specific Gravity at Medium Pressure (2.0

psig) Based on Pressure Drop of 1.0 psig:

*Includes 20% factor for fittings.
**For other pressure drops values see Table 13-12.

10
20
30
40
50
60
70
80
90
100
125
150
175
200
250

462
318
255
218
194
175
161
150
141
133
118
107
98
91
81

954
656
527
451
399
362
333
310
291
274
243
220
203
189
167

1941
1334
1071
917
812
736
677
630
591
558
495
448
413
384
340

3392
2331
1872
1602
1420
1287
1184
1101
1033
976
865
784
721
671
594

4812
3307
2656
2273
2015
1825
1679
1562
1466
1385
1227
1112
1023
952
843

10279
7064
5673
4855
4303
3899
3587
3337
3131
2958
2621
2375
2185
2033
1802

18504 
12718
10213
8741
7747
7019
6458
6008
5637
5324
4719
4276
3934
3659
3243

3/8
(10 mm)

Length
of Tube,

feet

Outside Diameter of Tube, inches

1/2
(15 mm)

5/8
(18 mm)

3/4
(20 mm)

7/8
(22 mm)

1-1/8
(28 mm)

1-3/8
(34 mm)

Table 13-14
Copper Tube – High Pressure

Maximum Delivery Capacity* of Cubic Feet of Gas Per
Hour of Copper Tube Carrying Natural Gas of 0.60**
Specific Gravity at High Pressure (5.0 psig) Based on

Pressure Drop of 3.50 psig:

*Includes 20% factor for fittings.
**For other pressure drops values see Table 13-12.
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Part II – Manufactured/Mobile Home (M/H) and
Recreational Vehicle Parks 

Fuel Gas Equipment and Installation

1319.0  General

Except as otherwise permitted or required by this
appendix, all fuel gas equipment and installations in
M/H and R/V and manufactured home parks shall
comply with the provisions of this Code. The provi-
sions of this appendix do not apply to M/H and R/V
and manufactured home gas piping and equipment.

1320.0  Permits

Before any gas equipment or installations are con-
structed or altered in a M/H and R/V and manufac-
tured home park, a written permit shall be obtained
from the Administrative Authority as provided in
Chapter 1 of this Code.

1321.0  Plans

Two complete sets of plans and specifications shall be
submitted with the application as provided in
Chapter 1 of this Code. Load calculations of the gas
piping system shall be provided with the plans.

1322.0  Required Gas Supply

The minimum hourly volume of gas required at each
M/H and R/V and manufactured home lot outlet or
any section of the M/H and R/V and manufactured
home park gas piping system shall be calculated as
shown in Table 13-15.

TABLE 13-15
Demand Factors for Calculating Master Meter 

Gas Piping Systems in M/H and R/V and
Manufactured Home Parks

Number of BTU/Hr. per Watts per 
M/H and RV and M/H and RV and M/H and RV and
Manufactured Lots Manufactured Lots Manufactured Lots

1 250,000 73,275
2 234,000 68,585
3 208,000 60,965
4 192,000 56,295
5 184,000 53,930
6 174,000 50,999
7 166,000 48,655
8 162,000 47,482
9 158,000 46,310
10 154,000 45,137

11-20 132,000 38,689
21-30 124,000 36,344
31-40 118,000 34,586
41-60 112,000 32,827

Over 60 102,000 29,896

1323.0 Required gas supply for buildings or other
fuel gas consuming appliances connected to the M/H
and R/V and manufactured home park gas piping
system shall be calculated as provided in Part I of this
appendix.

1324.0  Installation

1324.1  All gas piping installed below ground shall
have a minimum earth cover of eighteen (18) inches
(457 mm).

1324.2  No gas piping shall be installed above gro u n d
under any M/H and R/V and manufactured home.

1325.0  Location

Gas piping shall not be installed underg ro u n d
beneath buildings or that portion of the M/H and
R/V and manufactured home lot reserved for the
location of M/H and R/V and manufactured home,
M/H and R/V and manufactured home accessory
buildings or structures, concrete slabs, or automobile
parking, unless installed in a gastight conduit.

The conduit shall be of material approved for
installation underg round beneath buildings and not
less than Schedule 40 pipe. The interior diameter of the
conduit shall be not less than one-half (1/2) inch (15
mm) larger than the outside diameter of the gas piping.

The conduit shall extend to a point not less than
twelve (12) inches (305 mm) beyond any area where it
is required to be installed, or the outside wall of a
building, and the outer ends shall not be sealed.
Where the conduit terminates within a building, it
shall be readily accessible and the space between the
conduit and the gas piping shall be sealed to prevent
leakage of gas into the building.

A gas piping lateral terminating in a M/H and
R/V and manufactured home lot outlet riser sur-
rounded by a concrete slab shall not be required to be
installed in a conduit, provided the concrete slab is
entirely outside the wall line of the M/H and R/V
and manufactured home, is not continuous with any
other concrete slab, and is used for stabilizing other
utility connections.

1326.0  System Shutoff Valve

A readily accessible and identified, approved shutoff
valve controlling the flow of gas to the entire gas pip-
ing system shall be installed near the point of connec-
tion to the service piping or supply connection of the
liquefied petroleum gas tank.

1327.0  M/H and R/V and Manufactured Home Lot
Shutoff Valve

Each M/H and R/V and manufactured home lot
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For prior history, see the History Note Appendix to the
California Mechanical Code 1998 Triennial Edition
Published in December 1998 and effective July 1, 1999.

1.  (HCD 2/01)  Adoption of the 2000 edition of the
Uniform Mechanical Code of the International Association
of Plumbing and Mechanical Officials (CCR, Title 24, Part
4) with necessary amendments for hotels, motels, lodging
houses, apartment houses, dwellings, employee housing,
factory-built housing and permanent buildings and acesso -
ry buildings in mobile home parks and special-occupancy
parks. Approved by the Building Standards Commission
on September 25, 2001 and effective on November 1, 2002.

2.  (OSHPD 3/01)  Adoption of the 2000 edition of the
Uniform Mechanical Code of the International Association
of Plumbing and Mechanical Officials (CCR, Title 24, Part
4) with necessary amendments for hospital buildings,
nursing homes, correctional treatment centers, and
licensed clinics. Approved by the Building Standards
Commission on September 25, 2001 and effective on
November 1, 2002.

3.  (SFM 2/01) Adoption of the 2000 edition of the Uniform
Mechanical Code of the International Association of
Plumbing and Mechanical Officials (CCR, Title 24, Part 4)
with amendments for the State Fire Marshal regulated
occupancies.  Approved by the Building Standards
Commission on November 29, 2001 and effective on
November 1, 2002.

4.  (HCD 2/01)  Adoption of the 2000 edition of the
Uniform Plumbing Code of the International 2001
California Plumbing Code Association of Plumbing and
Mechanical Officials (CCR, Title 24, Part 5) with neces -
sary amendments for hotels, motels, lodging houses, apart -
ment houses, dwellings, employee housing, factory-built
housing and permanent buildings and accessory buildings
in mobile home parks and special-occupancy parks.
Approved by the Building Standards Commission on May
2, 2002 and effective on November 1, 2002.

4.  (DSA/SS 3/01)  Adoption of the 2000 edition of the
Uniform Mechanical Code of the International Association
of Plumbing and Mechanical Officials (CCR, Title 24, Part
4) with amendments for public schools, community col -

leges and state-owned or state-leased essential service
buildings.  Approved by the Building Standards
Commission on November 29, 2001 and effective on
November 1, 2002.
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Page xiv:  Add an “x” in the Local Fire Official/SFM col -
umn for Section 104.6.  Delete the row which refers to
Section 105.6

Page xv:  In Chapter 1 – Administration (Cont’d.) matrix
table under Local Fire Official/SFM add an “x” for Section
120.0.  In Chapter 2 – Definitions matrix table add an “x”
under the OSHPD 1 heading for Sections 217.0, 210.0 and
223.0.  In the DOSH heading, add an “*” after DOSH and
delete “x” under DOSH heading for Sections 217.0, 210.0
and 223.0.

Page xvi:  In Chapter 3 – General Requirements matrix
table under the OSHPD 2 heading delete “x” for Table 315
CA and Under OSHPD 3 add an “x” for Table 315 CA.

Page xvii:  In Chapter 9 – Special Fuel-Burning And
Energy-Utilizing Equipment matrix table, under both the
HCD 1 and HCD 2 heading delete the “x” from the row
“Adopt entire UMC chapter without amendments” and
place the “x” in the row “Adopt entire UMC chapter as
amended (amendments listed below)”.  Below the row for
Section 904.8 insert a new row for “907.2 UMC” and
place a “†” under the HCD 1 and HCD 2 headings.  After
row 912.0 CA add a new row “915.6 UMC” and place a
“†” under the HCD 1 and HCD 2 headings.  In the foot -
note add: “State agency adopts the entire chapter except for
those sections indicated by the following symbol: †”

Page xix:  In Chapter 12 – Hydronics matrix table under
both the HCD 1 and HCD 2 heading delete the “x” from
the row “Adopt entire UMC chapter without amend -
ments” and place the “x” in the row “Adopt entire UMC
chapter as amended (amendments listed below)”.  After the
row 1201.2.6.3 CA add a new row “1201.3.5.2 CA”  and
place an “x” under the HCD 1 and HCD 2 headings.
Under the DSA/SS heading, move the “x” from the blank
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row to the 1201.3.6.3 row.

Page xx”  In the Chapter 14 – Process Piping matrix table
remove the “+” below the HCD 1 and HCD 2 headings.

Page xxiii:  In the Appendix C – Chapter 8 matrix table
delete the heading “Sizing Of Venting Systems …  For Use
With Type B Vents” and insert the heading “Sizing Of
Category 1 Venting Systems”.

Page 1: For Section 101.0, Section 101.1, Section 101.2,
Section 102.0 the first paragraph  of Section 103.1 and the
last three lines of the second paragraph under [For HCD
1& 2] add the margin tape “L” for local enforcement.  In
Section 101.2  revise title to read [For HCD 1 & HCD 2].
In Section 102.0 add the underlined to the following:  [For
BSC, DHS, DSA-SS, HCD 1 & HCD 2, OSHD 1, 2, 3 &
4, SFM] and after the words “for the State of California”
delete [For HCD 1 & 2].  In Section 103.0 add the under -
lined to the following:  [For BSC, DHS, DSA-SS, HCD 1
& HCD 2, OSHD 1, 2, 3 & 4, SFM] and after the words
“for the State of California and” delete [For HCD 1 & 2].
Under the exception [For HCD 1} after 17922(c)” insert
“17958.8 and“.  Revise the heading “[For HCD 1 & 2]” to
“[For HCD 1 & HCD 2] “

Page 2:  For Section 103.1.1 et seq., Section 103.1.3,
Section 103.1.4, Section 103.1.5, Section 103.1.6, Section
103.1.7, Section 103.1.8, Section 103.1.8.1 and Section
103.1.8.2 add the margin tape “L” for local enforcement.
In Section 103.1.1.2, Section 103.1.2, Section 103.1.3,
Section 103.1.4, Section 103.1.5, Section 103.1.5.1,
Section 103.1.5.2, Section 103.1.6, Section 103.1.7,
Section 103.1.8 and Section 103.1.8.1 revise all references
to “HCD 1 & 2” to read “HCD 1 & HCD 2”

Page 3:  For Section 104.6, Section 105.0, Section 105.2
and Section 105.3 add the margin tape “L” for local
enforcement.  Sin Section 104.5.1 revise “[For HCD 1 & 2]
“ to “[For HCD 1 & HCD 2]” .

Page 4:  Continue margin tape “L” for local enforcement
through Section 105.3 and Section 105.4.  In third last line
of Section 179519(d) subparagraph (3) revise “...expense of
the owner’s agent...” to “...expense of the owner or owner’s
agent...”.

Page 5:  For Section 106.4 et seq. add the margin tape “L”
for local enforcement.  In Section  17958.5 after the words
“regulations pursuant to”  add the words  “Section 17958,
a city or county may make such changes or modification in
the requirements contained in the provisions published in
the California Building Standards Code and the other reg -
ulations adopted pursuant to Section 17922 as it deter -

mines, pursuant to”.  In the third line of Section 17958.7
after the words “making any modifications or changes” add
the words “pursuant to Section 17958.5, shall make an
express finding that such”.

Page 6:  Continue the margin tape “L” through Section
106.4.  In Section 108.1 under [For SFM] add the margin
tape “L” for local enforcement.

Page 7:  Continue the margin tape “L” for local enforce -
ment from Page 6 through Section 108.1.1.  In Section
108.1.1 revise title to read “108.1.1  [For HCD 1 & HCD
2] Application-Vesting Authority.  When adopted by a
State agency ... ”.

Page 8:  In Section  108.1.1.8.1 revise “[For HSC 1/AC]”
to “[For HCD 1/AC]”.

Page 9:  In Section  108.1.1.9 under Application, revise
“mobile home” to “mobilehome”.

Page 11:  For Section 108.1.1.13 add the margin tape “L”
for local enforcement.

Page 12:  Continue margin tape “L” for local enforcement
through Section 108.1.1.13.  In Section 108.3 under the
[For SFM] heading add the margin tape “L” for local
enforcement for the last 5 lines of the paragraph.

Page 13:  Continue the margin tape “L” for local enforce -
ment through the balance of Section 108.3 [For SFM].

Page 15:  For Section 109.2 and its NOTE:, add the mar -
gin tape “L” for local enforcement.

Page 16:  For Section 113.2.2 Exception: [For SFM],
Section 113.2.3, Section  113.2.4 and Section 113.2.5 add
the margin tape “L” for local enforcement. 

Page 17:  Continue the margin tape “L” for local enforce -
ment through the balance of Section 113.2.5.  For Section
114.1.2 and Section 114.2.2 add the margin tape “L” for
local enforcement.

Page 20:  For Section 116.5,  Section 118.0 and Section
118.1 add the margin tape “L” for local enforcement.

Page 21:  Continue the margin tape “L” for local enforc e -
ment through the balance of Section 118.1.  For Section
118.2, Section 118.3, Section 118.4, Section 118.5, Section
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119.0, Section 120.0, Section 121.0, Section 121.1 and
Section 121.2 add the margin tape “L” for local enforc ement.

Page 25:  Under Approved [For HCD 1 & HCD 2] revise
“Health and Safety Code Section 17920{a}...” to “Health
and Safety Code Section 17920(a) ...”

Page 26:  For the balance of APPROVED AGENCY, for
A S S E M B LY BUILDING and its Exception: and for
BRINE [For SFM] add the margin tape “L” for local
enforcement.    In BRINE [For SFM] revise the second line
to read “transmission of heat without ...”.   In BUILDING
OFFICIAL revise the title to read “[Not adopted by HCD]
See ADMINISTRATIVE AUTHORITY ...”.  In BUILD -
ING OFFICIAL [For SFM] in the third line after the
words “... this code, or a regularly ...”  insert the word
“authorized”.

Page 30:  Under LISTED [For HCD1 & HCD 2] in the
indented paragraph bold the heading  “Section 17920(h)”
Under LISTING AGENCY [ For HCD 1 & HCD 2] in the
second line revise “Section 17920(I)” to “Section
17920(i)”

Page 31:  Under OCCUAPNCY CLASSIFICATO N
NOTE: revise  “[For HCD 1 & 2]” to “[For HCD 1 &
HCD 2]”.

Page 35:  Under PLUMBING CODE Exception: revise
“[For HCD 1 & 2]” to “[For HCD 1 & HCD 2]”.

Page 51:  In Section 401.0 for the sixth line add margin
double bars for change.  For the two lines of  the title for
Part III add margin double bars for change

Page 53:  In Section 408.2 add “[For OSHPD 1]” to the
title.  In Section 408.3 add “[For OSHPD 2 & 4]“ to the
title.  In Section 408.4 add “[For OSHPD 3]” to the title

Page 54:  For the last three lines of Section 410.3 add mar -
gin double bars for change.

Page 92:  In Section 813.1 after the words “... reinforced as
required in ”  add the words “Chapters 16, 18 and 31 of”.

Page 93:  Insert the following: “Section 814.1.2.1 Design.
Metal chimneys shall have a minimum thickness of 0.127
inch (3.23 mm) (No. 10 manufacturer’s standard gage)
steel and shall be designed and constructed as specified in
this chapter and Chapters 16 and 22 of the Uniform
Building code.”

Page 125:  For the third and fourth lines of Section 1107.5
add margin double bars for change.

Page 133: In the Table title after “Quantities3” add “14”.
Under the column Pounds per 1000 cf of Space8, for the
row R-123 revise 1.60 to 0.4 and add margin double bars
for change, and for the row R-500/73.8%/26.2% revise
16.00 to 12.00 and add margin double bars for change.  For
footnote number 14 add margin double bars for change.

Page 134:  At [For OSHPD 1, 2, 3 & 4] I-1.1 and [For
OSHPD 1, 2, 3 & 4] I-3 add margin double bars for
change.

Page 141:  At Section 1201.3 et seq. remove the italics and
the CA margin tape.

Page 142:  Remove all italics from this page except for in
Section 1201.3.5.2 the words “[For HCD 1 & HCD 2]
Structural modifications shall be made in compliance with
the California Building Code, Title 24, Part 2.” and add
margin “CA” for those 4 lines. Add margin double bars for
change for both columns for the entire page.

Page 151:  In Section 1501.0 under Section 801.5
Paragraph (b) in the last line revise it to read”... include, at
a minimum, all of the following:”

Page 251:  In Table 13-13 change Length of Tube, feet,
“175” to “200” and “200” to “250” and delete bottom
“250”.  Immediately below row “150”, insert a new row for 

“| 175 | 47 | 97 | 198 | 346 | 491 | 1050 | 1890 |”.
In Table 13-14, in the row for 50 of Length of Tube, feet,
revise the right had column for 1-3/8 to read “7747”.
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